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2024

INVITATIO N TO TENDER

PROCURING ENTITY: COUNTY GOVERNMENT OF BUNGOMA, P.O BOX 437 -50200
BUNGOMA.

TENDER NAME: PERIODIC MAINTANANCE OF PWANI MARRANDABWAKUTETEKAWA,
NASUNYAMAMASAROAD INNAITIRI/KABUYEFWE WARD

TENDER NO. BGM/CNTY /RPW /CEF/OT /113 /2024 - 2025

The County Government of Bungoma through Department of Roads, Infrastructure and Public Works
Wishes to invites sealed tenders for the PERIODIC MAINTANANCE OF PWANI MARRRANDABWA
KUTETEKAWA, NASUNYAMAMASA ROADN NAITIRI/KABUYEFWE WARD

1. Tendering will be conducted under Open National competitive method using a standardized

tender document. Tendering is opento a | | gualiyed and .interested Ten
2. Qualiyed and interested tenderers maylendebt ai n furt
DocumentsatSupply Chain Management Office | ocated beh

Government of Bungoma for assistana during official working hours. (Monday -Friday8:00am-
5:00Pm).
3. Interested eligible candidates may download a complete set of tender document with evaluation

criteria from the County Government of Bungoma website www.bungoma.go.ke and/or Public

Procurement Information portal: www.tenders.go.ke using the unigue IFMIS negotiation number

indicated in the tender advert
4. Complete tender document must be submitted through the IMIS SUPPLIER PORTAL

www.supplier.rteasury.go.ke as per the requirement contained in the tender document so as to

be received on or before Wednesday 6 ™ Of November 2024 at 11:00am

5. Tenders will be opened immediately after the deadline date and time speciyed
deadl ine dat e alat@. Tendersavill lsepeblicly gperakd in the presence of the
Tenderers' designated representatives who choose to attend at the address below.

6. Bidders who may experience challenges in acessing and uploading their tenders in the IMIS
tender portal should contact the IFMIS Helpdesk (email http/ifmis go.ke.
Tel:0800721477/0204801801) at treasury or contact Supply Chain Management Office

7. Prices quoted should be inclusive of all taxes and must be in Kenya shillings and shall remain

valid for a period of 120 days from the closing date.
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Mandatory requirements

1)
2)
3)
4)

5)
6)
7
8)
9)

Certified Copy of Certificate of registration/incorporation.

Copy of valid tax compliance certificate/exemption certificate issued by KRA

Copy of CR 12 certificate for limited Companies. Should be recent (within 6 months)

Valid copy of Certificate of registration with the National Construction Authority for Road
works; NCA 6 and above and MUST be accompanied by a valid annual practicing License.
KRA PIN/VAT certificate issued by KRA

Bid security of Kshs. 83,951/ - from reputable bank or Insurance Company approved by PPRA
Dully filled, signed and stamped Tender form

Dully filled, stamped and signed Business Questionnaire Form

Dully filled, signed and stamped bills of quantities

10) Certified Single Business Permit from any County Government Authority

11) MUST provide Copies of the national ID/passport for the directors as per CR12
MANUAL SUBMISSIONS will not be accepted. All tenders must be submitt ed through the IFMIS

platform.

EDWARD MAKHANDIA
CHIEF OFFICER
DEPARTMENT OF ROADS, INFRASTRUCTURE AND PUBLIC WORKS.
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PART 1 7 TENDERING PROCEDURES
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SECTION | - INSTRUCTIONS TO TENDERERS

A. GENERALPROVISIONS

1.0 Scope of Tender

The Procuring Entity as defined in the Appendix to Conditions of Contract invites tenders for
Works Contract as described in the tender documents. The name, identification, and number of
lots (contracts) of this Tender Document are specified inthe TDS.

2.0 Fraud and Corruption

2.1 The Procuring Entity requires compliance with the provisions of the Public Procurement
and Asset Di sposal Act , 2015, Section 62 nDec|
tender submitted by a person shall include a declaration that the person shall not engage
in any corrupt or fraudulent practice and a declaration that the person or his or her sub -
contractors are not debarred from participating in public procurement proceedings.

2.2 The Procuring Entity requires compliance with the provisions of the Competition Act 2010,
regarding collusive practicesin contracting. Any tenderer found to have engaged in
collusive conduct shall be disqualified and criminal and/or civil sanctions may be imposed.
To this effect, Tenderss hal | be required to complete and s
I ndependent Tender Determinationd annexed to

2.3 Tenderers shall permit and shall cause their agents (where declared or not),
subcontractors, sub consultants, service providers, suppliers, and their personnel, to
permit the Procuring Entity to inspect all accounts, records and other documents relating
to any initial selection process, pre-qualification process, tender submission, proposal
submission, and contract performance (in the case of award), and to have them audited by
auditors appointed by the Procuring Entity.

2.4 Unfair Competitive Advantage -Fairness and transparency in the tender process require
that the firms or their Affiliates competing for a specific assignment do not derive a
competitive advantage from having provided consulting services related to this tender. To
that end, the Procuring Entity shall indicate in the Data Sheet and make available to all
the firms together with this tender document all informatio n that would in that respect
give such firm any unfair competitive advantage over competing firms.

3.0 Eligible Tenderers

3.1 A Tenderer may be aenity astatetowned enterprise orpnstitutioa t e
subject to ITT 3.8, or an individual or any combination of such entities in the form of a
joint venture (JV) under an existing agreement or with the intent to enter into such an
agreement supported by a letter of intent. In the case of a joint venture, all members shall
be jointly and severally liable for the execution of the entire Contract in accordance with
the Contract terms. The JV shall nominate a Representative who shall have the authority
to conduct all business for and on behalf of any and all the members of the JV during the
o] BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public
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3.2

3.3

3.4

3.5

tendering process and, in the event the JV is awarded the Contract, during contract

execution. Members of a joint venture may not also make an individual tender, be a

subcontractor in a separate tender or be part of another joint venture for the purposes of

the same Tender. The maximumnu mber of JV member s sTD&.I | be s

Publ i ¢ Of ycer s Entty, theirlsmousesy GhitduParent Brothers or Sister.

Child, Parent, Brother or Sister of a Spouse, their business associates or agents and

yrms/ or gani zlathey ltaves substantiel oricantrolling interest shall not be
eligible to tender or be awarded a contract.
participate in any procurement proceedings.

A Tenderer shall not have afoanfpgdi tb baAveEntece!
interest shall be disqualiyed. A tenderer may
for the purpose of this tendering process, if the tenderer:

a) Directly or indirectly controls, is controlled by or is under common control w ith another
tenderer; or

b) Receives or has received any direct or indirect subsidy from another tenderer; or Has
the same legal representative as another tenderer; or

C) Has a relationship with another tenderer, directly or through common third parties,

thatputs it in a position to inpuence the tenc
dinpuence the decisions of the Procuring Ent.i
e) Any of its afyliates participated as a consu
technical speciycations of the goods or works that are the subject of the tender; or
f any of its afyliates has been hired (or is p

as a consultant for Contract implementation; or
g) Would be providing goods, works, or non-consulting services resulting from or directly
related to consulting services for the preparation or implementation of the contract
s peci ye dendemDodurhentsor
h) Has a close business or personal relationship with senior management or professional
staffof t he Procuring Entity who has the ability
(i) are directly or indirectly involved in the preparation of the Tender document
or speciycations of Terdeev@uaton progessof and/ o
such contract; or
(i) may be involved in the implementation or supervision of such Contract
unl ess the conpict stemming from such
manner acceptable to the Procuring Entity throughout the tendering process
and execution of the Contract.

A tenderer shall not be involved incorrupt, coercive, obstructive or fraudulent practice. A
tenderer that is proven to have been involved in any of these practices shall be
automatically disqualiyed.

A Tenderer (either individually or as a JV member) shall not participate in more than one
Tender, except for permitted alternative tenders. This includes participation as a
subcontractor in other Tenders. Such particip:
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3.6

3.7

3.8

3.9

3.10

Tendersi n whi ch the yr m iofsajointrventuie may dot alsMmakdam r s

individual tender, be a subcontractor in a separate tender or be part of another joint
venture for the purposes of the same Tenderr A yr m t hat i s not a
may participate as a subcontractor in more than one tender.

A Tenderer may have the nationality of any country, subject to the restrictions pursuant to
ITT3.9. A Tenderer shall be deemed to have the nationality of a country if the Tenderer is
constituted, incorporated or registered in and op erates inconformity with the provisions of
the laws of that country, as evidenced by its articles of incorporation (or equivalent
documents of constitution or association) and its registration documents, as the case may
be. This criterion also shall apply to the determination of the nationality of proposed
subcontractors or sub-consultants for any part of the Contract including related Services.

A Tenderer that has been debarred from participating in public procurement shall be

tende

ineligible totenderorbe awar ded a contract. The I ist of d
available from the website of PPRAwww.ppra.go.ke.
A Tenderer that is a state-owned enterprise or a public institution in Kenya may be eligible
to tender and be awarded a Contract(s) only if it is determined by the Procuring Entity to
meet the following conditions, i.e. if it is:
I. Alegal public entity of Government and/or public administration,
i. ynancially autonomous an dtsubsidiesorbudgeti vi ng an)
support from any public entity or Government, and
iii. operating under commercial law and vested with legal rights and liabilities similar
to any commercial enterprise to enable it
on an equal basis.
Firms and individuals shall be ineligible if their countries of origin are:
() as a matter of |l aw or ofycial regulations,

that country, or

(i) by an act of compliance with a decision of the United Nations Security Council
taken under Chapter VIl of the Charter of the United Nations, Kenya prohibits any
import of goods or contracting of works or services from that country, or any
payments to any country, person, or entity in that country.

A tenderer shall provide such documentary evidence of eligibility satisfactory to the
Procuring Entity, as the Procuring Entity shall reasonably request.

Foreign tenderers are required to source at least forty (40%) percent of their contract
inputs (in supplies, local subcontracts and labor) from citizen suppliers and contractors. To
this end, a foreign tenderer shall provide inits tender documentary evidence that this
requirement is met. Foreign tenderers not meeting this criterion will be automatically
di squal iy eahrequired fo emabieahie Procuring Entity determine if this condition

11 | BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Roaafastructure and Public
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4.0

3.11

3.12

3.13

3.14

is met shall be provided for this purposein i S E C T | - @WALUATIONAND
QUALI FI CAT!I ON CRI TERI A, | tem 90.

Pursuant to the eligibility requirements of ITT4.10, a tender is considere d a foreign

tenderer, if the tenderer is not registered in Kenya or if the tenderer is registered in Kenya

and has less than 51 percent ownership by Kenyan citizens. JVs are considered as foreign
tenderers if the individual member yrms are n
Kenya and have less than 51 percent ownership by Kenyan citizens. The JV shall not

subcontractto foreign yr ms more than 10 percent of the ¢
provisional sums.

The National Construction Authority Act of Kenya requires that all local and foreign

contractors be registered with the National Construction Authority and be issued with a
Registration Certiycate before they can under:
Registration shall not be a condition for tender, but it shall be a condition of contract

award and signature. A selected tenderer shall be given opportunity to register b efore such

award and signature of contract. Application for registration with National Construction

Authority may be accessed from the website www.nca.go.ke.

The Competition Act of Kiagtytender as doint Mereause t hat yr |
undertakings which may prevent, distort or lessen competition in provision of services are

prohibited unless they are exempt in accordance with the provisions of Section 25 of the

Competition Act, 2010. JVs will be required to seek for exemption from the Competition

Authority. Exemption shall not be a condition for tender, but it shall be a condition of

contract award and signature. A JV tenderer shall be given opportunity to seek such

exemption as a condition of award and signature of contract. Application for exemption

from the Competition Authority of Kenya may be accessed from the website

www.cak.go.ke.

A Kenyan tenderer shall be eligible to tender if it provides evidence ofhavi ng ful yIl | ed
hi s/ her tax obligations by producing a valid
the Kenya Revenue Authority.

Eligible Goods, Equipment, and Services

4.1

4.2

Goods, equipment and services to be supplied under the Contract may have their origin in
any country that is not ineligible under ITT3.9. At the Procuring Entity's request, Tenderers
may be required to provide evidence of the origin of Goods, equipment and services.

Any goods, works and production processes with characteristics that have been declared
by the relevant national environmental protection agency or by other competent authority
as harmful to human beings and to the environment shall not be eligible for procurement.
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5.0 Tenderer's Responsibilities

5.1 The tenderer shall bear all costs associated with the preparation and submission of his/her
tender, and the Procuring Entity will in no case be responsible or liable for those costs.

5.2 The tenderer, at the tenderer's own responsibility and risk, is encouraged to visit and
examine and inspect the Site of the Works and its surroundings and obtain all information
that may be necessary for preparing the tender and entering into a contract for
construction of the Works. The costs of visiting the Site shall be at the te nderer's own
expense.

5.3 The Tenderer and any of its personnel or agents will be granted permission by the
Procuring Entity to enter up on its premises and lands for the purpose of such visit. The
Tenderer shall indemnify the Procuring Entity against all liability arising from death or
personal injury, loss of or damage to property, and any other losses and expenses incurred
as a result of the examination and inspection.

54 The tenderer shall provide in the Form of Tenderand Qual i ycati on | nf or me
preliminary description of the proposed work method and schedule, including charts, as
necessary or required.

B. CONTENTS OF TENDER DOCUMENTS

6.0 Sections of Tender Document

6.1 The tender document consists of Parts 1,2, and 3, whi ch i ncludes al/l
below, and which should be read in conjunction with any Addenda issued in accordance
with ITT10.

PART 1: Tendering Procedures

Section I: Instructions to Tenderers

Section Il: Tender Data Sheet (TDS)

Section! 1 | : Evaluation and Qualiycation Criteria
Section IV: Tendering Forms

PART 2: Works' Requirements

Section V: Bills of Quantities

Section VI: Speciycations Section

VII: Drawings

PART3: Conditions of Contract and Contract Forms

Section VIII: General Conditions (GCC)
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Section IX: Particular Conditions of Contract
Section X: Contract Forms

6.2 The Invitation to Tender Notice issued by the Procuring Entity is not part of the Contract
documents.

6.3 Unless obtained directly from the Procuring Entity, the Procuring Entity is not responsible

for the completeness of the Tenderd oc ument , responses to request

minutes of a pre-arranged site visit and those of the pre -Tender meeting (if any), or
Addenda to the Tender document in accordance with ITT 10. In case of any contradiction,
documents obtained directly from the Procuring Entity shall prevail.

6.4 The Tenderer is expected to examine al/l instr

the Tender Document and to furnish with its Tender all information and documentation as
is required by the Tender document.

7.0 Site Visit

7.1 The Tenderer, at the Tenderer's own responsibility and risk, is encouraged to visit and
examine and inspect the site(s) of the required contracts and obtain all information that
may be necessary for preparing a tender. The costs of visiting the Site shall be at the
Tendererds own expense. The PADbSdfapré-mrgangecht i t vy
Site visit and or a pre-tender meeting will be held, when and where. The Tenderer's
designated representative is invited to attend a pre -arranged site visit and a pre-tender
meeting, as the case may be.

8.0 Pre bid Meeting

8.1 The Procuring Entity shall specify in the TDS if a pre-tender meeting will be held,
when and where. The Procuring Entity shall also specify in the TDS if a pre-
arranged pretender site visit will be held and when. The Tenderer's designated
representative is invited to attend a pre-arranged pretender visit of the site of
the works. The purpose of the meeting will be to clarify issues and to answer
guestions on any matter that may be raised at that stage.

8.2 The Tenderer is requested to submit any questions in writing, to reach the Procuring Entity
not | ater than t he TpSeeforeothtk meeging.ci yed i n t he

8.3 Minutes of a pre-arranged site visit and those of the pre-tender meeting, if applicable,
including the text of the questions asked by Tenderers and the responses given, together
with any responses prepared after the meeting, will be transmitted promptly to all
Tenderers who have acquired the Tender Documents. Minutes shall not identify the source
of the questions asked.

8.4 The Procuring Entity shall also promptly publish anonymized (no names) Minutes of the
pre-arranged site visit and those of the pre-te nder meeting at t hie web
the TDS. Any modi y dendeir Dmcumentsthat niag become necessary as a
result of the pre -arranged site visit and those of the pre -tender meeting shall be made by
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9.0

the Procuring Entity exclusively through the issue of an Addendum pursuant to ITT 8 and
not through the minutes of the pre -Tender meeting. Non-attendance at the pre-arranged
sitevisitandthepre-t ender meeting wil | not beTeadererause f

Clarifications

9.1

ATender er requiring any <clariycation of the Tend
Procuring Entity in writing at the Procuring Entity's addresss p e c iinythe dDS

or raise its enquiries during the pre-Tender meeting and the pre- arranged

pretender visit of the site of the works if provided for in accordance with ITT 8.4.

The Procuring Entity will respond in writing to any r equest for clari vy
provided that such request is received no later thanthe per i od speciyed in t
TDS prior to the deadline for submission of tenders. The Procuring Entity shall

forward copies of its response to all tenderers who have acquired the Tender

Documents in accordance with ITT 6.3, including a description of the inquiry but

withouti denti fying its sour ceeProtufing Bnoteshally ed i n t he
alsoprompty publ i sh its response at the web page i d:
t he ¢l ar iy ciract¢hanges to rthe sséntial elements of the Tender

Documents, the Procuring Entity shall amend the Tender Documents

appropriately following the procedure under ITT 8.4.

10.0 Amendmentof Tender Documents

10.1

10.2

10.3

At any time prior to the deadline for submission of Tenders, the Procuring Entity may
amend the Tender Documents by issuing addenda.

Any addendum issued shall be part of the Tender Documents and shall be communicated
in writing to all who have obtained the Tender Documents from the Procuring Entity. The
Procuring Entity shall also promptly publish the addendum on the Procuring Entity's
website in accordance with ITT 7.5.

To give Tenderers reasonable time in which to take an addendum into account in preparing
their Tenders, the Procuring Entity should extend the deadline for the submission of
Tenders, pursuant to ITT 22.2.

C. PREPARATION OF TENDERS

11.0

12.0

Cost of Tenderi ng

111

The Tenderer shall meet all costs associated with the preparation and submission of its
Tender, and the Procuring Entity shall not be responsible or liable for those costs,
regardless of the conduct or outcome of the tendering process.

Languag e of Tender

12.1

The Tender, as well as all correspondence and documents relating to the tender exchanged
by the tenderer and the Procuring Entity, shall be written in the English Language.
Supporting documents and printed literature that are part of the Tender may be in another

15 BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public

Works (Category Open)



language provided they are accompanied by an accurate and notarized translation of the
relevant passages into the English Language in which case, for purposes of interpretation
of the Tender, such translation shall govern.

13.0 Documents Comprising the  Tender

13.1  The Tender shall comprise the following:

i. Form of Tender prepared in accordance with ITT 12;
ii. Schedules including priced Bill of Quantities, completed inaccordance with ITT 12
and ITT 14;
iii. Tender Security or Tender-Securing Declaration, in accordance with ITT 19.1;
iv. Alternative Tender, if permissible, in accordance with ITT 13;

v. Aut horization: written conyr matTenderro aut hor i
commit the Tenderer, in accordance with ITT 20.3;

Vi Qualiycations: documentary evidence in acc
Tenderer's qualiycat i oihits Tenderismpeeptedyr m t he Co

vii. Conformity: a technical proposal in accordance with ITT 16;
viii. Any other document required in the TDS.

13.2 In addition to the requirements under ITT 11.1, Tenders submitted by a JV shall include a

copy of the Joint Venture Agreement entered into by all members. Alternatively, a letter of

intent to execute a Joint Venture Agreement in the event of a successful Tender shall be

signed by all members and submitted with the Tender, together with a copy of the

proposed JV Agreement. Chame of membership and conditions of the JV prior to contract
signature will render the tender | iable for d

13.3 The Tenderer shall furnish in the Form of Tender information on commissions and

gratuities, if any, paid or to be paid to agents or any other party relating to this Tender.

14.0 Form of Tender and Schedules
14.1 The Form of Tender and Schedules, including the Bill of Quantities, shall be prepared using

the relevant form s furnished in Section IV, Tendering Forms. The forms must be completed

without any alterations to the text, and no substitutes shall be accepted except as

provided under | TT 20.3. All Dblank spaces sha
The Tenderer shall chronologically serialize all pages of the tender documents submitted.

15.0 Alternative Tenders
151 Unl ess ot her wi se speci Yendersshal ndttbeeondideréd, al t er na

15.2 When alternative times for completion are explicitly invited, a statement to that effect will

be included in the TDS, and the method of evaluating different alternative times for
compl etion wil/ be described in Section 1|11,

16
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15.3 Except as provided under ITT13.4 below, Tenderers wishing to offer technical alternatives
to the requirements of the TenderDocument s must yrst price the
as described in the Tender Documents and shall further provide all information necessary
for a complete evaluation of the alternative by the Procuring Entity, including drawings,
designcal cul ati ons, technical speciycations, bre
construction methodology and other relevant details. Only the technical alternatives, if any,
of the Tenderer with the Winning Tender conforming to the basic technical requirements
shall be considered by the Procuring Entity. Wh e n s p e ¢ i 7D&dlendemerstark e
permitted to submit alternative t eNMotksnang al s ol |
such parts wil | TDSsas willteemtethog torckheir avalutitinge an d
described in Section VII, Works' Requirements.

16.0 Tender Prices and Discounts

16.1 The prices and discounts (including any price reduction) quoted by the Tenderer in the
Form of Tender and in the Bill of Quantities shall conform to the requirements spec i y e d
below.

162 The Tenderer shall yl 1 in r\WdakedescribeddntheBiiof es f o
Quantities. Items against which no rate or price is entered by the Tenderer shall be
deemed covered by the rates for other items in the Bill of Quantities and will not be paid
for separately by the Procuring Entity. An item not listed in the priced Bill of Quantities
shall be assumed to be not included in the Tender, and provided that the Tender is
determined substantially responsive notwithstanding this omission, the average price of
the item quoted by substantially responsive Tenderers will be added to the Tender price
and the equivalent total cost of the Tender so determined will be used for price
comparison.

16.3 The price to be quoted in the Form of Tender, in accordance with ITT 12, shall be the total
price of the Tender, including any discounts offered.

16.4 The Tenderer shall quote any discounts and the methodology for their application in the
Form of Tender, in accordance with ITT 12

165 1t will b e 3JpSdafthe natescandipnicestquoted by the Tenderer are or are not
subject to adjustment during the performance of the Contract in accordance with the
provisions of the Conditions of Contract, excepting cases where the contract is subject to
pbuctuations and adjustments, not yxed price.
the indices and weightings for the price adjustment formulae in the Schedule of
Adjustment Data and the Procuring Entity may require the Tenderer to justify its proposed
indices and weightings.

16.6 Where tenders are being invited for individual lots (contracts) or for any combination of
lots (packages), tenderers wishing to offer discounts for the award of more than one
Contract shall specify in their Tender the price reductions applicable to each package, or
alternatively, to individual Contracts within the package. Discounts shall be submitted in
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17.0

18.0

19.0

16.7

accordance with ITT 14.4, provided the Tenders for all lots (contracts) are opened at the
same time.

All duties, taxes, and other levies payable by the Contractor under the Contract, or for any
other cause, as of the date 30 days prior to the deadline for submission of Tenders, shall
be included in the rates and prices and the total Tender Price submitted by the Tenderer.

Currencies of Tender and Payment

17.1
17.2

The currency (ies) of the Tender and the currency (ies) of payments shall be the same.

Tenderers shall quote entirely in Kenya Shillings. The unit rates and the prices shall be

quoted by the Tenderer in the Bill of Quantities, entirely in Kenya shillings.A Tenderer

expecting to incur expenditures in other currencies for inputs to the Works supplied from
outside Kenya (referred to as At Hewicebvinrways gn c u |
of getting foreign currency to meet those expenditures.

Documents Comprising the  Technical Proposal

18.1

The Tenderer shall furnish a technical proposal including a statement of work methods,

equipment, personnel, schedule and any other information as stipulated in Section IV,

TenderFor ms, and insufycient det ai | to demonstr a
proposal to meet the work's requirements and the completion time.

Documents Establishing the EI i giDenderert y and Qual iy

19.1

19.2

19.3

19.4

19.5

Tenderers shall complete the Form of Tender, included in Section IV, Tender Forms, to
establish Tenderer's eligibility in accordance with ITT 4.

I n accordance with Section I11, Evalwuation anj
gual i ycat i mtheContract tpeeTentever shall provide the information requested

in the corresponding information sheets included in Section IV, Tender Forms.

I f a margin of preference applies as speciyed
tenderers, individually or in joint ventures, applying for eligibility fornational preference

shall supply all/l information required to sati:
accordance with ITT 33.1.

Tenderers shall be asked to provide, as part of the dataforqu al i ycati on, such

including details of ownership, as shall be required to determine whether, according to the
classiycati on est a bHnttysaparticulds gontrachas or Broup@fur i ng
contractorsqual i yes f or a ce&urtigerthe infofmatiorr well fereallesthre
Procuring Entity identify any actual or poten:
procurement and/or contract management processes, or a possibility of collusion between
tenderers, and there by helptoprevent any corrupt inpuence in r
procurement process or contract management.

The purpose of the information described in ITT 17.2 above overrides any claims to
conydentiality which a tenderer may have. Thel
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would be justiyed for a tenderer to keep info
conydential where it is tendering to undertak:
funds. Thus, conydentiality witltwoasba poséep!
for a Tenderer's failure to disclose, or failure to provide required information on its

ownership and control.

19.6 The Tenderer shall provide further documentary proof, information or authorizations that
the Procuring Entity may request in relation to ownership and control which information on
any changes to the information which was provided by the tenderer under ITT 6.4. The
obligations to require this information shall continue for the duration of the procurement
process and contract performance and after completion of the contract, if any change to
the information previously provided may reveal
award or management of the contract.

19.7 Allinformation provided by the tenderer pursuant to these requirements must be
complete, current and accurate as at the date of provision to the Procuring Entity. In
submitting the information required pursuant to these requirements, the Tenderer shall
warrant that the information submitted is complete, current and accurate as at the d ate of
submission to the Procuring Entity.

19.8 If a tenderer fails to submit the information required by these requirements, its tenderer
will be rejected. Similarly, if the Procuring Entity is unable, after taking reasonable steps,
to verify to a reasonable degree the information submitted by a tenderer pursuant to these
requirements, then the tender will be rejected.

19.9 If information submitted by a tenderer pursuant to these requirements, or obtained by the
Procuring Entity (whether throughitsownenqui ri es, through notiycat.
otherwise), shows any conpict of interest whi
tenderer in relation to the procurement or contract management process, then:

i. Ifthe procurement processisstilongoi ng, the tenderer wil/ b ¢
the procurement process,
ii. If the contract has been awarded to that tenderer, the contract award will be set
aside,
the tenderer will be referred to the relevant law enforcement authorities for
investigation of whet her the tenderer or any other persons have committed any
criminal offence.

19.10 If a tenderer submits information pursuant to these requirements that is incomplete,
inaccurate orout-of-d at e, or attempts to obstruct the ve
consequences ITT 17.8 will ensue unless the tenderer can show to the reasonable
satisfaction of the Procuring Entity that any such act was not material, or was due to
genuine error which was not attributable to the intentional act, negligence or recklessness
of the tender.
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20.0 Period of Validity of Tenders

20.1 Tenders shall remain valid for the TenderValidityper i od s p e §DSyTdalTender t h e
Valdtyper i od starts fr omTehdersubrdissibnedeadlines(as presoribedt h e
by the Procuring Entity in accordance with ITT 22). A Tender valid for a shorter period
shall be rejected by the Procuring Entity as non-responsive.

20.2 In exceptional circumstances, prior to the expiration of the Tender validity period, the
Procuring Entity may request Tenderers to extend the period of validity of their Tenders.
The request and the responses shall be made inwriting. If a Tender Security is requested
in accordance with ITT 19, it shall also be extended for thirty (30) days beyond the
deadline of the extended validity period. A Tenderer may refuse the request without
forfeiting its Tender security. A Tenderer granting their quest shall not be required or
permitted to modify its Tender.

20.3 If the award is delayed by a period exceeding the number of days to be
s peci ye dDSidays heyord the expiry of the initial tender validity period,
the Contract price shall be determined as follows:

a) in the case of yxed price contracts, the Contract price shall be the
tender price adjusted by the factor s p e ¢ inthe TDS;

b) In the case of adjustable price contracts, no adjustment shall be made;
or in any case, tender evaluation shall be based on the tender price
without taking into consideration the applicable correction from those
indicated above.

21.0 Tender Security

21.1 The Tenderer shall furnish as part of its Tender, either a Tender-Securing Declaration or a
TenderSecur i ty as sTp®, miorigieatiform and, inthe case of a Tender
Security, inthe amountand currency s pe ci yed i nA Tender-Setudr
Declaration shall use the form included in Section IV, Tender Forms.

21.2 Ifa Tender Securityissped yed pur suant TenderSeduityshalliea t he
demand guarantee in any of the following forms at the Tenderer's option:

i. cash;
ii. a bank guarantee;
iii. aguarantee by an insurance company registered and licensed by the
Insurance Regulatory Authority listed by the Authority; or
iv. a guarantee issued by a ynancial instit
Central Bank of Kenya, from a reputable source, and an eligible country.

21.3 If an unconditional bank guarantee is issued by a bank located outside Kenya, the issuing
bank shall have a correspondent bank located in Kenya to make it enforceable. The Tender
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22.0

Security shall be valid for thirty (30) days beyond the original validity period of the Tender,
or beyond any period of extension if requested under ITT 18. 2.

21.4 Ifa Tender Security or TenderrSecur i ng Decl aration is speciyed
Tender not accompanied by a substantially responsive Tender Security or Tender-Securing
Declaration shall be rejected by the Procuring Entity as non-responsive.

215 IfaTenderSecurity is speciyed Tpndar Seauatyndf unsuccessfll T 1 9 .
Tenderers shall be returned as promptly as possible upon the successful Tenderer's signing
the Contract and furnishing the Performance Security and any other documents required in
the TDS.The Procuring Entity shall also promptly return the tender security to the
tenderers where the procurement proceedings are terminated, all tenders were
determined non-responsive or a bidder declines to extend tender validity period.

21.6 The Tender Security of the successful Tenderer shall be returned as promptly as possible
once the successful Tenderer has signed the Contract and furnished the required
Performance Security, and any other documents required in the TDS.

21.7 The Tender Security may be forfeited or the Tender -Securing Declaration executed:

a) if a Tenderer withdraws its Tender during the period of Tender validity
speciyed by the Te nTdnder erany extensiorhtieere Fognouide o f
by the Tenderer; or

b) if the successful Tenderer fails to:

i.  sign the Contract in accordance with ITT 47; or
ii.  furnish a Performance Security and if required in the TDS, and any
other documents required in the TDS.
21.8 Where tender securing declaration is executed, the Procuring Entity shall recommend to
the PPRA that PPRA debars the Tenderer from participating in public procurement as
provided in the law.

21.9 The Tender Security or the Tender-Securing Declaration of a JV shall be in the name of the
JV that submits the Tender. If the JV has not been legally constituted into a legally
enforceable JV at the time of tendering, the Tender Security or the Tender-Securing
Declaration shall be in the names of all future members as named in the letter of intent
referredtoin ITT 4.1 and ITT 11.2.

21.10 A tenderer shall not issue a tender security to guarantee itself.

Format and Signing of  Tender

22.1 The Tenderer shall prepare one original of the documents comprising the Tender as
describedinITT1land cl early mark it AORI GerNi#tedino Al t er
accordance with ITT 13, shall be clearly marked i AL T E R N AT ddditién, the Tenderer
shall submit copies of the Tender,inthe number s peci yed i randtleady mark S
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them i C O PIi théevent of any discrepancy between the original a nd the copies, the
original shall prevail.

222 Tenderers shall mar k as A CONFTebderdWwhichAsL 6 a | | i ni
conydential to their business. This may incl u
commercial or ynnormatiolm!l |'y sensitive i

22.3 The original and all copies of the Tender shall be typed or written in indelible ink and shall
be signed by a person duly authorized to sign on behalf of the Tenderer. This authorization
shall consist of a wr i tntthe AiDScaodrshyall ba attacheditothas s p e
Tender. The name and position held bye ach person signing the authorization must be
typed or printed below the signature. All pages of the Tender where entries or
amendments have been made shall be signed or initialed by the person signing the Tender.

22.4 In case the Tenderer is a JV,the Tender shall be signed by an authorized representative of
the JV on behalf of the JV,and so as to be legally binding on all the members as evidenced
by a power of attorney signed by their legally authorized representatives.

22.5 Any inter-lineation, erasures, or overwriting shall be valid only if they are signed or initialed
by the person signing the Tender.

D. SUBMISSION AND OPENING OF TENDERS

23.0 Sealing and Marking of  Tenders

23.1 The Tenderer shall deliver the Tender in a single sealed envelope, or in a single sealed
package, or in a single sealed container bearing the name and Reference number of the
Tender, addressed to the Procuring Entity and a warning not to open before the time and
date for Tender opening date. Within the single envelope, package or container, the
Tenderer shall place the following separate, sealed envelopes:

i..in an envelope or package or container mar
comprising the Tender, as describedinlTT11; and
i.hin an envelope or package or container mar
Tender; and
ii. if alternative Tenders are permitted in accordance with ITT 13, and if relevant:
ayin an envelope or package oALTERDNATIVRIi ner
TENDERO, t h eTender;tnedlr nat i ve
by i n the envel ope or package or container
ALTERNATIVE ENDERO, al | requiredTenderpi es of t

The inner envelopes or packages or containers shall:

a) bear the name and address of the Procuring Entity.
b) Bear the name and address of the Tenderer; and
c) Bear the name and Reference number of the Tender.
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24.0

25.0

26.0

23.2 If an envelope or package or container is not sealed and marked as required, the

Procuring Entity will assume no responsibility for the misplacement or premature opening
of the Tender. Tenders that were misplaced or opened prematurely will not be accepted.

Deadline for Submission of Tenders
241 Tendersmust be received by the Procuri nfDSBmdt i ty &

no | ater than the date dbSdWhe mes @l spme Ghpeaed yien
Tenderers shall have the option of submitting their Tenders electronically. Tenderers

submitting Tenders electronically shall follow the electronic Tender submission procedures
speciyed@dbSin the

24.2  The Procuring Entity may, at its discretion, extend the deadline for the submission of

Tenders by amending the Tender Documents in accordance with ITT 8, in which case all
rights and obligations of the Procuring Entity and Tenderers previously subject to the
deadline shall thereafter be subject to the deadline as extended.

Late Tenders

25.1 The Procuring Entity shall not consider any Tender that arrives after the deadline for

submission of tenders, in accordance with ITT 22. Any Tender received by the Procuring
Entity after the deadline for submission of Tenders shall be declared late, rejected, and
returned unopened to the Tenderer.

Wi thdrawal , Substitutiofendeend Modi ycation of

26.1 A Tenderer may withdraw, substitute, or modify its Tender after it has been submitted by

sending a written notice, duly signed by an authorized representative, and shall include a

copy of the authorization in accordance with ITT 20.3, (except that withdrawal notices do

not require copies). The correspoledémgt subst i
accompany the respective written notice. All notices must be:

a) prepared and submitted in accordance with ITT 20 and ITT 21 (except that
withdrawals notices do not require copies), and in addition, the respective
envelopes shall be clearly markedfi WI THDRAMBUBS®TI TUTI ON, 0
AiMODI FI CATI ON; #Aand

b) received by the Procuring Entity prior to the deadline prescribed for submission of
Tenders, in accordance with ITT 22.

26.2 Tendersrequested to be withdrawn in accordance with ITT 24.1 shall be returned

unopened to the Tenderers.

26.3 No Tender may be withdrawn, substi tuted, or modiyed in the

deadline for submission of Tenders and the expiration of the period of Tender validity
speciyed by the Te nldndera any extensionttheredE or m o f
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27.0 Tender Opening

27.1 Exceptinthecases speciyed in I TT 23 and | TT 24. 2,
open and read out all Tenders received by the deadline, at the date, time and place
s p e c iinyhe TDS , in the presence of Tenderers' designated representatives and

anyonewhochoosest o attend. Any Temeropenngprecddeas tequoed i c
if electronic Tendering is permitted in accor.
the TDS.

27.2  First, envelopes marked i WI T H D R AshiéA lhe dpened and read out and the envelopes
with the corresponding Tender shall not be opened but returned to the Tenderer. No
Tender withdrawal shall be permitted unless the corresponding withdrawal notice contains
a valid authorization to request the withdrawal and is read out attender opening.

273 Next , envel opes marked ASUBSTI TUTI ONO shal
with the corresponding Tender being substituted, and the substituted Tender shall not be
opened, but returned to the Tenderer. No Tender substitution shall be permitted u nless the
corresponding substitution notice contains a valid authorization to request the substitution
and is read out at Tender opening.

274 Next, envelopes marked AMODIFI CATI ONO shal
corresponding Tender. No Tender mo ddatjon shall be permitted unless the corresponding
modi ycation notice contains a valid author.i
out at Tender opening.

27.5 Next, all remaining envelopes shall be opened on eata time, reading out: the name of the

Tenderer and whet her t herTendérPBriceapenta @dntjact)aft i on ;

applicable, including any discounts and alternative Tenders; the presence or absence of a
Tender Security or Tender-Securing Declaration, if required; and any other details as the
Procuring Entity may consider appropriate.

27.6  Only Tenders, alternative Tenders and discounts that are opened and read out at Tender
opening shall be considered further for evaluation. The Form of Tender and pages of the
Bill of Quantities (to be decided on by the tender opening committee) are to be initialed by
the members of the tender opening committee attending the opening.

27.7 Atthe Tender Opening, the Procuring Entity shall neither discuss the merits of any Tender
nor reject any Tender (except for late Tenders, in accordance with ITT 23.1).

27.8 The Procuring Entity shall prepare minutes of the Tender Opening that shall include, as a
minimum:

a) The name of the Tenderer and whether there is a withdrawal, substitution, or
modi ycati on;

b) The Tender Price, per lot (contract) if applicable, including any discounts;

c) any alternative Tenders;

d) the presence or absence of a Tender Security, if one was required.

e) number of pages of each tender document submitted.
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27.9 The Tenderers' representativeswho are present shall be requested to sign the minutes.
The omission of a Tenderer's signature on the minutes shall not invalidate the contents
and effect of the minutes. A copy of tender opening register shall be issued to a tenderer
upon request.

E. Eval uation and Comparison of Tenders

280 Conydentiality

28.1 Information relating to the evaluation of Tenders and recommendation of contract award
shall not be disclosed to Tenderers or any ot|
Tender process until information on Intention to Award the Contract is transmitted to all
Tenderers in accordance with ITT 43.

282 Any effort by a Tenderer to inpuence Tentees Pr oc |
or Contract award decisions may result in the rejection of its tender.

28.3 Notwithstanding ITT 26.2, from the time of tender opening to the time of contract award,
if a tenderer wishes to contact the Procuring Entity on any matter related to the tendering
process, it shall do so in writing.

29.0 CIl ar i y ocohTendern

291 Toassi st in the examinati on, eval uati on, and c
of the tenderers, the Procuring Entity may, at its discretion, ask any tenderer for a
clariycation of its tender,ngéveAny clasioypabt i
submitted by a tenderer that is not in response to a request by the Procuring Entity shall
not be considered. The Procuring Entity's req
in writing. No change, including any voluntary inc rease or decrease, in the prices or
substance of the tender shall be sought, of f e
correction of arithmetic errors discovered by the Procuring Entity in the evaluation of the
tenders, in accordance with ITT 31.

292 Ifa tenderer does not provide clariycations of
Procuring Entity's r @epderamybe fejected.c| ari ycati on, |

30.0 Deviations, Reservations, and Omissions
30.1 During the evaluation of tenders, thefollowi ng deyni ti ons appl y:

ADeviationd is a departure from the requir
i. AReservationo is the setting of I|imiting c
acceptance of the requirements speciyed in
iii.h. AOmssiono is the failure to submit part or

required in the Tender document.
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31.0 Determination of Responsiveness

32.0

33.0

31.1

31.2

31.3

31.4

The Procuring Entity's determination of a Tender's responsiveness is to be based on the
contentsoft he tender it selll., as deyned in ITT

A substantially responsive Tender is one that meets the requirements of the Tender
document without material deviation, reservation, or omission. A material deviation,
reservation, or omission is one that, if ac cepted, would:

(i) Affect in any substantial way the scope, quality, or performance of the Works
speciyed in the Contract; or

(i) limit in any substantial way, inconsistent with the tender document, the Procuring
Entity's rights or the tenderer's obligations under the proposed contract; or

@ig)i f rectiyed, would unfairly affect the

presenting substantially responsive tenders.
The Procuring Entity shall examine the technical aspects of the tender submitted in

com

accordancewithl TT 16, to conyrm that alWorkd equi rement

Requirements have been met without any material deviation, reservation or omission.

If a tender is not substantially responsive to the requirements of the tender document, it
shall be rejected by the Procuring Entity and may not subsequently be made responsive by
correction of the material deviation, reservation, or omission.

Non -material Non -conformities

32.1

32.2

32.3

Provided that a tender is substantially responsive, the Procuring Entity may waive any non-
conformities in the tender .

Provided that a Tender is substantially responsive, the Procuring Entity may request that
the tenderer submit the necessary information or documentation, within a reasonable
period of time, to rectify nonmate rial non- conformities in the tender related to
documentation requirements. Requesting information or documentation on such non-
conformities shall not be related to any aspect of the price of the tender. Failure of the
tenderer to comply with the request m ay result in the rejection of its tender.

Provided that a tender is substantially responsive, the Procuring Entity shall rectify
quanti yabl e n oconf@anitesrelaed to the Tender Price. To this effect, the
Tender Price shall be adjusted, for comparison purposesonly,t o r epect t he

pric

missingornon-conf or mi ng i tem or componiethetTDS. n t he mar

Arithmetical Errors

33.1

33.2

The tender sum as submitted and read out during the tender opening shall be absolute
and ynal and shall not be the subject of
by any person or entity.

Provided that the Tender is substantially responsive, the Procuring Entity shall handle
errors on the following basis:
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34.0

35.0

36.0

33.3

i. Any error detected if considered a major deviation that affects the substance of the
tender, shal/l |l ead to di sgespoisivepcati on of t
ii. Any errors in the submitted tender arising from a miscalculation of unit price,
quantity, sub total and total bid price shall be considered as a major deviation that
affects the substance of the tender and sh
as non-responsive. and

ii. I f there is a discrepancy between words an
prevail
Tenderers shall be notiyed of any error detec:

award.

Currency Provisions

34.1

Tenders will priced be in Kenya Shillings only. Tenderers quoting in currencies
other thanin Kenyashillings will be determined non-responsiveand rejected.

Margin of Preference and Reservations

35.1
35.2

No margin of preference shall be allowed on contracts for small works.

Where it is intended to reserve the contract to s p e cgroyps under Small and
Medium Enterprises, or enterprise of women, youth and/or persons living with
disability, who are appropriately registered as such by the authority to be
speciyed 1in the eitSshal ensurp thatctherinvitatgpn to
tender s p e c i yindieates that only b us i n e s s bebiiging tmsthose
s p e c ignpupglare the only ones eligible to tender. Otherwise if no so stated,
the invitation will be open to all tenderers.

Nominated Subcontractors

36.1

36.2

36.3

Unless otherwise stated in the TDS, the Procuring Entity does not intend to execute any
speci yc el eWoekshy subcortractorl selected/nominated by the Procuring
Entity. In case the Procuring Entity nominates a subcontractor, the subcontract agreement
shall be signed by the Subcontractor and the Procuring Entity. The main contract shall
specify the working arrangements between the main contractor and the nominated
subcontractor.

Tenderers may propose subcontracting up to the percentage of total value of con tracts or
the vol ume of winthekTDS aSsibcantpaetars pjopoded by the Tenderer
shall be fully qual Worksd for their parts of th

The subcontractor's qualiycations shal/l not b
Works unless their specialized parts of the Works were previously designated so by the
Procuring Entity in the TDS as can be met by subcontractors referred to hereafter as

'"Specialized Subcontractors', in which case,
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Subcontractorsproposed by the Tenderer may be added to
Tenderer.

37.0 Evaluation of Tenders
37.1 The Procuring Entity shall use the criteria and methodologies listed in this ITT and Section

38.0

39.0

I T Evaluation and Qual iafion erteiiammmetBadilogiesr i a . N o
shall be permitted. By applying the criteria and methodologies the Procuring Entity shall
determine the Lowest Evaluated Tender in accordance with ITT 40.

37.2 Toevaluate a Tender, the Procuring Entity shall consider the following:

i. Price adjustment in accordance with ITT 31.1(iii); excluding provisional sums and
contingencies, if any, but including Day work items, where priced competitively;

ii. Price adjustment due to discounts offered in accordance with ITT 14.4;

iii. converting the amount resulting from applying (a) and (b) above, if relevant, to a
single currency in accordance with ITT 32;

iv. price adjustment due t o -gonfarmitiesif atoidancen on ma
with ITT 30.3; and

v. any additional evalinthdTD$ mandfSection |d, Ewaluaigne ci y e d
and Qualiycation Criteria.

37.3 The estimated effect of the price adjustment provisions of the Conditions of Contract,

applied over the period of execution of the Contract, shall not be considered intender
evaluation.

37.4 In the case of multiple contracts or lots, Tenderers shall be allowed to tender

for one or more lots and the methodology to determine the lowest evaluated cost
of the lot (contract) combinations, including any discounts offered in the Form of
Tender, is speciy ed in Sectionlll, Evaluationand Qualiy cation Criteria.

Comparison of Tenders

The Procuring Entity shall compare the evaluated costs of all substantially responsive Tenders
established in accordance with ITT 35.2 to determine the Tender that has th e lowest evaluated
cost.

Abnormally Low  Tenders
39.1 An Abnormally Low Tender is one where the Tender price, in combination with other

elements of the Tender, appears so low that it raises material concerns as to the capability
of the Tenderer in reg ards to the Tenderer's ability to perform the Contract for the offered
Tender Price or that genuine competition between Tenderers is compromised.
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39.2

39.3

I n the event of identiycat i ®emderptlie PeocugngEngtynt i al |
shall seek writt e nTendererrinclydiogdetailedprce dnalyses of ttsh e

Tender price in relation to the subject matter of the contract, scope, p roposed

methodology, schedule, allocation of risks and responsibilities and any other requirements

of the Tender document.

After evaluation of the price analyses, in the event that the Procuring Entity determines
that the Tenderer has failed to demonstrate its capability to perform the Contract for the
offered Tender Price, the Procuring Entity shall reject the Tender.

40.0 Abnormally High Tenders

40.1

An abnormally high tender price is one where the tender price, in combination with other
constituent elements of the Tender, appears unreasonably too high to the extent that the
Procuring Entity is concerned that it (the Procuring Entity) may not be getting value for
money or it may be paying too high a price for the contract compared with market prices
or that genuine competition between Tenderers is compromised.

40.2 In case of an abnormally high price, the Procuring Entity shall make a survey of the market

prices, check if the estimated cost of the contract is correct and review the Tender

Documentstoc heck i f the speciycations, scope of wo
contributory to the abnormally high tenders. The Procuring Entity may also seek written
clariycation from the tenderer on the reason
shall proceed as follows:

(i) If the tender price is abnormally high based on wrong estimated cost of the
contract, the Procuring Entity_may accept or not accept the tender
depending on the Procuring Entity's budget considerations.

(i) f speciycat i &and/orcosaditionp a cootrict akeo r
contributory to the abnormally high tender prices, the Procuring Entity shall
reject all tenders and may retender for the contract based on revised
estimates, speciycations, scope hef work
case may be.

40.3 If the Procuring Entity determines that the Tender Price is abnormally too high because

genuine competition between tenderers is compromised (often due to collusion, corruption
or other manipulations), the Procuring Entity shall reject all Tenders and shall institute or
cause competent Government Agencies to institute an investigation on the cause of the
compromise, before retendering.

41.0 Unbalanced and/or Front -Loaded Tenders

41.1 Ifin the Procuring Entity's opinion, the Tender that is evaluated as the lowest evaluated

price is seriously unbalanced and/or front loaded, the Procuring Entity may require the
Tenderer to provide written clariycations. CIl
to demonstrate the consistency of the tender prices with the scope of works, proposed

methodology, schedule and any other requirements of the Tender document.
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41.2  After the evaluation of the information and detailed price analyses presented by the
Tenderer, the Procuring Entity may as appropriate:

i. accept the Tender; or
ii. require that the total amount of the Performance Security be increased at the
expense of the Tenderer to a level not exceeding a 10% of the Contract Price; or
iii. agree on a payment mode that eliminates the inherent risk of the Pro curing Entity
paying too much for undelivered works; or
iv. reject the Tender,

420 Qualiycati olandereof t he

42.1 The Procuring Entity shall determine to its satisfaction whether the eligible Tenderer that is
selected as having submitted the lowest evaluated cost and substantially responsive
Tenderrmeet s the qualifying criteria speciyed in
Criteria.

42.2 The determination shall be based upon an examination of the documentary evidence of
the Tender er 5submitedady theyTeradrer, punsuant to ITT 17. The

determination shal/l not take into considerati:
Tenderer's subsidiaries, parent entities, afyl
Subcontractors if permitted inthe Tenderd ocument ), or any other yrn
the Tenderer.

423 An afyrmative determination shal/l be a prereq
Tendererr A negative determinati on s h aéndler,inwhich | t i n

event the Procuring Entity shall proceed to the Tenderer who offers a substantially
responsive Tender with the next lowest evaluated price to make a similar determination of
that Tenderer's qualiycations to perform sati:

43.0 Best Evaluat ed Tender

Having compared the evaluated prices of Tenders, the Procuring Entity shall determine the Lowest
Evaluated Tender. The Lowest Evaluated Tender is the Tender of the Tenderer that meets the
Qualiycation Criteria and whoobe:e Tender has been ¢

a) Most responsive to the Tender document; and
b) The lowest evaluated price.

44.0 Procuring Entity's Right to Accept Any Tender, and to Reject Any or All Tenders.

The Procuring Entity reserves the right to accept or reject any Tender and to annul the Tender

process and reject all Tenders at any time prior to Contract Award, without there by incurring any

liability to Tenderers. In case of annulment, all Tenderss ubmi tt ed andenderppeci ycal l
securities, shall be promptly returned to the Tenderers.
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F. AWARD OF CONTRACT

45.0 Award Criteria

45.1 The Procuring Entity shall award the Contract to the successful tenderer whose tender has
been determined to be the Lowest Evaluated Tender.

46.0 Notice of Intention to enter into a Contract

46.1 Upon award of the contract and Prior to the expiry of the Tender Validity Period the
Procuring Entity shallissueaNot i ycati on of I ntenti®NotigcBhi el
of award to all tenderers which shall contain, at a minimum, the following information:

i. the name and address of the Tenderer submitting the successful tender;

ii. the Contract price of the successful tender;

iii. a statement of the reason(s) the tender of the unsuc cessful tenderer to whom the
letter is addressed was unsuccessful, unless the price information in (c) above
already reveals the reason;

iv. the expiry date of the Standstill Period; and

V.instructions on how to reqguest a debrieyng
stand still period;

47.0 Stand still Period

47.1 The Contract shall not be signed earlier than the expiry of a Standstill Period of 14 days to
allow any dissatisfied tender to launch a complaint. Where only one Tender is submitted,
the Standstill Period shall not apply.

47.2 Where a Standstill Period applies, it shall commence when the Procuring Entity has
transmitted to each Tenderer the Notification of Intention to Enter int o a Contract with the
successful Tenderer.

48.0 Debriefing by the Procuring Entity

48.1 On receipt of the Procuring Entity's Notification of Intention to Enter into a Contract
referred to in ITT 43, an unsuccessful tenderer may make a concern(s) regardin g their
tender. The Procuring Entity shall provide the debriefing within five days of receipt of the
request.

48.2 Debriefings of unsuccessful Tenderers may be done in writing or verbally. The
tenderer shall bear its own costs of attending such a debriefing meeting.

49.0 Letter of Award

49.1 Prior to the expiry of the Tender Validity Period and upon expiry of the Standstill Period
specified in ITT 42.1, upon addressing a complaint that has been filed within the Standstill
Period, the Procuring Entity shall transmit the Letter of Award to the successful Tenderer.
The letter of award shall request the successful tenderer to furnish the Performance
Security within 21 days of the date of the letter.
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50.0 Signing of Contract

51.0

50.1

50.2

50.3

Upon the expiry of the f ourteen days of the Notification of Intention to enter into contract
and upon the parties meeting their respective statutory requirements, the Procuring Entity
shall send the successful Tenderer the Contract Agreement.

Within fourteen (14) days of re ceipt of the Contract Agreement, the successful Tenderer
shall sign, date, and return it to the Procuring Entity.

The written contract shall be entered into within the period specified in the notification of
award and before expiry of the tender vali dity period.

Appointment of Adjudicator

51.1

The Procuring Entity proposes the person named in the TDSto be appointed as
Adjudicator under the Contract, at the hourly fee s p e c iinytleedTDS, plus
reimbursable expenses. If the Tenderer disagrees with this proposal, the
Tenderer should so state in his Tender. If, in the Letter of Acceptance, the
Procuring Entity does not agree on the appointment of the Adjudicator, the
Procuing Entity will request the Appointing Authority designated in the Special
Conditions of Contract (SCC) pursuant to Clause 23.1 of the General Conditions
of Contract (GCC),to appoint the Adjudicator.

52.0 Performance Security

53.0

52.1

52.2

53.3

Within twenty -one (21) days of the receipt of the Letter of Award from the Procuring
Entity, the successful Tenderer shall furnish the Performance Security and, any other
documents required in the TDS, in accordance with the General Conditions of Contract,
subject to ITT 38.2 (b), using the Performance Security and other Forms included in
Section X, Contract Forms, or another form acceptable to the Procuring Entity. A foreign
institution providing a bank guarantee shall have a correspondent financial institution
located in Kenya, unless the Procuring Entity has agreed in writing that a correspondent
bank is not required.

Failure of the successful Tenderer to submit the above-mentioned Performance Security
and other documents required in the TDS or sign the Contract shall constitute sufficient
grounds for the annulment of the award and forfeiture of the Tender Security. In that
event the Procuring Entity may award the Contract to the Tenderer offering the next Best
Evaluated Tender.

Performance security shall not be required for contract estimated to cost less than the
amount specified in the Regulations.

Publication of Procurement Contract

53.1

Within fourteen days after signing the contract, the Procuring Entity shall publish the
awarded contract at its notice boards and websites; and on the Website of the Authority.
At the minimum, the notice shall contain the following information:
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a. name and address of the Procuring Entity;

b. name and reference number of the contract being awarded, a summary of its scope and
the selection method used;

c. The name of the successful Tenderer, the final total contract price, the contract duration.

dates of signature, commencement and completion of contract;

e. Names of all Tenderers that submitted Tenders, and their Tender prices as read out at
Tender opening.

o

54.0 Procurement Related Complaint
54.1 The procedures for making Procurement-related Complaints shall be specified in the TDS.

54.2 A request for administrative review shall be made in the form provided under
contract forms.
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SECTION Ill - TENDER DATA SHEET (TDS)

The following specific data for the Works and Services to be procured shall complement,
supplement, or amend the provisions in the Instructions to Tenderers (ITT). Whenever there is a
conflict, the provisions herein shall prevail over those in ITT.

ITT Reference | PARTICULARS OF APPENDIX TO INSTRUCTIONS TO TENDERS
A. General

ITT 1.1 The name of the contract is PERIODIC MAINTANANCE OF PWANI MARKH
WANDABWAKUTETEKAWA, NASUNYAMAMASA ROAD

The reference number of the Contract is
BGM/CNTY/RPW/OT/113 /2024 -2025

The number and identification of lots (contracts) comprising this tender
are NOTAPPLICABLE

ITT 2.3 The Information made available on competing firms is as follows: NOT
APPLICABLE

ITT 2.4 The firms that provided consulting services for the contract being tendered for
are: NOT APPLICABLE.

ITT 3.1 Maximum number of members in the Joint Venture NOT APPLICABLE

ITT 3.10 Foreign tenderers are required to source at least forty (40%) percent of their

contract inputs (in supplies, subcontracts and labor) from national suppliers
and contractors. NOTAPPLICABLE

B. Contents of Tender Document
ITT 7.1 There SHALL BE a pre-arranged pretender site visit.

ITT 8.1 (A) Pre-Tender conference SHALLtake place at Roads Board room at a
specified date on tender advert.

(B) A pre-arranged pretender visit of the site of the works SHALL take place.

Tenderers are to make their own arrangements to visit the projects

gi_'ijes/roads to appraise themselves of the site conditions before submitting their
ids

ITT 8.2 i. The Tenderer will submit any questions in writing, to reach the Procuring

Entitynot later than 10 days before closure/opening date.

il. The Procuring Entity will publish the response at the
Websitewww. bungoma.qgo.ke

ITT 8.4 The Procuring E n t i welysitesvhere Minutes of the pre-Tender meeting and
the
pre-arranged pretender site visit will be published NOT APPLICABLE

ITT 9.1 For Clarification of Tender purposes, for obtaining further information and for

purchasing tender documents, the Procuring E n t i atldye8sss:
The Chief Officer,
Department of Roads,
Infrastructure and Public works
P.O. Box 437 - 50200
BUNGOMA.

34 BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public
Works (Category Open)



http://www.bungoma.go.ke/

2024

C. Preparation of Tenders
ITT 13.1 (h) The Tenderer shall submit the following additional documents in its Tender:

Asindicated in the qualification criteria and Tender Notice

ITT 13.2 The Tenderer shall chronologically and sequentially serialize all pages of the
Tender Documents submitted in the format of 1 , 2, 3 ,Inclddjng tBeé
cover page and All other pages.

ITT Reference| PARTICULARS OF APPENDIX TO INSTRUCTIONS TO TENDERS

ITT 15.1 Alternative Tenders SHALL NOT be permitted

ITT 15.2 Alternative times for completion SHALL NOT permitted.

ITT 15.4 Alternative technical solutions SHALL NOT be permitted.

ITT 16.5 The prices quoted by the Tenderer shall be: FIXED

ITT 17.1 The currency(ies) of the Tender and the payment currency(ies) shall be as

described below:

(a) The unit rates and th e prices shall be quoted by the Tenderer in the Bill of
Quantities, entirely in Kenya Shillings.

ITT 20.1 The Tender validity period shall be 120 days.

ITT 21.1 A Tender-Securing Declaration SHALL BE required.

ITT 21.2 (d) The other Tender Security shall NOT BE APPLICABLE

ITT 21.5 On the Performance Security, other documents required shall be: NOT
APPLICABLE

ITT 22.1
Manual submission of documents shall not be allowed. Submissions will through
IFMIS.

ITT 22.2 The written confirmation of authorizatio n to sign on behalf of the Tenderer shall

consist of Certificate of Independent Tender Determination

D. Submission and Opening of Tenders
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ITT 24.1

(A) For Tender submission purposes only, the Procuring E n t i addyeésss:

Name of Procuring Entity: COUNTY GOVERNMENT OF BUNGOMA
PostalAd d r e £.6.:Béex 437 - 50200 .
Physical addres® éFor mer Kerra offices (Kan

Date and time for submission of Tenders: as indicated in the Tender Notice.
Tenders shall be submitted electronically.

The Tender opening shall take place at the time and the address for Opening of
Tenders provided below:

Name of Procuring Entity: COUNTY GOVERNMENT OF
BUNGOMA.
Physicaladdress For mer Kerra offices (Kand

State date and time of tender opening as indicated in the Tender
Notice.

ITT Reference

PARTICULARS OF APPENDIX TO INSTRUCTIONS TO TENDERS

E. Evaluation, and Comparison of Tenders

ITT 32.3 The adjustment shall be based on the average price of the item or component as
quoted in other substantially responsive Tenders.If the price of the item or
component cannot be derived from the price of other substantially responsive
Tenders, the Procuring Entity shall use its best estimate. NOT APPLICABLE

ITT 35.2 The invitation to tender is extended to bidders as indicated in the Tender Notice.

ITT 36.1 At this time, the Procuring Entity DOESNOT INTENDto execute certain specific parts
of the Works by subcontractors selected in advance.

ITT 36.3 The parts of the Works for which the Procuring Entity permits Tenderersto propose
SpecializedSubcontractors are designated as follows:

NOT APPLICABLE

ITT 37.2 (d) Additional requirements apply. These are detailed in the evaluation criteria in
Section lll, Evaluation and Qualification Criteria.

ITT 51.1 The Adjudicator SHALLAPPLY.
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ITT 54.1

The procedures for making a Procurement-related Complaint are available from
the

PPRA websiteinfo@ppra.go.ke or complaints @ppra.go.ke. If a Tenderer wishes

to make a Procurement-related Complaint, the Tenderer should submit its
complaint

following these procedures, in writing (by the quickest means available, that is
either by hand delivery or email to:

For the attention: County Secretary

Procuring Entity: County Government of Bungoma

Email address: www. bungoma.go.ke

In summary, a Procurement-related Complaint may challenge any of the following:
(i) the terms of the Tender Documents; and

(ii) the Procuring Entity's decision to award the contract.
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SECTION IV - EVALUATION AND QUALIFI CATION CRITERIA

General Provisions

1.0

2.0

General Provisions

1.1  This section contains the criteria that the Employer shall use to evaluate tender and
qualify tenderers. No other factors, methods or criteria shall be used other than specified
in this tende document. The Tenderer shall provide all the information requested in the
forms included in Section IV, Tendering Forms. The Procuring Entity shalkthese
Standard Tender Evaluation Document for Goods andWorks for evaluating
Tenders.

1.2  Wherever a Tederer is required to state a monetary amount, Tenderers should indicate
the Kenya Shilling equivalent using the rate of exchange determined as follows:

(a) For construction turnover or financial data required for each-yEachange rate
prevailing on thedst day of the respective calendar year (in which the amounts
for that year is to be converted) was originally established.

(b) Value of single contract Exchange rate prevailing on the date of the contract
signature.Exchange rates shall be taken from thébligly available source
identified in the ITT 14.3.

(c) Any error in determining the exchange rates in the Tender may be corrected by
the Procuring Entity.

1.3 Evaluation and contract award Criteria

The Procuring Entity shall use the criteria and methagletolisted in this Section to
evaluate tenders and arrive at the Lowest Evaluated Tender. The tender that

(i) meets the qualification criteria,
(i) has been determined to be substantially responsive to the Tender Documents, and

(ii) is determined to have the Lowdstaluated Tender price shall be selected for
award of contract.

Preliminary examination for Determination of Responsiveness

The Procuring Entity will start by examining all tenders to ensure they meet in all respects the
eligibility criteria and otler requirements in the ITT, and that the tender is complete in all aspects in
meeting the requirementsdfParmPr dcur i ng Enti ty' gclulMgr ks Requ
checking for tenders with unacceptable errors, abnormally low tenders, abnormally tigls ten

and tenders that are front loaded. The Standard Tender Evaluation Report for Goods and Works for
evaluating Tenders provides clear guidelines on how to deal with review of these requirements.
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Tenders that do not pass the Preliminary Examination widdnsidered irresponsive and will not
be considered further.

[The Procuring Entity will provide the preliminary evaluation criteria. To facilitate, a template
may be attached or clearly described all information and list of documentation to be sulbyitted
Tenderers to enable preliminary evaluation of the Tender]

3.0 Tender Evaluation (ITT 35)
Price evaluatiorn In addition to the criteria listed in ITT 35.2 (afd) the following criteria shall

apply:

a.

b.

Alternative Completion Times, if permitted underTT 13.2, will be evaluated as follows:

//////////

,,,,,,,,,,,,

13.4, will be evaluat HAé asé §ddws: ééEééeécé
Other Criteria;if per mi tted under | TNTAé&®. 2(d) . . é¢é é ¢

4.0 Multiple Contracts

4.1

Multiple contracts will be permitted in accordance with ITT 35.4. Tenderers are evaluated
on basis of Lots and the lowest evaluated tenderer identified for each Lot. The Procuring
Entity will selectone Option of the two Options listed below for award of Contracts.

OPTION 1

If a tenderer wins only one Lot, the tenderer will be awarded a contract for that Lot,
provided the tenderer meets the Eligibility and Qualification Criteria for that Lot.

If a tenderer wins more than one Lot, the tender will be awarded contracts for all won Lots,
provided the tenderer meets the aggregate Eligibility and Qualification Criteria for all the
Lots. The tenderer will be awarded the combination of Lots for which tigeter qualifies

and the others will be considered for award to second lowest the tenderers.

OPTION 2

The Procuring Entity will consider all possible combinations of won Lots [contract(s)] and
determine the combinations with the lowest evaluated prixeddrs will then be awarded

to the Tenderer or Tenderers in the combinations provided the tenderer meets the aggregate
Eligibility and Qualification Criteria for all the won Lots.

5.0 Alternative Tenders (ITT 13.1)
An alternative if permitted under ITI3.1, will be evaluated as follows:
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The Procuring Entity shall consider Tenders offered for alternatives as specified Hi\Rake
Requirements. Only the technical alternatives, if any, of the Tenderer with the Best Evaluated
Tender conforming to the b technical requirements shall be considered by the Procuring entity.

6.0 Margin of Preference

6.1

6.2

6.3

6.4

If the TDS so specifies, the Procuring Entity will grant a margin of preference of fifteen
percent (15%) to be loaded one valuated price of the foreigteters, where the
percentage of shareholding of Kenyan citizens is less tharofigypercent (51%).

Contractors applying for such preference shall be asked to provide, as part of the data for
qualification, such information, including details of mevship, as shall be required to
determine whether, according to the classification established by the Procuring Entity, a
particular contract or group of contractors qualifies for a margin of preference.

After Tenders have been received and revielmethe Procuring Entity, responsive
Tenders shall be assessed to ascertain their percentage of shareholding of Kenyan citizens.
Responsive tenders to shall be classified into the following groups:

(i) Group A: tenders offered by Kenyan Contractors and otaedd@rers where Kenyan
citizens hold shares of over fifiyne percent (51%).

(i) Group B: tenders offered by foreign Contractors and other Tenderers where Kenyan
citizens hold shares of less than fitige percent (51%).

All evaluated tenders in each gmshall, as a first evaluation step, be compared to
determine the lowest tender, and the lowest evaluated tender in each group shall be further
compared with each other. If, as a result of this comparison, a tender from Group A is the
lowest, it shall beselected for the award. If a tender from Group B is the lowest, an amount
equal to the percentage indicated in Item 3.1 of the respective tender price, including
unconditional discounts and excluding provisional sums and the cost of day works, if any,
shal be added to the evaluated price offered in each tender from Group B. All tenders shall
then be compared using new prices with added prices to Group Band the lowest evaluated
tender from Group A. If the tender from Group A is still the lowest tenddralt se
selected for award. If not, the lowest evaluated tender from Group B based on the first
evaluation price shall be selected.

7.0 Post qualification and Contract award (ITT 39), more specifically,

a.

b.

In case the tendevas subject to posjualification, the contract shall be awarded to the
lowest evaluated tenderer, subject to confirmation chpiification data, if so required.

In case the tendevas not subject to pesgiualification the tender that has been determined
to be the lowest evaluatéehderer shall be considered for contract award, subject to
meeting each of the following conditions.
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(i) The Tenderer shall demonstrate that it has access to, or has available, liquid assets,
unencumbered real assets, lines of credit, and other financiakriedependent of
any contractual advance payment) sufficient to meet the construction cash flow of
Kenya Shillings.

(i) Minimum averageannual construction turnover of Kenya Shillijgsert amount]
equivalent calculated as total certified payments receior contracts in progress
and/or completed within the Iaginsert of year]years.

(At | e a st inseréntirdberpf contract(s) of a similar nature executed within
Kenya, or the East African Community or abroad, that have been satisfactorily and
subsantially completed as a prime contractor, or joint venture member or sub
contractor each of minimum value Kenya

(iv) Contractor's Representative and Key Personnel, which are specified as

(v) Contractors key equipmentlistedonth@ bl e A Contractor's EQ!l
more specifically listed gdspecify requirements for each lot as applicable]

(vi) Other conditions depending on their seriousness.

C) History of non-performing contracts:

Tenderer and each member of JV in caséldraerer is a JV, shall demonstrate that
Nonperformance of a contract did not occur because of the default of the Tenderer, or the
member of a JV in the lastf{ecify years The required information shall be furnished in

the appropriate form.

d) Pending Litigation

Financial position and prospective letegm profitability of the Single Tenderer, and in the
case the Tenderer is a JV, of each member of the JV, shall remain sound according to
criteria established with respect to Financial Capability uR@éeagraph (i) above if all

pending litigation will be resolved against the Tenderer. Tenderer shall provide information
on pending litigations in the appropriate form.

e) Litigation History

There shall be no consistent history of court/arbitral aweaaisions against the Tenderer,

in the last (specify years All parties to the contract shall furnish the information in the
appropriate form about any litigation or arbitration resulting from contracts completed or
ongoing under its execution over tyears specified. A consistent history of awards against
the Tenderer or any member of a JV may result in rejection of the tender.
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A. Preliminary TechnicalEvaluation Criteria

Qualificaion
S/No. Qualification Subject | References | Qualification Requirement I(\EAIE'I-'F)/NOT
1. Formof Equipment | SectionlV; 1 Properlyfill, signand
FOI’m Stamp
EQU 1 Provideall required
information
2 Key personneblnd Section|V; 1 Provideall required
Declaration Form information
PER1& 2 1 Properlyfill, signandstamp
3 Terder Qualification | Section IV; 1 Provideall required
ZOIrETI 11 information
E’LI—1.2- d 1 Properlyfill, signandstamp
4 Non-Performance Section|V; 1 Provideall required
Form information
‘21’ FOrmCON- - ¢ properiyfill, signandstamp
5 PendingLitigation Section 1V; 1 Provideall required
Form information
‘2"’ FOrmCON-| ¢ properiyfill, signandstamp
6 Litigation History Section1V; 1 Provideall required
Form information
‘2'" FOormCON- - ¢ properiyfill, signandstamp
7 FinancialSituation& | SectionlV; 1 Provideall required
Performance Form information
g,form,FlN- 1 Properlyfill, signandstamp
8 AverageAnnual Section|V; 1 Provideall required
ConstructionTurnover, Form information
g,;ormFlN- 1 Properlyfill, signandstamp
9 FinancialResources | Sectinm IV; 1 Provideall required
Form4, information
FOrmFIN-3.3 | ¢ properiyfill, signandstamp
10 CurrentContract SectionlV; 1 Provideall required
Commitments/Works| Form4, information
inProgress FormFIN-3.4 1 Properlyfill, signandstamp
11 GeneralConstuction | SectionlV; 1 Provideall required
Experience Form information
j,form EXP- | q Properlyfill, signandstamp
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12 Specific Construction | SectionV; 1 Provideall required
and Contract Form information
Management 4, Form 1 Properlyfill, signandstamp
Experience EXP-
4.2(a)
13 Construction SectionlV; 1 Provideall required
Experience Form information
In Key activities 4 E())(rlgn 1 Properlyfill, signandstamp
4.2(b)
14 Formof Tender SectionlV; 1 Provideall required
Format information
1 Properlyfill, signandstamp
7 Tenderer to use stationery
bearingits letterhead
15 T e n d eHligihility | SectionlV; 1 Provideall required
Form5 information
A(a-f) 1 Properlyfill, signandstamp
16 Certificateof SectionlV; 1 Provide all required
Independent Form5 information
Tender_ . B 1 Properlyfill, signandstamp
Determination
17 Self-declaratiorForms| Sectioniv; 1 Provideall required
Eorg‘ ()5RM information
SD1& 2 1 Properlyfill, signandstamp
18 TenderSecuring fSectionlV; | 1 Provideall requred
declaratiorForm 7 information
1 Properlyfill, signandstamp
1 In the format provided
with allconditions
1  mustbevalid for 30 days
afterbid validity.
19 PricedBill of 1 Section T Fill all the bill of Quantities
Quantities VII (Bill of sign stamp and courter sign
Quantities) anyalteration(s)/Erasers
20 Certificateof ITT 13.1(h) 1 Copy certified by
Incorporation commissioneof oaths
certificate
21 TaxCompliance ITT 13.1(h) 1 Must bevalid
Certificate
22 NationalConstruction| ITT 13.1(h) | { Categorystatedin the Tender
Authority Certificate Notice
23 RecentCR12 ITT 13.1(h) | 9 Asindicatedn theTender
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Certificate Notice.
24 Appendixto formof | Form1l 1 Mustfill, stampandsign
tender
25 Commitmento SectionlV: 8 | ¢ Mustfill, stampandsign
provide
beneficial
ownership
INFORMATION
26 Pre TendeSBite Visit | ITT 8.1 1 There shall be a Mandatg
pre arranged site visit, b
tenderersare required to vis
the site and appraist
themselvesfill, signandstamg
the Site Visit Certificate i
FORM CON 3 (A)
Conpletenesof [ ITT 22.3 | 1 The personor personssigning
27. TenderDocument T ITT 225 thebid shallinitial all pages o
the bid whereentrieshavebeer
made.

1 All pages with entries (Typ€
or hand written) must be
initialed.

1 Any alterations made in the
tender docunent must be
countersigned.

T Fully filled certificate of
independent tender
determination.

28 Addendum 1 ITT 6.3 1 To beattachedif any).
1 ITT 8.4
T ITT 10.2

The Procuring Entity will evaluate the Technical Proposals of all responsive tenders using the

following criteria, sukrriteria, and assessment system for the evaluation of the Technical

Proposals:
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SECTI ON | V: EVALUATI ON AND QUALI FI CATI ON CRI TERI

This Section contains all the factors, methods and criteria that the Employer shallvadedtee
applications. The information to be provided in relation to each factor and the definitions of the
corresponding terms are included in the respective Application Forms.

1) Eligibility Requirements

2) Historical Contract NotPerformance

3) Financial Sitiation

4) Technical/Engineering Works Experience

5) Program of Works and Work Methodology

6) Key Professional and Technical Site Staff

7) Major Plant and Equipment to be used in the Project
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B. TECHNICAL EVALUATION

Item
No.

Qualification
Subject

Qualification Requirement

Document to be Completed/provided by
Tenderer

For Procuring Entity's
Use (Qualification met
or Not Met)

History of Non-
performing
contracts

Non-performance of a contract did
not occur as a result of contractor
default for the last ttee (3) years.
On-performance shall be deemed t
have occurred by evidence of:
Termination Letter and Liquidated
damages

Form CONL1 If a bidder fails to disclose,
shall be disqualified Reference to be m3
to procuring Autho
with any history of norperformance
earns zero(0) marks

5 Marks

Financial
Capabilities

() Bidders shall provide audited
balance sheets or, if not required b
the laws of the Tenderer's country,
other financial statements acceptal
to the Procuring Entityfor the last 3
years shall be submitted and must
demonstrate the current soundnes:
the Tenderer's financial position an
indicate its prospective loAgrm
profitability (as demonstrated by
Financial Evaluation ratios).

Form FIN- 3.1, with attachmas. i.
Audited accounts All pages must be
initialed and stamped by both a practici
Auditor registered with ICPAK and one
of the Directors.
membership number from ICPAK must
be indicated and a valid practicing licen
shall be providd. The Financial Ratio
Form to be signed by the Auditor
registered with ICPAK and one of the
Directors

- Financial Ratios

Computation shall be made for the
following Ratios and marks awarded to
each of the ratios:
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Working Capita
Debt to Equity Ratio
Current ratio

Operating Cash Flow ratio

4 Marks

(i) The Tenderer shall demonstrats
that it has access to, or has availal
liquid assets, unencumbered real
assets, lines of credit, and other
financialmeans (independent of an
contractual advance payment)
sufficient to meet the construction
cash flow requirements estimated {
a minimum of 1009

The Tenderers shall also
demonstrate, to the ssfaction of
the Procuring Entity, that it has
adequate sources of finance to me
the cash flow requirements on wor
currently in progress and for future
contract commitments.

Line of credit and Bank Statements

2 Marks

Average Annual
Construction
Turnover

BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodasastructure and Public

Minimum average annual
constructon turnover of Kenya
Shillings Two Million (2,000,000),
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certified payments received for
contracts in progress and/or
completed within the last 2 years,
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Form FIN- 3.2 Attachments include
Financial Statenrds

1 Marks




givided by 2 years

Ongoing Works

Value of outstanding works shall n(
be more than the Engineer’s
EstimateExperience under
construction contracts in the role of
prime contractor, JV member,
subcontractor, or management
contractor, substantially completed
in the last [5 years] prior to the
applications submission deadline.

Form FIN- 3.4

If the outstanding Works is more than
the Engineer’s Estimate of this bid, the
bidder loses 2marks

2marks

General
Construction
Experience

Experience under cotraction
contracts in the role of prime
contractor, JV member,
subcontractor, or management
contractor, substantially completed
in the las{ 3 yearg prior to the
applications submission deadline.

FormEXP-4.1 Attach Letters of
Award and Completion Cettificates

6 Marks (2 Marks for
each General
Construction project)
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Specific
Construction
6 | and Contract
Management
Experience

Participation i contract (sy of a
similar nature with minimum
cumulative value oFive Million
(Kshs.5,000,0008s filled in Fom
EXP 4.2(a) that have been
satisfactorily and substantially
completed by the bidder, as a prim
contractor, joint venture member,
management contractor or
subcontractor in the last [5 years]
prior to the applications submissior
deadline. The similaritghall be
based on the physical size,
complexity, methods/technology or
other

Form EXP 4.2(a)&(b) Providketters of
Award and Completion Certificates

A Award letter of the main

cont r ac tAward lefler of the
subcontract. Completion letter d the
subcontract. - Subcontract approval
from the Engineer/supervision
Authority

2 Marks

Contractor's
Representative
and Key
Personnel

Curriculum Vitae (CVs) of the
Proposed Key Staff must be
presented in the provided format al
duly signed by the pposed
individual. Copies of certificates
and Annual Practicing Licenses (fo
Engineers) and Academic
Certificates for all staff is
mandatory;

Schedule F (Form PER. 1 and PER. 2)

30Marks
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-Bidders shall declare they have | Rolleri 2Mks
possession/Ownership/lease 3
g | Contractors key agreements of various equipment : Motor Gradefi 5 Mks 16 Marks
equipment | proposed to be used in the Project| Excavatori 3mks
providing Logbooks that _ ) o
demonstrate proof of ownership | LOrTy Tippersi 6 mks ( Minimum of 3)
Provided a detailed Work Methodology:
Procedure on execution of activities as
outlined in the BoQs
Adequacy and quality of thg Allocation of machinery/labour in
Work i iviti
9 proposed methodology execution the activities 20 Marks
methodology
Procedures in quality controf the
activities described in BoQs
Work plan/Program of Works (PoW
Proposals on traffic control,
10 Work Satfety wor kersodo safety 10 Marks
management )
prevention
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C. FINANCIAL EVALUATION

The lowest evaluated bidder shial subjected to Financial Evaluation which include but not limite
sensitivity analysis of the rates to detect abnormally low bids or abnormally high bids or
unbalanced tenders or front loaded

Treatment of Abnormally Low Bid/Abnormally high Bid/ Unb alanced bid

The Procuring Entity may undertake an anal
than the known prevailing market rates. The bidders shall be required to provide objective just
including supporting documents onrg@tion of their rates within stipulated time to the Procui
Entity (See Schedule G, Part I&Il on Derivation of Rates

In addressing the above criteria, the following steps shall be undertaken by the Procuring Entity,

Identify : The Procuring Enty identifies a potential Abnormally Low/High Bid based on comparis
with known prevailing market rates or with

a. Evaluate: The Procuring Entity clarifies with the Bidder/proposer (hereafter the Bidder
Bidder prepres a justification of their price based on the request from the Procuring Enti
procuring
Entity fully analyzes the Bidderos just.i

diligence may be carried out by the Procuring Entitytoet bi dder 6 s doc umg

b. Determination: The Procuring Entity fully documents the decision to accept or reject the B
executes appropriate action(s)/recommendation(s).

In view of the above, the procuring Entity shall evaluate and analyzeitte®e r s 6 s u b n
the known prevailing mar ket rates and cog
justification shall take into account all evidence provided in response to the request.

Accordingly, the Ptcanmitae shallgnake a tecommenhdation te theeAccau
Officer.

D. POST QUALIFICATION: The procuring entity may verify the documents provided by the bid
with the issuing authority.
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APPENDIX TO THE QUALIFICATION CRITERIA

POINT
ITEM [ DESCRIPTION SCORE
SCALE
1 History of Non - Performance Max 3
KEY PERSONNEL Max 30
Filled Form PER 1&2. 2
CVs attached 3
_ i Academic  certificates  attachg 6
Site Agent (Max 13 o ification | (Minimum ~ BSC ~ in  Civi
marks) Engineering).
Registration and carent annua 4
practicing licenses attached f
Engineers
2 Filled Form PER 1&2. 2
Surveyor (Max 8§ e CVs attached 3
Quialification - —
marks) Academic certificates attached 3
(Minimum Diploma in Civil
Engineering / Surveyor).
Filled Form PER 1&2. 2
CVs attached 3
Foreman (Max 7markg Qualification
Academic certificates attached 2
(Minimum Diploma in Civil
Engineering / Surveyor).
PLANT AND EQUIPMENT Max 16
Single Drum Roller selpropelled- Owned / leased (Log book or lease] 5
1No. agreement)
2
Motor Grader Owned / leased (Log book or lease 5
agreement)
Hydraulic excavator CAT 180HP or | OWned /leased (Log book or lease 3
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equivalent 1No. agreement)
Tipper Trucks 15 ton gross capadity | Owned / leased (Log book or lease) 6
3No. agreement
FINANCIAL CAPABILITY Max 16
Audited accounts (Lasivo financial years) 4
Audi tordés practicing
ICPAK indicated and valid practicing license 1
attached.
The Bank statements are from a reputable Bank
Fi il stat : Contact information to be availed (Last Six 1
inancial statements Months)
Computations for the following financial ratios
from the latest audited accounts:
3
f  Working capital Ratio 2
91 Debt to Equity Ratio
1 Current Ratio
9 Operating cash flow Ratio
Provide average turaver figures for the last two 1
. . . (2) years.
Financial Information |
Current vork
Provide undertaking from the bank providing 1
current line of credit specific to the tender
On going works 2
WORK METHODOLOGY Max 20
Procedure on execution of activities aglimed in
5
the BQs
4 Allocation of machinery/labour in execution of t 5
activities
Procedure in quality control 5
Program of works 5
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WORK SAFETY MANAGEMENT Max 10
Proposals on traffic control, wor 10
EXPERIENCE Max 5
General Experiencéi{tach Letters of Award and Completion Certificates fd 3

each project for the last 3 yeprs

Two (2 No) of projects submitted above, should have a minimum Cof 5

value of Kshs. 100,000,000 and similar in nature with tender

TOTAL MAX 100

o4
Works (Category Open)

BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public




1. CONTRACTOR'S EQUIPMENT .

The Bidder shall indicate the copdant and equipment considered by the company to be
necessaryor undertaking the project together with proof of ownership or lease of the same. The
leasemust becurrent i.e. should for FY 2023024. Leases which are out dated will not be
accepted. (* Mandatoryninimum number of equipment required by the Employer for the
execution of the project that théddershall makeavailablefor the Contract).

Item
No.

EquipmentDetails

Ideal
Number
Required
for  the
Contract
Execution

No. of
Equipment
Owned by
theBidder

No. of
equipment to bg
hired/purchased
by the Bidder

No. of
equipment
to be made
available
for the
Contract
by the
Bidder

Date
Arrival
Project
(Daysafter
commence)

of
on

A) Concrete
Equipment

(i) Mobile
concrete
mixers

(i) Concrete
vibrators

B) Transport
(Tippers,
dumperswater
tankers)

(i) 6 X 4 tippers
payloadl6i
20tones

(i) Watertankers
(18,0001
20,000 lts.
capacity)

C) Earthi Moving
Equipment

() Wheeled
loaders

(i) Motor graders

(93-
205kW)

D) Excavators

1. Hydraulic
crawler
mounted(7 i
10tonnes)i
0.257 0.4m3
SAE bucket.

E) Rollers
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(i) Self-propelled 1
single drum
vibrating
(varioustypes)

(i) Self-propelled
doubledrum
vibrating
(varioustypes)

ltem | EquipmentDetails | Ideal No. of | No. of | No. of | Date  of
No. Number | Equipment| equiprent to be equipment | Arrival on
Required | Owned by | hired/purchased| to be made| Project

for  the | theBidder | by the Bidder available | (Daysafter

Contract for the | commence)
Execution Contract
by the
Bidder
(i)
Pneumatic
Roller
@)

F) F)Others

(i) Paver 0)
(ii) Potholecutter -
(iii) Handsprayer -
(iv)Pedestrian
Roller

| certify thatthe aboveinformationis correct.

M
[0}
[0}
M
M
M
M

Signatureof Tenderer: €& é é é é € é Date: ¢é é é
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QUALIFICATION FORMS

1.0 Foreign Tenderers 40% rule
3. FORM EQU: EQUIPMENT

The Tenderer shall provide adequat®imation to demonstrate clearly that it has the capability
reqguirements for the key equi pmer
Criteria. A separate Form shall be prepared for each item of equipment listed, or for alternative

to meet t he

equipment proposed by tAenderer.

Item of Equipment

Equipment Information

Name of Manufacturer Model and Power Rating

Capacity Year of Manufacture

Current Status

Current Location

Current commitments

Source Indicate source of Equipment
OO0 Owned O Rented [ Leased [ Specially
manufactured
Owner Name of Owner
Address of Owner
Telephone Contact Name and Title
Fax Telex
Agreements Details of rental / lease / manufacture agreemspécific to the

project
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3. FORMPER-1

Contractor's Representative and
Key Personnel Schedule

Tenderers
Representative and Key Personnel to perform the Contract. The data cexpezience should

shoul d

provi de

t he names

be supplied using the Form PERbelow for each candidate.

1 Title of Position: Contractords Repr ¢
Name of Candidate:
Duration of appointment:
Time Commitment for this position
Expected time schedule for this position
2 Title of Position: ééééécécécééeéeéeécecéq
Name of Candidate:
Duration of appointment:
Time Commitment for this position
Expected time schedule for this position
3 Title of Position: éééééééeécééeéecéeécecéq
Name of Candidate:
Duration ofappointment:
Time Commitment for this position
Expected time schedule for this position
4 Title of Position: éeééeééeééeéeccececeéeéecdq

Name of Candidate:

Duration of appointment:

Time Commitment for this position

BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public

Works (Category Open)

and



4. FORMPER-2
Resume and decitioni Cont ract or 6s Representative and
Name of Tenderer

Position [ As per Form Perl]

Personal Name: Date of Birth:
Information

Address: Email:

Professional Qualifications

Academic Qualifications

Language proficienc{lLanguageand levels of speaking, reading and writing

skills)
Details Address of procuring entity
Telephone Contact ( Manager or Personnel
officer)
Fax Email Address
Job Title Years with the Procuring Entity

Summarize professional experience in reeezhronological order. Indicate particular technical and
managerial experience relevant to the project

Project Role Duration of Relevant Experience
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involvement

[ Main Project | [Roles and [Time in Role] [Describe he experience
Detalils] Responsibilities on relevant to this project]
the Project]

DECLARATION

I, the under signed i nsert either AContractor's Repre
applicable], certify that to the best of my knowledge and belief, the information contained in thi
FormPER2 correctly describes myself, my qualiyc

I conyrm t hat I am available as certiyed in
schedule for this position as provided in the Tender:

Commitment Details

Commitment to duration of contract:

Time Commitment
| understand that any misrepresentation or omission in this Form may:

a) be taken into consideration duriignderevaluation;
by result in my disquali yTengdr;i on from participe
c) result in my dismisal from the contract.

Name of Contractor's Representative or Key Personneerf namg

Signature: eeeéeéééeé. . Date: (Day, Mont h, Year)

Countersignature of authorized representative of the Tenderer:

,,,,,

Signature: ééééééééééeéeeée. .t Dat¥ear()Dagéé &éé é é
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TENDERERS QUALIFICATION WITHOUT PREQUALIFICATION

To establish its qualiycations t
Qualiycation Criteria the Tendere
Sheets included hereunder.

o perform the c¢
r shal/l provi de
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6.1 FORMELI 7 1.1 TENDERER INFORMATION FORM
DATE:é é ééceeecéeéééécécceeceeeceeeéeééecececeececce
ITTNO.ANDTITLE : ééééécééééccééééeccéééececéce.
Tendererb6s Name: ééééécéécéécéécéécéeccécéeecéce
In case of Joint Venture, Name of each Member:
Eééecéeéécéécéecécéécééecécéécéeecéeeceeceéecéecteé
Tendererds actual or intended country of r
Eééééeéécéécéecéécééecéce.
Tendererds actual or intended year of Il nco
Eéécéeééecéécéecééeééecéec.
Tendererds Legal address (Iln country of re
Tender er Odseprasentaiive mformation:
Name: éééécééécéécééecéecéécéécéeceéecéecéeeecéece.
Address: ééeéécéecécéécéeééecéécéeééecéecéecécee
Tel ephone |/ Fax Numbers: éééééééééeéeécéeeecé
Email address: éééécéeéécéeéécééecéeééecééecécee

1. Attached copies of original documsrof:

2. Included are the organizational chart, a list of Board of Directors and the benefig
ownership

1 Articles of Incorporation (or equivalent documents of constitution or Associatiof
and or documents of registration of the legal entity named above in accorda
ITT3.6

T
)l

In case of JV, letter of intent to form JV or agreement in accordance withBITT3.

In case of state owned enterprise or institution in accordance with ITT3|
documents establishing
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6.2

FORMELI 7 1.2 TENDERER JV INFORMATION FORM

(To be completed by each member of JV)

DATE:é eeéeéeéeéeéeéceéeceéeecéeeceéecéeceée

ITTNO.ANDTITLE : éééééeéeéeéeéecéeéeéeéceéeeé
Tendereros . JV
6ééeéécéecéeéeéecéecéeéeéeéeéed.

JV Memberds Name: écéeéééecéeéceecéeeéeéeéecéd
JV Memberdés country of registration:
Eééeééeéecécécécéeceéececcéce

JV Member 0s Year
constitution: éééééeceéecéeéeéeéeéeéeée.
JV Memberés |l egal address in the Countn
eéeéeéeéeceéeceecéeéed

Tendererds Authorized representative i1
I}Ie}r,n(?:,ééééééée}e}e}e}e}e}ééééé €Eééeéééécécéeééeéc
Eééeééeéécécéeeéeeeéecée.

Tel ephone / Fax Numbers: ééééééééééééeééc
Email address: éééééeéécécécécécécéeéeeececéeéc

1. Attached copies of original documents of:

1 Atrticles of Incorporation (or equivalent documents of constitution o
Association) and or documents$ egistration of the legal entity named
above in accordance ITT43.6

1 In case of state owned enterprise or institution, documents establishing le
and financial autonomy operation in accordance with commercial law a
they are not under the supervisiontbé procuring entity in accordance
with ITT3.8

2. Included are the organizational chart, a list of Board of Directors and the benefi
ownership
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6.3 FORM CON -2
DATE: éeéééeceecééeeceecééeceeceeceeceeéeceeceeeécecee

,,,,,,,,,,,,,,,,,,,,,,,,,,,

ITTNO.ANDTITLE : ééééééééeéééeéééééeééeeéeeeééece.

Non'i Performance Contracts in accordance with Section Ill,Evaluation and Qualification
Criteria

[J Contract nori performance did not occur sincg January 2028pecified in Section Ill, Evaluation
and Quialification Criteria, Sub Factor 2.1

[] Contract(s) not performed sincg January 2020 specified in Section Ill, Evaluation and
Qualification Criteria, requirement 2.1

Year Non'i Contract Identification Total Contract Amount
Performed . ( Current
(Insert ortion of (Indicate complete contract name/number ar, value currency.exchanae
year) P any other identification) ' y.exchang
contract rate and Kenya Shilling
Name of Procuring Entity equivalent)
(Insert amount and
percentage) Address of Procuring Entity

Reasons for neperformance

Pending Litigation, in accordance with Section Ill,Evaluation and Qualification Criteria

] No pending litigation in accordance with Section Ill,Evaluation and Qualific&tiditeria, sub factor 2.3

[] Pending litigation in accordance with Section Ill,Evaluation and Qualification Criteria, sub factor 2.3 as
indicated below

Year Amount in Contract Identification Total Contract Amount
of dispute (currency), Kenya
dispute | (currency) Shilling Equivalent

(exchange rate)

Contrad Identification

Name of Procurindentity

Address of Procuring Entity:

Matter in dispute -
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Party who initiated the dispute:
Status of dispute:

Contract Identification:

Name of Proaring Entity:
Address of Procuring

Entity: Matter in dispute:

Party who initiated the dispute:
Status of dispute:

Litigation History in accordance with Section IlI, Evaluation and Qualification Criteria

] No Litigation history in accordance witte&ion Ill,Evaluation and Qualification Criteria, sub factor 2.4

[] Litigation History in accordance with Section Ill,Evaluation and Qualification Criteria, sub factor 2.4 as
indicated below

Year
of
dispute

Amount in
dispute
(currency)

Contract Identification

Total Contract
Amount (currency),
Kenya Shilling
Equivalent (exchange
rate)

Contra¢ Identification
Name of Procurindentity:
Address of Procuring Entity:

Matter indispute

Party who initiated the dispute:
Status of dispute:

Contract Identification:

Name of Procuringentity:
Address of Procuring Entity:
Matter in dispute:

Party who initiated the dispute:
Status of dispute:

///////////////

eeeeeeeeeeeeecee.

Signature and Stamp of Bidder (Date)

rrrrrrrrrrr

eeeeeeeeeeec.
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6.4.1

6.4 FORMFIN T 3.1

Financial situation and performance

N
N
N
N
N
N
N
N
N
N
N
N
N
N
N
N
N
N
N
N
N
N

TENDERERGS NAMEE

DATEééeéeéeééeéeéeéeéeéeéeeeecéeéeéetd
JV MEMBEROGS NAMEécecéeéeéeéeéeeceéeéeéeéeéeée
| TT NO. AND TITLEéééeéééeéeéeéeéeéeéeéecéececece
Financial data

Type of Financial information | Historic information for previous vears,

in

(amount in currency, currency, exchange rate*, USD equivalent)
(currency)

Year|l Year2 Year3 Year4 Year5

Statement of Financial Position (Information from Balance Sheet)

Total Asscts (TA)

Total Liabilities (TL)

Total Equity/Net Worth (NW)

Current Asscts (CA)

Current Liabilities (CL)

Working Capital (WC)

Information from Income Statement

Total Revenue (TR)

Profits Before Taxes (PBT)

Cash Flow Information

Cash Flow from Operating
Activitics
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6.4.2 Sources of Finance

Specify sources of ynance to meet the cash pow
future contract commitments.

No. | Source of finance Amf_:)unt (Kenya Shilling
equivalent)

1

2

3
6.4.3 FinancialStatements
The Tenderer and its parties shalyearppursuant de c G
Section 111, Evaluati of axcndrQualli.y clTahtei oymsa nCri i

a) repect the ynanci al sasteuacfi onV onie mbheer ,T eanndde
entity (such as parent company or group member).

b) be independently audited or certiyed in ac
c) be complete, including al/l notes to the yr
d) correspond to accounting pericalseady completed and audited.

Attached ar e copi eferthefearsregairadcaboad; and doraplyiegmémthes
requirements
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6.5 FORMFIN T 3.2
Average Annual Construction Turnover

Annual Turnover Data ( Construction Only)
Year ( Amount and Currency (| Exchange Rate Kenya Shilling
Indicate year) insert amount and indicate Equivalent
currency)
Average
Annual
Construction
Turnover

BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public
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6.6

FORMFIN T 3.3

Financial Resources

Speci fy pr op oaaand, sishas liqoickassets, tinencumbered real assets, lines

of credit, and other ynanci al means, net o
construction cashpow demands of the subjec
Evaluda i on and Qualiycation Criteria.

No. | Source of finance Amc.;)unt (Kenya Shilling

equivalent)

1

2

3
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6.7

FORMFIN T 3.4

Current Contract Commitments / Works in Progress

No. | Name of Contract | Procuring Entity’s Valueof Estimated | Average Monthly
. . . Invoicing Over
Contact Address, Outstanding Completion | [ a5¢ Six Months
Tel, Work Date
. | Kenya Shilling
[Current /month)]
Kenya Shilling
/month
Equivalent]
1
2
3
4
5
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6.8 FORMEXPIi 4.1
General Construction Experience

TENDEREROS NAMEéééeééeéeéeceeceeeceeeeeceeeecéee
DATEééééceécééeeeé. eeécecéeceeceeceeecececece
JV MEMBERO6S NAMEEééééeecééceeéeéeceeeeeeecee
I TT NO. AND TI TLEééééeéeecéeéeeeeeeeeeeecee
Starting | Ending | Contract Identification Role of
Year Year Tenderer

Contract

Name é éééééeééeéééeéceécecée

Brief Description of the works performed by thg
Tenderer

M-
M-
M-
M-
M-
M-
M-
M-
M-
M-

eeeéeéeceé

(O

é

s sz 7 7z

éééeeeé

7z

e

D
D
D
D
D
D
D
D
D
D
D
D

Amount of Contract

s sz 7z z oz

ééééeééeéeceeeeeee

D
D
(9]
D
D
(9]

Name of Procuring Entity

s 7z 7z £ £ Z

éééééeeéeeéeeee

D~
D~
D~
D~
D~
D~
D~
D~

Address

M-
M-
M-
M-
M-
M-
M-
M-

eeééeeéeeéecé

Contract

Nameteée éééeééeéeéeéeéeeéeecéee

Brief Description of the works performed by thg
Tenderer

[N

M~ D

D~

[N

M~ D
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D
(¢}
D
D
(¢}
D
D
(¢}
D
D
(¢}
D
D
(¢}
D
D
(¢}
D
D

D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D
D

Amount of Contract

J e 7

eeéeeéeeéece

M-
(¢}
M-
M-
(¢}
M-
M-
(¢}

Name of Procuring Entity

s 7

éeeeééeeceée

D
D
D
D
D
D
D
D

Address

D
D
D
D
D
D
D
D

éeeeééeecececeée

Contract

Brief Description of the works performed by thg
Tenderer

D
D
D
D
D
D
D
D
D
D
D
D
D
D
D

éeeeé

D
D
D
D
D
D
D
D
D
D
D
D
D
D
D

eeéecée

7z s 7z 7z

éééeeeceeé

D
D
D
D
D
D
D
D
D
D

Amount of Contract

s sz 7 2z 7 oz s 7z

ééééeéeeeeeeee

D
D
D
D
D
D
D
D

Name of Procuring Entity

s 7 7z 7z 7z

eéééeéeeéeeéeecee

M-
(¢}

M-
M-
(¢}

M-
M-

Address

M-
M-
M-
M-
M-
M-
M-

eeeeééeecececée
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FORM i 4.2(b)
Construction Experience in Key Activities

TENDERERG6S NAME

,,,,,,,,,,,,,,,,,,,,,,,

eeeeeeeeeeeeeeeeeeeeeccecce.

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

SUB CONTRACTORGS NAME

""""

All Sub-contractors for key activities must complete the information in this form as per ITT 34
Eval uat-Raadon4.2a n d

"""""""""""

and Section |11,

(AS PER |1 TT34)

""""""""

I TT NO. AND TI TLEéeééééeeceeeeceeeeeceeeeeeeee.

,,,,,,,,,,,,,,,,,,,,,,,,,

.KEYACTIVITYONE : éééééééecécéeéecécéeécéeéeéeéeéeceé.

Similar Contract No. Information

Cortract ldentification

Award Date

Completion Date

Role in Contract Prime Member in JV | Management | SubContractor
Contractor Contractor

Total Contract Amount

Kenyan Shilling

Quantity (Volume,
number or rate of
production as applicable
performed ader the
contract per year or part
or part of the year.

Total quantity in
contract

(i)

Percentage Actual quantity
participation performed (i) x (ii)
(ii)

Year 1

Year 2

BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public
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Year 3

Year 4

Procuring E

Address:
Telephone / Fax Nundo:

Email:

Description of the key
activities in accordance
with sub factor 4.2(b) of
section Ill

Twoééééé
T

,,,,,

2. Activity
I vity
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OTHER FORMS

FORM OF TENDER
INSTRUCTIONS TO TENDERERS

i)  TheTenderemustpreparethis Form ofTenderon stationery with its letterhead clearly
showing thelenderer'somplete name and business address.

i) Allitalicized text is to hel@enderelin preparing this form.

iii)  Tenderemust complete and sign CERTIFICATE OF INDEPENDENT TENDER
DETERMINATION andhe SELF DECLARATION OF THE TENDERER attached to
this Form ofTender.

iv) The Form ofTendershall include the following Forms duly completed and signed by the
Tenderer.

A Tenderer<Eligibility-Conydent i al Business Questionn:
A Certiycat e TefdeDeterhegienn den:t
A SelfDeclaration of theTenderer.

,,,,,,,,,,,

,,,,,,,,,,,

,,,,,,,,,,,,,,,,,,,,,,,,,,

eééeecécéceecééeeceeéeeceééeecéeeééeeéé. [InsertasperlTT)

///////////////////////

i dentiycat i dendefboan alternatvhi s i s a

To: eééeééeecééeecéeceéeeéecéececécecececeéceecécee.

(Insert Complete Name of Procuring Entity)

Dear Sirs,

1 In accordancewi t h t he Conditi ons of Contract, St
Quantities for the execution of the above nanwgdrks, we, the undersigned offer to
construct and complete th&orks and remedy any defects therein for the sum of Kenya
Shillings [Amoun i n ygures)] eéeééeeééeecééeeéecééecetéd

Kenya Shillings [amount in

rrrrrrrrrrrrrrrrrr

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

eeceeeeceeeceeeceeeceeeceeeceeeceeeceeeeeeeeececce
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®)

v
M)

vii)
viii)
ix)

The above amount includes foreign currency amount (§) offt € ygur e or a pe

currencyy [ ygur es] [words]

The percentage or amount quoted above does not include provisional sums, and only allows not
more than two foreign currencies.

We undertake, if our tender is accepted, to commencé/dhes as soon as is reasonably
possible after the req# of the Engineer's notice to commence, and to complete the whole of
the Works comprised in the Contract within the time stated in the Particular Conditions of
Contract.

Weagree to adhere by this tender until [Insert date], and it shall remain
binding yoon us and may be accepted at any time before that date.
Unless and until a formal Agreement is prepared and executed this tender together with your
written acceptance thereof, shall constitute abinding Contract betweeWeusurther
understand that you@not bound to accept the lowest or any tender you may receive.
We,the undersigned, further declare that:
i) No reservationsWe have examined and have no reservations to the tender document,
including Addenda issued in accordance with ITT 8;
i)  Eligibility: We me et the eligibility requirements
accordance with ITT 3 and 4,
i)  TenderSecuring DeclarationWe have not been suspended nor declared ineligible by
the Procuring Entity based on execution of a Tef8Bmuring or Propos&ecuring
Declaration in the Procuring Entity's Country in accordance with ITT 19.8;
Conformity. We offer to execute in conformity with the tendering documents and in
accordance with the i mplementation and com
thefollowing Works:[insert a brief description of thé/orks];
TenderPrice:The total price of oulendergexcluding any discounts offered in item 1 above
is: [Insert one of the options below as appropriate]
Option1, incase of one lofTotal price is: jnsat the total price of théenderin words and
ygures, indicating the variouw amounts and

Option2, in case of multiple lots:

a) Totalprice ofeachlofi nsert the total price of each |
the various amounts and the respectiveeuncies; and
b) Totalprice of all lots(sum of all lots) insert the total price of all lots in words and
ygur es, i ndicating the variojus amounts an
Discounts The discounts offered and the methodology for their application are:
The discounts offered areSpecify in detail each discount offeifed.
The exact method of calculations to determine the net price after application of discounts is
shown below: $pecify in detail the method that shall be used to apply the distounts
Tencer Validity Period Our Tenders h a | | be valid for the per.i
amended, i f applicabl EBehders ulmmi ¢ hieo d ad ea dylxierd
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Xi)

xii)

xiil)

Xiv)

XV)

XVi)

XVii)
XViii)

Xix)

XX)

XXi)

TDS 22.1(as amended, if applicable), and it shall remain binding upon us and may be
accepted at any time befdtee expiration of that period;

Performance Securitylf our Tenderis accepted, we commit to obtain a Performance
Security in accordance with the Tendering document;

OneTenderPer Tender We are not submitting any other Tender(s) as an individieater,

and we are not participating in any other Tender(s) as a Vemture member or as a
subcontractor, and meet the requirements of ITT3.4, other than alterianaers
submitted in accordance with ITT 13.3;

Suspension and Debarmefite, along with any ofour subcontractors, suppliers, Engineer,
manufacturers, or service providers for any part of the contract, are not subject to, and not
controlled by any entity or individual that is subject to, a temporary suspension or a
debarment imposed by the PublimBurement Regulatory Authority or any other entity of

the Government of Kenya, or any international organization.

Stateowned enterprise or institutiorjselect the appropriate option and delete the dther
[Weare not a state owned enterprise or institioin]/[We are a stateowned enterprise or
institution but meet the requirements of ITT]3.7

Commissions, gratuities, fee§Ve have paid, or will pay the following commissions,
gratuities, or fees with respect to the tender process or execution of thacCgmsert
complete name of each Recipient, its full address, the reason for which each commission or
gratuity was paid and the amount and currency of each such commission or gratuity]

Name of Recipient Address Reason Amount

(If none has been paidoristobepdidn di cat e fAnone. 0)

Binding Contract We understand that thi$ender,together with your written acceptance
thereof included in your Letter of Acceptance, shall constitute a binding contract between
us, until a formal contract is prepared and executed;

Not Bound to AcceptWe understand that you are not bound to accept the lowest evaluated
costTenderthe Most Advantageougenderor any otherTenderthat you may receive;

Fraud and Corruption\We hereby certify that we have taken steps to ensure that sorper
acting for us or on our behalf engages in any type of Fraud and Corruption;

Collusive practicesweh er eby certi fy and conyrcallusivhat t
and made with the intention of accepting the contract if awarfethis effect wehave
signed the fACertiycate of I ndbelpmendent Tend:
We undertake to adhere by the Code of Ethics for Persons Participating in Public
Procurement and Asset Disposal, copy available from (specify websile during the
procurement ppcess and the execution of any resulting contract.

We, the Tendererhave completed fully and signed the following Forms as part of ender:

a) Tenderer's Eligibility,; C o esfablishnve ararotinBu s i n
any conpitct to interes

b) Certiycat e TehdeDetennmai@intaldeatate that we completed the

BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public
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tender without colluding with other tenderers.

c) Seli-Declaration of the Tendeiieto declare that we will, if awarded a contract, not
engage in any form of fraud and cortiop.

d) Declaration and commitment to the Code of Ethics for Persons Participating in Public
Procurement and Asset Disposal.

Further, we conyrm that we have read and und
corrupti on Appendixili Braudnand Coiruptiodido att ached to t he
Name ofthe Tendereré é é é é é e eeéeéééééeééeéeeeée... (lIlnsert c

name of person signing the Tender)

Name of the person duly authorized to sign the Tender on behalf of the Tenderer:
eéeéeéeéeéeéeéeéeécecéeeéeéeéeéeéecée.
**[ insert complete name of person duly authorized to sign the Tender

Title of the person signing theTender: [insert complete title of the person signing the
Tendef

/////////////////////////////////

eeeeceeeeeeceeeeececeeeeeececeeeeeceeeeeecece

Signature of the person named abovéginsert signature of person whose name and

capacityare shown above

rrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrr

eeceeeeeeeceeeceeeceeeceeeceeeceeeeeeceecece.

Date signedinsert date of signingday of [insert month, [insert yeaf

Date signed day of ,

Notes

* In the case of the Tender submitted by joenture specify the name of the Joint Venture as

Tenderer

** Person signing the Tender shall have the power of attorney given by the Tenderer to be attached
with the Tender

BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public
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APPENDIX TO FORM OF BID
(This appendix forms part of the bid)

CONDITIONS OF CONT RACT CLAUSE AMOUNT
Law of contract Laws of Kenya
Language and form of communication for English

the contract

Bid Security (Bank Guarantee or reputabl¢ Kshs. 83,951/ from reputabldank or
insurance company approved by PPRA Insurance Compgy approved by PPRA

Only)

Amount of Performance Security 10.1 5% of BID Sum in the form of Unconditional
(Unconditional Bank Guarantee) Bank Guarantee or cash retentions (Insurant

bonds shall not be accepted)

Program to be submitted 14.1 Not later than 14 (urteen) days after issuant
of Order to Commence

Cash flow estimate to be submitted 14.3 Not later than 14 (Fourteen) days after issua
of Order to Commence

Minimum amount of Third Party Insurance 23.2 0.3% of the contract value

Period for commenceen t , from|41.1 14 days

order to commence

Time for completion 43.1 3 (Thre@ months
Amount of liquidated damages 47.1 KShs. 5,000.00 per day
Limit of liquidated damages 47.1 10% of Contract Sum
Defects Liability period 49.1 1 (One) morths
Percentage of Retention 60.3 10% of Interim Payment Certificate
Limit of Retention Money 60. 3 5% of Contract Sum
Minimum amount of interim payment 60.2 Kshs.1000,000.00
certificates

Time within which payment to be made af| 60.10 90 days

Interim Payment Ceiftcate signed by

Engineer

Time within which payment to be made af| 60.10 90 days

Final Payment Certificate signed by
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Engineer

Amount of Advance 60.12 The EmployeMAY pay any amount up to a
maximum of 10% of Contract Price subject tq
availability of funds.

Advance Payment Security 60.12 Full amount of the advance in the form of
Unconditional Bank Guarantee (Insurance
bonds shall not be accepted)

Appointer of Arbitrator/Adjudicator 67.3 The Chartered Institute of Arbitrators (Kenya

Notice to Employer and Engineer 68.2 The Employerds addre
The County Secretary,
County Government of Bungoma,
P.O. Box 437 50200
BUNGOMA
The Engineerd6s addre
The Chief Officer,
Roads, Infrastructure and Publicovis
P.O. Box 437 50200
BUNGOMA

CONDITIONS OF | AMOUNT/DESCRIPTION CONDITIONS OF

CONTRACT CONTRACT CLAUSE

Approximate See Table A below 70.3

Weightings for Price

Adjustment Formula

Weightings and Where necessary, in the table B below, bidd¢ 70.3, 70.4 and 70.5

Indices shall (a) indicate their amounts of local

currency payment, (b) indicate their propose
source and base values of indices for the
different foreign currency elements of cost, (¢
derive their proposed weightings for local an
foreign currency payment as indted in table
B below, and (d) list the exchange rates use(
the currency conversion
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Table A Approximate Weightings for Price Adjustment

Description of Index % Range of Weighting
Fixed (AAO0) 8
Labour 81 12
Fuels and Lubricants 127 22
Equipment and Spares 3571 40
Cement 81 12
Reinforcement and Steel products 113
Explosives 1715
Bitumen and Bituminous products 157 25
Total 100

NOTE: ?Denotes that this should be used as guidance to bidders and for purpose of ¢hetking
submissions, the Employer has estimated and provided a range of acceptable weightings for related
major construction inputs in accordance with the potential range of construction methodologies, based
on estimated cost in a common currency.

Table B: Bidderds proposed weighting
Index Code Index Source of Index Base value and date Bi dder 6s g
Description weighting
Non Civil Engineering Cost | The Indices prevailing aj A: 0.08__
adjustable Indices from Kenya 28days before tender
. . . b
National Bureau of submission deadline
Statistics. For equipmen shall apply C:
& spares, the official g:
indices from source '
country shall apply e
Total 1.00

Signatur e

(Failure to sign
disqualified

of

t his

s 7z 7z z

//////////

Bidderéééééeéeéeéeeéeeéee. éébDate eééeé

appendi x wi || i mply the bidder dc«
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TENDERER'S ELIGIBILITY -CONFIDENTIAL BUSINESS QUESTIONNAIRE

Instruction to Tenderer

Tenderis instructed to complete the particulars required in this Fonenform for each entity if
Tendens aJV.Tenderer is further reminded that it is an offence to give false information on this
Form.

Tenderer's details

ITEM DESCRIPTION
1 Name of Procuring Entity
2 Reference Number of the Tend

3 Date and Time of Ogning of the
Tender

4 Name of Tenderer

5 Full address and Contact Detai 1) Country

of the Tenderer 2) City

3) Location

4) Building

5) Floor

6) Postal Address

7) Name and Email of contact Person

6 Current Trade License
Registration Number and
Expiring Date

7 Name, Coutry and Full addressg
( postal and physical addresses
email and telephone numbe)
Registering Body / Agency

8 Description of Nature of
Business
9 Maximum value of business
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which Tenderer handles

10 State if Tenders Company is
listed in stock exciinge (give
name and full address ( postal
and physical addresseses,ema
and telephone numbeof stock
exchange

General and Speciyc Details
SoleProprietor, provide the following details.

Name in full Age

Nationality Country of Origin

Citizenship

Partnership, provide the following details

Name of Partners Nationality Citizenship % shares owned

3

4

Registered Companyprovide the following details.

i)  Private or public Company
iy State the nominal and issued capital of the Company

Nominal Kenya Shillings (EQUIVAIENT)...........oooiiii e
Issued Kenya Shillings (EQUIVAIENT)...........uuuiiiiiiiieeeiieeeeeeee e
i) Give details of Directors as follows.

Name of Partners Nationality Citizenship % shares owned
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DISCLOSURE OF INTERE ST- Interest of the Firm in the Procuring Entity .

Are there any per son/ NamesfdProsuring BEndit@gvBoéhasthave an (
interest or relationship in this yrm? Yes/ Noé

If yes, provide details as follows.

Name of Person Designation inlte Procuring | Interest or relationshij
Entity with Tenderer

Conflict of Interest disclosure

Type of Conflict Disclosure | If YES, provide details of
YES or NO | relationship with Tenderer

1 Tenderer is directly or indirectly
controls, is catrolled by or is under
common control with another
contractor

2 Tenderer receives or has received i
direct or indirect subsidy from
another tenderer

3 Tenderer receives or has received i
direct or indirect subsidy from
another tenderer

4 Tencer has a relationship with
another tenderer, directly or througl
common third parties, that puts it in
position to influence the tender of
another tenderer, or influence the
decisions of the Procuring Entity
regarding this tendering process.

5 Any of the Tenderer's affiliates
participated as a consultant in the
preparation of the design or technic
specifications of the works that are
the subject of the tender.

6 Tenderer would be providing goods
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works, nonconsulting services or
consulting servies during
implementation of the contract
specified in this Tender Document.
7 Tenderer has a close business or
family relationship with a
professional staff of the Procuring
Entity who are directly or indirectly
involved in the preparation of the
Tenderdocument or specifications
of the Contract, aridr the Tender
evaluation process of such contract

8 Tenderer has a close business or
family relationship with a
professional staff of the Procuring
Entity who would be involved in the
implementation orgpervision of the
such Contract.

9 Has the conflict stemming from
such relationship stated in item 7
and 8 above been resolved in a
manner acceptable to the Procuring
Entity throughout the tendering

process and execution of the Contrag
Certiycation

On behalf of the Tenderer, | certify that the information given above is complete, current and

accurate as at the date of submission.

Full Name Title or Designationééeéeée:

(Signature) (Date)
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A. CERTIFICATE OF INDEPENDENT TENDER DETERM INATION

I, the undersigned, in submitting the accompanying Letter ®&nder to

theééééeéeéeééeéeéeéeéeéeé[ Name o f Procuring
eéeéeéeéeéeéeecéeéeéeéeéeéeée Name and numbe
tender] in response to the request for tenders made by:

eEééeééeéecécécéecéeéeéeéeéeécéeée Name of Tender

hereby make the following statements that | certify to be true and complete in every respect:

| certify, on behalf ofééééééeééeéeéecécécécécceéc
that:
11 have read and | wunder ®tand the contents o
2. l understand that theendew i | | be disqualiyed if this Cer:
complete in every respect;
3l am the authorized representative of the T

to submit thelenderon behalf of he Tenderer;
4For the purposes odéndetlh iusn dGerrsttiayncda tteh aatn dt hteh e
shall include any individual or organization, other thanTeedererwhether or not
afyliat eldndeveiwhoh t h e
a) has been requested to submitesmderin response to this request for tenders;
b) could potentially submit a tender in response to this request for tenders, based on
their qualiycations, abilities or exper
5. The Tenderer discloses that [check one of the following, as applicable]:
a) The Tenderer has arrived at tlienderindependently from, and without
consultation, communication, agreement or arrangement with, any competitor;
b) The Tenderer has entered into consultations, communications, agreements or
arrangements with one or more compesiteegarding this request for tenders, and
c) The Tenderer discloses, in the attached document(s), complete details thereof,
including the names of the competitors and the nature of, and refaspssch
consultations, communications, agreements or arragigism
6. In particular, without limiting the generality of paragraphs (5) (a) or (5) (b) above, there has

been no consultation, communication, agreement or arrangement with any competitor
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regarding:
a. prices;
b. methods, factors or formulas used to calculate grice
c. the intention or decision to submit, or not to submit, a tender; or
d the submission of a tender which does n
Tenders; except as speciycally disclose
7. In addition, there has been no consultation, communication, agreement or arrangement with
anycompetitor regarding the quality, guant it
works or services to which this request fo
by the procuring authority or apa®)(lyabeve;i ycal l
8. The terms of th&enderhave not been, and will not be, knowingly disclosed byTdrderer,

directly or i ndirectly, to any competitor,

opening, or of the awarding of the Contract, whighev comes yrst, unl ess

by | aw or as speciycally disclosed pursuant
NameééeééécééeéeéeéeéeeTitl eeéeéeééeéé Dateééeééé
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SELF-DECLARATION FORMS

FORM SD1

SELF DECLARATION THAT THE PERSON/TENDERER IS NOT DEBARRED IN THE
MATTER OF THE PUBLIC PROCUREMENT AND ASSET DISPOSAL ACT 2015.

,,,,,,,,,,,,,,

eéééeeééeéeééeeéé., of Post Ofyce Box ¢€eé. éég
c

resident of éééééeéeeeéeéeéé.. in the Republi

hereby make a statement as follows:

1

THAT | am the Compny Secretary/Chief Executive/Managing Director/Principal
Of ycer/ Director of ééé. . . (insechdmdameatthecCompany). . .
who is a Bidder in respect of TenddimsertNo .

tender title/description) or € é é é é é @néert name bthe Procuring entityand

duly authorized and competent to make this statement.

THAT the aforesaid Bidder, its Directors and subcontractors have not been debarred from
participating in procurement proceeding under Part IV of the Act.

THAT what is depoed to herein above is true to the best of my knowledge, information and

belief.
cééeéeéecéceéeé Eéeéeéécécéceée éeéecéecee
(Title) (Signature) (Date)

Bidder Ofycia

8 BGM/CNTY/RPW/OT/11320242025 Issued by the Department of Rodafsastructure and Public
Works (Category Open)

€ €

C

ée



FORM SD2
SELF DECLARATION THAT THE TENDERER WILL NOT ENGAGE IN ANY CORRUPT
OR FRAUDULENT PRACTICE
|, ééééeéeeeeeéeéedédPO.0fBox eéeééeeéeeéeé. being a r

of ééééé. in the Republic ofeésadeéhéntasfollowso her eby

1 THAT I am the Chief Executive/Managing Director/Principdl @er/Director of
eeé. ... écéée e e dinsétname of the Companyho is a Bidder in respect of
Tender No. éééeéeéeéeée. . f or(insekténtar dlé/descriptiorfpr

,,,,,,

make this statement.

2 THAT the aforesaid Bidder, its servants and/or agents /subcontractors will not engage in any
corrupt or fraudulent practice and has not been requestpdyt@ny inducement to any

member of the Board, Management, Staff and/or employees and/or agents

,,,,,,,,,

3 THAT the aforesaid Bidder, its servants and/or agents /subcontractors haféered any
inducement to any member of the Board, Management, Staff and/or employees and/or
agents of ééé é(hatnéd the procuring entity)

4. THAT the aforesaid Bidder will not engage/has not engaged in any corrosive practice with
other bidders partipating in the subject tender

5  THAT what is deponed to herein above is true to the best of my knowledge, information and

belief.

,,,,,,,,,,,,

(Date)

Bidder's Ofycial Stamp
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DECLARATION AND COMMITMENT TO THE CODE OF ETHICS

| éééeééeéeéeéeé. .. ... ... ......(Nmeofth&&. (person)

Business/Company/Fiom € é éééééeéeééeééeéeeée..............decl
fully understood the contesof the Public Procurement & Asset Disposal Act, 2015, Regulations

and the Code of Ethics for persons participating in Public Procurement and Asset Disposal and my

responsibilities under the Code.

| do hereby commit to abide by the provisions of the G@dethics for persons participating in

Public Procurement and Asset Disposal.

Ofyce address.

(Company Seal/Rubber Stamp
where applicable) Witness
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APPENDIX 1-FRAUD AND CORRUPTION

(Appendix 1 shall/l not be modiyed)
1.0 Purpose
1.1 The Government of Keny@Anti-Corruption and Economic Crime laws and their sanction's

2.0

2.1

2.2

policies and procedures, Public Procurement and Asset Dispos@oA&3 of 2015and its
Regulation, and any other Kenya's Acts or Regulations related to Fraud and Corruption, and
similar dfences, shall apply with respect to Public Procurement Processes and Contracts
that are governed by the laws of Kenya.

Requirements

The Governmentof Kenya requiresthat all parties including Procuring Entities,
Tenderers, (applicants/proposers)Consultants, Contractors and Suppliers; any-Sub
contractors, Sueonsultants, Service providers or Suppliers; any Agents (whether declared
or not); and any of their Personnel, involved and engaged in procurement under Kenya's
Laws and Regulation, obsentbe highest standard of ethics during the procurement
process, selection and contract execution of all contracts, and refrain from Fraud and
Corruption and fully comply with Kenya's laws and Regulations as per paragraphs 1.1
above.

Kenya's public praerement and asset disposal &bd. 33 of 2015)under Section 66
describes rules to be followed and actions to be taken in dealing with Corrupt, Coercive,
Obstructive, Collusive or Fraudul ent pract
including corsequences for offences committed. A few of the provisions noted below
highlight Kenya's policy of no tolerance for such practices and behavior:

1) a person to whom this Act applies shall not be involved in any corrupt, coercive,
obstructive, collusive orftad ul ent practi ce; or conpicts
or asset disposal proceeding;

2) A person referred to under subsection (1) who contravenes the provisions of that sub
section commits an offence;

3) Without limiting the generality of the subsecti() and (2), the person shallde

a) di squaliyed from entering into a contra
proceeding; or

b) if a contract has already been entered into with the person, the contract shall be
voidable;

4) The voiding of a contract by the muring entity under subsection (7) does not limit any
legal remedy the procuring entity may have;

5 An employee or agent of the procuring entity or a member of the Board or committee of
the procuring entity who hascuemenbnpict of
a) shall not take part in the procurement proceedings;

b) shall not, after a procurement contract has been entered into, take part in any
decision relating to the procurement or contract; and
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c) shall not be a subcontractor for the bidder to whom wasd®alacontract, or a
member of the group of bidders to whom the contract was awarded, but the
subcontractor appointed shall meet all the requirements of this Act.

6) An employee, agent or member described in subsection (1) who refrains from doing
anything prohbited under that subsection, but for that subsection, would have been
within his or her duties shall disclose t

71 f a person contravenes subsection (1) wi
subseadbn (5) (a) and the contract is awarded to the person or his relative or to another
person in whom one of them had a direct or indirect pecuniary interest, the contract shall
be terminated and all costs incurred by the public entity shall be made gobe by t
awardingo f y E&te.r .

2.3 In compliance with Kenya's laws, regulations and policies mentioned above, the Procuring

Entity:
ayDeynes broadly, for the purposes of the a
follows:

) Acorrupt practi ceo ving orsdicdingpdirectyori ng, gi v
indirectly, of anything of valwue to inp

i) Afraudul ent practicedo is any act or omi
knowingly or recklessly misleads, or attemptstomislead,par ty t o obt ai
or other beneyt or to avoid an obligat:i

i) Acoll usive practiceo i s an arrangement
achieve an i mproper purpose, including
another party;

iv) icoerctiivee@rias i mpairing or harming, ofr
directly or indirectly, any party or th
the actions of a party;

vy Aobstructive practiceo i s:

A deliberately destroying, falsifying, altering, or ceating of evidence material to
the investigation or making false statements to investigators in order to materially
impede investigation by Public Procurement Regulatory Authority (PPRA) or any
other appropriate authority appointed by Government of Kemtgaailegations of
a corrupt, fraudulent, coercive, or collusive practice; and/or threatening,
harassing, or intimidating any party to prevent it from disclosing its knowledge of
matters relevant to the investigation or from pursuing the investigation; or

A acts intended to materially impede the exercise of the PPRA's or the appointed
authority's inspection and audit rights provided for under paragraph Z&be.

by Deynes more speciycally, in accordance wi
forth for fraudulent and collusive practices as follows:

"fraudul ent practice" i ncludes a misrepr
procurement or disposal process or the exercise of a contract to the detriment of the
procuring entity or the tenderer or tlentractor, and includes collusive practices
amongst tenderers prior to or after tender submission designed to establish tender prices
at art rcyocnmpaelt itdmnve | evels and to deprive
free and open competition.

C) Reje:tsaproposalforawa}dof a contract i f PPRA dete
individual recommended for award, any of its personnel, or its agents, or #s sub
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consultants, subontractors, service providers, suppliers and/ or their employees, has,
directly a indirectly, engaged in corrupt, fraudulent, collusive, coercive, or obstructive
practices in competing for the contract in question;

d) Pursuant to the Kenya's above stated Acts and Regulations, may sanction or recommend
to appropriate authority(ies) forsa&c t i oni ng and debar ment of
applicable under the Acts and Regulations;

e) Requires that a clause be includedTienderdocuments and Request for Proposal
documents requiring (i) Tenderers (applicants/proposers), Consultants, Contieators
Suppliers, and their Setontractors, Subconsultants, Service providers, Suppliers,
Agents personnel, permit the PPRA or any other appropriate authority appointed by

Government of Kenya to inspg(mll accounts, records and other documents relating
the procurement process, selection and/or contract execution, and to have them audited
by auditors appointed by the PPRA or any other appropriate authority appointed by
Government of Kenya; and

f) Pursuant to Section 62 of the above Act, requires Apgléaenderers to submit along
with their Applicati éeres/l|l agmddrosn/ Froo pnoos aal ss
procurement document declaring that they and all parties involved in the procurement
process and contract execution have not engaged/atillengage in any corrupt or
fraudulent practices.

For the avoidance of doubt, a party's |neI|g||b|_I|ty to be awarded a contract shall include _
without limitation, (i) aPpIylng orprggual I ycati on, exgmsulescg andg i n
tendering, either directly or as a nominated sudntractor, nominged consultant, nominated
manufacturer or suppliér, or nominated servprevider,in respect of such contract, and (ii) .

entt etrl ng T nto an addendum or amendment i nt:
contract.

2 Inspections in this context uslyaére investigative (i.e., forensic) in nature. They involve

facty ndi ng activities undertaken by the | nve:c
Procuring Entity to address speciyc matter :
theveracity of an allegation of possible Fraud and Corruption, through the appropriate
mechani sms. Such activity includes but i s
i ndividual "s ynanci al records anadvant;nf or mat |
accessing and examining any other documents, data and information (whdthet copy or
electronic format) deemed relevant for the investigation/audit, and making copies thereof as
relevant; interviewing staff and other relevant individuals; parfing physical inspections and

site visits; and obtaining third party ver.
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FORM CON i 3(A): DECLARATION OF KNOWLEDGE OF SITE

This s to certify that

[ Name/ s ] ééeéé e e eeeéeéceeeeceeecee e e e e
e éeéeéeeéeéeéeéeeéeeéeeéeeeéeeeéee e e e e ¢e é
Beingtheauthorizedepresentative/Agemf [Nameof bidder]

e éeéeeeéeeceeeeeeceeeeee e e e e e e

e eéeéeéeeéeéececeéeeéeeéeeeeéeeeéee e e e e ¢e é

Has familiarized himself/herself with the Site conditions in accordance with the Instructions to bidders
andhe TenderNoticefor purposeof biddingfor this roadproject

Having studied the tender Documents, and gained knowledge of local conditions on site likely to
influencethe works and cost thereof, | certify that | am satisfied with the description of the works and
understandhe scopeof works asspecifiedand asimplied in this tender.

éeeeeéeeeeeeceeecee

M

€ é é ¢é éé
€ é é é é é . (SignedandStampedy AuthorizedB i d d Agentl Representative)
(Designation)

M
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FORM CON 1 3(B): CERTIFICATE OFBI| DDERISI® TO SITE

Thisis to certify that

e éééeeéeeeeéeeeeeeeeeeeee.. éeeee e e e e
(Nameof T e n d eRegreséntative) (Designation)

Beingtheauthorizedepresentative/Agemtf [Nameof bidder
eéeéececeeceeececeececeeceeceeeceeceeeee e e

Participatedn the organizednspectiorvisit of the site of theworksfor the

PERIODIC MAINTANANCE OF PWANI MARRANDABWAKUTETEKAWA, NASUNYAMA
MASAROAD INNAITIRI/KABUYEFWE WARD

Held onéeééeééeéeéeé. . day of éeééeé220eeeéeeeececee

Si gned¢é¢eééeéeéé
E

(

eeéeeceeéeececeeeceeeeceeeeceeeecee e cee

eeéeéeeéeeeeeeeeeeeeceecee

é é
m Rgpecsehtative)

e
pl

z P P P

e é e e e e e e e e

M
D
o
o

eéeeeeeee e ceeée

ée . .
(Nameof E mp | o Represgrgative) (Designation)

NOTE: This form is to be completedat the time of the organizedsite visit.
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FORM OF TENDER SECURITY - DEMAND BANK GUARANTEE

Beneyciary:

Request forTendersNo:

Date:

TENDER GUARANTEE No.:

Guarantor:

1 Wehave been informed that (herein after called "the Applicant”) has
submitted or wildl submit to the Beneyciary
execution of

under Request forenderdNo. (Athe 1 TTO) .
2 Further mor e, we understand that b Tendecsowstrbegi n (

supported by denderguarantee.

3. At the request of the Applicant, we, as Guarantor, hereby irrevocabirtakd to pay the
Beneyciary any sum or sums _rfot ) aporcreciptibyngs i
of the Beneyciary's complying demand, supp
demand itself or a separate signed document accompanyidgmaifying the demand, stating
that either the Applicant:

a) Has withdrawn itsTenderduring the period offendervalidity set forth in the Applicant's
Letter of Tender( fi tTénderValidity Per i od o) , or any extensi
Applicant; or

b) Having been notiyedTemldrb yt hteh ea cBeenpet yadender yo f
Validity Period or any extension thereto provided by the Applicant, (i) has failed to execute
the contract agreement, or (ii) has failed to furnish the Performance.

4.  This guarantee will expire: (a) if the Applicant is the succesBéuldererupon our receipt of
copies of the contract agreement signed by the Applicant and the Performance Security and,
(b) if the Applicant is not the successfidndererupon the eardir of (i) our receipt of a copy of
t he Beneyciary's notiycation to the Appl
or(ii)twenty-eight days after the end of thenderValidity Period.

5 Consequently, any demand for payment under this guaranteeenustbe cei ved by u
indicated above on or before that date.

[signature(s)]
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3.0 FORM OF TENDER SECURITY (TENDER BOND)
[ The Sur ety Tended®dnd Fosmlin accordance Wwith the

instructions indicated. BOND NO.

1  BY THIS BOND [name of tendererlas Pri nci pal (herein afte
[name, legal title, and address of suretgithorized to transact business irjname of country
of Purchaserlas Sur ety (herein after <cal | edo[nAneh e

of Purchaserlas Obl i gee (herein after c alanoend of i t |

Bond]5[amount in words] for the payment of which sum, well and truly to be made, we, the
said Principal andsurety, bind ourselves, our successors and assignstly and severally,
yrmly by these presents.

2. WHERE AS the Principal has submitted or will submit a writtenderto the Purchaser dated
theééeéééeéeé. . Day of éééééééé, [nameobQontractlereis up p
after called the ATender o).

3 NOW, THEREFORE, THE CONDITION OF THISOBLIGATION is such that if the Principal:
a) Has withdrawn itsTenderduring the period offendervalidity set forth in the Principal's

Letter of Tender( @ tThneerValidity Per i odo) , or any extensi
Principal; or

by having been not i yedTenderbytthe €urchaser dupirtg diecder o f
Validity Period or any extension thereto provided by the Principal; (i) failed to execute the
Contract agreement; or (ii) has failed to furnish the Performance Seauatygordance with

the I nstructions to tenderers (Al TTO0) of

Then the Surety undertakes to immediately pay to the Purchaser up to the above amount uf

recei pt of the Purchaser ' s yrrhaving tovsubstartiaenits d €
demand, provided that in its demand the Purchaser shall state that the demand arises from

occurrence of any of the above events, specifying which event(s) has occurred.

4.  The Surety hereby agrees that its obligation will nema full force and effect upto and
including the date 30 days after the date of expiration off @melerValidity Period set forth in
the Principal's Letter ofenderor any extension thereto provided by the Principal.

5 IN TESTIMONY WHEREOF,the Principaland the Surety have caused these presents to be

executed in their respective names this day of
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,,,,,,,,,,,,,,,,,,,,,,,,,

PRI NCI PALéééééeecececeeceececéééééeee.. SURETYéeeeeeté
Signatureéééééeéééeeééeéeéeeééeéeée. Signatureéée
(Printed Nane and Title) (Printed Name and Title)

*The amount of the Bond shall be denominated in the currency Kenya shillings or the equivalent amount in a freely canvenigyle
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4.0

FORM OF TENDER-SECURING DECLARATION

[The Bidder shall complete this Form in accordance with the instructions indicated]

D= 1 [insert date (agday,month and year) ofenderSubmission]

Tender NO.: oo [insert number of tendering process]

,,,,,,,,,,,,,,,,,,,,,,,,,,

Purchaser]

I/We, the undersigned, declare that:

1

2.

I/We understand that, according to your conditions, bids must be supported by a-F$eodleng
Declaration.

I/We aceept that I/we will automatically be suspended from being eligible for tendering in any
contract with the Purchaser for the period of time of [insert number of months or years] starting o
[insert date], if we are in breach of our obligation(s) under thdecbnditions, because Wwa)
have withdrawn our tender during the perio
Data Sheet; or (b) having been notiyed of
period of bid validity, (i) fail orefuse to execute the Contract, if required, or (ii) fail or refuse to
furnish the Performance Security, in accordance with the instructions to tenders.

I/We understand that thiBenderSecuring Declaration shall expire if we are not the successful
Tendereg(s), upon the earlier of:

a) our receipt of a copy of your notiycation
b) thirty days after the expiration of oliender.

I/We understand that if | am/we are/in a Jo#enture the TenderSecuring Declaration must be in
the name of the Joinfenturethat submits the bid, and the JoMénturehas not been legally
constituted at the time of bidding, tAenderSecuring Declaration shall be in the names of all
future partners as named in the letter of intent.

Signed ééééeééééééé Cap aector Bartnerbi Solé proprietdr) r

Name: éééeééeééecécecécecéeéeéeéeéeéeéeéeéececece
Duly authorized to sign the bid for and on behalf of:

céeéeéeéeéeéeéeceéececeeéeeéeé(lnsert Compl ete
Tenderer)
Dated on This Day ¢éééecéecééeéeéeéeéeée. . of eéeéeéé

signingand seal or stamp)
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5.0 APPENDIX TO TENDER
Schedule of Currency requirements
Summary of curren

(Insert name of section of the works)

cies of the Tender

Name of Currency

Amounts Payable

,,,,,,

Local Currencyééééésé

Foreign Currency # 1

Foreign Currency # 1

Foreign Currency # 1

Provisional sums expressed in local currenc

,,,,,,,,,,,,,,,,,,,

eeeeeeeeeeeeeeeeecee

(To be entered by the procuring entity)

6.0 TECHNICAL PROPOSAL

The tender shall conigte these sections as a Technical proposal to indicate how he/she intend
to proceed with the works. The Procuring entity will review these Proposals and determine th

extent to which they meet the required standards to complete the works.

6.1  Site Organization

[insert Site Organization information)]

6.2 Method Statement

[insert Method Statement]

6.3 Mobilization Schedule

[insert Mobilization Schedule]

6.4  Construction Schedule

[insert Construction Schedule]
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PART 2: WORK REQUIREMENTS
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SECTION VI : BILLS OF QUANTITIES
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PREAMBLE TO BILL OF QUANTITIES

10.

The Bills of Quantities forms part of the Contract Documents and are to be read in conjunction
the Instructions to Bidders, Conditions of Contract Plaaited 11, Specifications and Drawings.

The brief description of the items in the Bills of Quantities is purely for the purpose
identification, and in no way modifies or supersedes the detailed descriptions given in
Conditions of Contract and Spfcations for the full direction and description of work and
materials.

The Quantities set forth in the Bills of Quantities are estimated, representing substantially the
to be carried out, and are given to provide a common basis for bidding apdraang of Bids.
There is no guarantee to the Contractor that he will be required to carry out all the quantitie
work indicated under any one particular item or group of items in the Bill of Quantities. The b:
of payment shall be the Contractor'sesaand the quantities of work actually done in fulfilment of
his obligation under the Contract.

The prices and rates inserted in the Bills of Quantities will be used for valuing the work exect
and the Engineer will only measure the whole of thek&axecuted in accordance with this
Contract.

A price or rate shall be entered in ink against every item in the Bills of Quantities with
exception of items that already have Provisional sums affixed thereto. The bidders are remi
t hat nofifinncilludd eadro -s @am@ sdios ¢ gid utmp wi | | be a
items should include discounts if any. Bidders who fail to comply will be disqualified.

Provisional sums (including Day works) in the Bills of Quantities shall be expendeable or in
part at the discretion of the Engineer in accordance with(Galbse 52.4 and Clause 58 of Part | of
the Conditions of Contract.

The price and rates entered in the Bills of Quantities shall, except insofar as it is otherwise pro
underthe Contract, include all Constructional plant to be used, labour, insurance, supervis
compliance testing, materials, erection, maintenance of works, overheads and profits, taxe:
duties (excluding VAT) together with all general risks, liabilitiesl @bligations set out or implied
in the Contract, transport, electricity and telephones, water, use and replenishment o
consumables, including those required under the contract by the Engineer and his staff.

Errors in the pricing of the Bills of Quéties will be corrected in accordance with Clause 29 o
instructions to bidders.

The whole cost of complying with the provisions of the Contract shall be included in the Ite
provided in the priced Bill of Quantities, and where no Items are providedost shall be deemed
to be distributed among the rates and prices entered for the related Items of Work.

General directions and descriptions of work and materials are not necessarily repeate
summarized in the Bill of Quantities. References to thkevant sections of the Contract
documentation shall be made before entering prices against each item in the priced Bi
Quantities.
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11. The method of measurement of completed work for payment shall be in accordanStawitard
Specification for Road anfiridge Constructiorof the Ministry of Transport and Communications,
1986.

12. " Aut horised"” ADirected" or "Approved" s ha
Engineer.

13. Unless otherwise stated, all measurements shall be net taken on thed finctkecarried out in
accordance with the details shown on the drawings or instructed, with no allowance for extra ct
fills, waste or additional thickness necessary to obtain the minimum finished thickness
dimensions required in this contract. Awprk performed in excess of the requirements of the
plans and specifications will not be paid for, unless ordered in writing by the Engineer.

14.  Units of Measurement and abbreviations used herein shall have the following meanings:

Unit Abbreviation Unit Abbreviation
cubic meter m’or cum millimeter mm
hectare ha month mth
hour hr number No.
kilogram kg provisional sum P.S.
kilometre km square meter m? or sq m
lump sum L.S. square millimeter mn¥ or sq mm
meter m vehicle veh
metric ton (1,000 kg) t week wk

mths
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Bill Item - .
No. 1 Code Description QTY Unit Rate Total Cost
Allow a prime cost of sum for material
1 01-80-010 testng as directed by the Engineer 30,000.00 PC SUM 1.00 30,000.00
Extra over item 0180-010 or contractors 0
1 01-80-011 | 5\ erheads and profits 30,000.00 %
1| 01-50-017 1 PC SUM|  30,000.00 30,000.00
Survey Works
Allow a prime cost s for the REs
1 01-80-026 miscellaneousccount 1| PCSUM 100,000.00 100,000.00
Extra over 0180-026 for profits and
1 01-80-027 overheads 100000 %
Allow a prime cost for attendance to the RE,
1 01-80-030 supervisory staff including overtime 1| PCSUM 150,000.00 150,000.00
Include percentage of PC sum in item-@0-
1 01-80-031 030 for contractors overhead and profit 150000 %
TOTAL FOR BILL No.1 CARRIED TO THE SUMMARY PAGE
BILL No0.8: CULVERT AND DRAINAGE WORKS
Bill ltem Description QTY Unit Rate Total Cost
No. 8 Code
Clean culverts of all sizes to free flowing
8 08.60.004 conditions 0 M
8 08-60-003 _ _ 0 M
Culvert Cleaning Partially blocked 600mm
8 08-60-025 Culvert Installation 600 mm with surround 32 M
8 08-60-027 M
Culvert Ingallation 900 mm with surround
8 08-90-002 Excavate for inlet, out fall, catch water drains, M3
mire and cutoff drains as directed by the 50
engineer
TOTAL FOR BILL No.8 CARRIED TO THE SUMMARY PAGE
BILL No.10: GRADING AND GRAVELLING
Bill ltem
No. Cod Description QTY Unit Rate Total Cost
10 ode
Grading of Carriageway including slopes 5
10 10.50.002 and ditches as instructed by the engineg 12000 M
Provide gravel wearing course excavatio
10 10.60.001 free haul, spread, water ancdompact 750 M3

gravel to specifications as directed by the

engineer

TOTAL FOR BILL No.10 CARRIED TO THE SUMMARY PAGE

Works (Category Open)
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BILL No.25: SOCIAL ISSUES Total Cost

Provide, erect, brand, maintain publicity
sign and return to the employer upon >
expiry of the contract period as instructed
by the Engineer.

TOTAL FOR BILL No.25 CARRIED TO THE SUMMARY PAGE

25 25.50.029A No.

Periodicmaintenanceof Nasunyama Masa road.

BILL No.8: CULVERT AND DRAINAGE WORKS
Bil item Description QTY Unit Rate Total Cost
No. 8 Code
Clean culverts of all sizes to free flowing
8 08.60.004 conditions Meters
8 08-60-003 Culvert Cleaning Partially blocked 600mm 0| Meters
8 08-60-025
Culvert Installation 600 mm with surround 32 Meters
8 08-60-027
Culvert Installation 900 mm with surround 0 Meters
8 08-90-002 Excavate for inlet, out fall, catch water drains, M3
mire and cutoff drains as directed by the 50
engineer

TOTAL FOR BILL No.8 CARRIED TO THE SUMMARY PAGE

BILL N0.10: GRADING AND GRAVELLING

Bill ltem

No. Cod Description QTY Unit Rate Total Cost
10 ode

10 10.50.002 Grading of Carriageway including slopes 36000 M2

and ditches as instructed by the engineg

Provide gravel wearing course excavatjo
10 10.60.001 free haul, spread, water and compact 2250 M3
gravel to specifications as directed by the
engineer

TOTAL FOR BILL No.10 CARRIED TO THE SUMMARY PAGE
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SUMMARY PAGE

BILL No. DESCRIPTION CONTRACT AMOUNT
1 Preliminary and General Item
8 Culverts and Drainage Works

10 Grading and Gravelling
22 Day works
25 Social Issues

Sub-Total 1

ADD 16% V.A.T

SubTotal 2

Add 0.03% PPRA LEVY

GRAND TOTAL

s 7z 7z Z

/////////////////

ceceeeeeeceeeceeeceeeeeeceece.

Signed and Stamped

rrrrrrr

7| BGM/CNTY/RPW/OT/1132024-2025 Issued by the Department of Roadastructure and Public

Works (Category Open)




SPECIFICATIONS

102

103

104

LOCATION OF CONTRACT
The Project is located iNaitiri/Kabuyefwe Ward, of Tongaren County, Bungoma County

The project is approximatell, 5Kms.

EXTENT OF CONTRACT

The works to be executed under the contract shall coenpnainly but are not limited to the
following:

a) Preliminaries and general items
b) Culverts and Drainage Works
c) Grading and Gravelling

d) Day works

e) Social Issues

f) Any other activity not listed above but may be deemed necessary and instructed by
Engineer

g) Mainterance of the works during the construction period. The delieditity period shall
be 1 month.

PROGRAMME OF EXECUTION OF THE WORKS

The contractor shall provide the works programme, required under clause 8 of the Conditions ©
Contract, within 14 dgs of receipt of the Engineer's Order to commence work. The programme
shall be ceordinated with climatic and other conditions to provide for the completion of the work

in the order and by the time specified.

The Contractor shall carry out the contracaccordance with the programme agreed with the

Engineer, but he shall in no manner be relieved by the Engineer's approval of the programme,
obligation to complete the works in the prescribed order and by the prescribed completion date
he shallfrom time to time review his progress and make such amendments to his rate of execut

of the works as may be necessarjuléll his obligations.
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107

109

120

124

ORDER OF EXECUTION OF WORKS

In addition to Clause 105 of the Standard Specification the Contsdwt) carry out the Works
such that a continuous and consecutive output of fully completed work is achieved.

TAKING OVER CERTIFICATE

The minimum length of the road for which a certificate will be issued shall be a whole length of

road substarmdlly completed.

NOTICE OF OPERATIONS

Add the following subC| au s e . Notification Terms |t she
notify the Engineer when any item of works scheduled are completed and ready for approval, a
the contractor shigjive sufficient notice to allow control test to be performed. Explosive and
Blasting The requirements of the Laws of Kenya governing explosives and other requirements
regulations of Government of Kenya and other authorities shall be complied wigxpMsives of
any kind shall be used without prior written consent of the Engineer. The Contractor shall be so
responsible for the provision, handling, and storage and transporting of all explosives, ancillary

materials and all other items of relatedd whatsoever required for blasting.

PROTECTION OF EXISTING WORKS AND SERVICES

The Contractor shall acquaint himself with the position of all existing services such as sewers,
water drains, cables for electricity and telephone, lighting and teleptales, water mains, etc.,
before commencing any excavation or other work likely to affect the existing services. The cost
all plant, equipment and materials, labour, technical and professional staff, transport and the lik
necessary for determinine locations of existing services, including the making good of any
damage caused to such services all to the satisfaction of the Engineer, shall be deemed to be
included in the tender rates. No other payment shall be made for the costs of such opeoations,
for the making good of damage caused thereby to the existing services. The Contractor shall b
responsible for injury to existing structures, works or services and shall indemnify and keep

indemnified the Employer against any claims in this respecluding consequential damages).

LAND FOR ALL CAMPS SITES AND FOR THE CONTRACTOR'S OWN PURPOSES,
INCLUDING TEMPORARY WORKS.

Notwithstanding Clause 124 of the Standard Specification all requirements of land for temporar

works and constructionupposes shall be to the approval of the Engineer but the Contractor will
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make all necessary arrangements with the property owners concerned and pay all charges aris
therefrom. On or before completion of the Contract, the Contractor shall remove altaeynp
works and shall restore all such land to the condition in which it was immediately prior to the
occupation thereof as far as is reasonable and practicable. No separate payment will be made
Contractor on account of these items and the Contramist make due allowance for them in his
rates. Notwithstanding Clause 120 of the Standard Specifications, the Contractor shall be requi
to appoint competent surveyors who will liaise with the Engineer on matters related to the
demarcation of the exisg road reserve, site measurements, removal and reinstatement of existi

services.

128 STORAGE OF MATERIALS

All materials shall be stored on Site in a manner approved by the Engineer and the Contractor -

carefully protect from the weather all waakd materials which may be affected thereby.

129 TEST CERTIFICATES

When instructed by the Engineer, the Contractor shall submit certificates of test from the suppli
of materials and goods required in connection with the works as the Engineer mes;. i®gicin

certificates shall certify that the materials or goods concerned have been tested in accordance
the requirements of the specifications and shall give the results of all the tests carried out. The
Contractor shall provide adequate means aftifigng the materials and goods delivered to the site

with the corresponding certificates

131 SIGNBOARDS

The Contractor shall provide and erect two (2) publicity signs on the site at the beginning and e
of the road. The Engineer shall, as shown en@nawings, direct the minimum dimensions and
thickness of the steel framework and sheet. The framework and sheet shall be prepared and p:
black, while the ring at the top of the supporting frames shall be painted white. The wordings ar
Bungoma Courntlogo shall be printed on backlit sticker paper resistant to the effects of weather
using reflectorized paint or material approved by the Engineer. The colours, fonts and heights ¢
letters shall be as indicated on the attached drawings and asdibgdhe Engineer.

Signboards shall be maintained for the duration of the works and removed after the expiry of th
defects liability period.
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132 ENGI NEER6S LABORATORY AND SURVEY EQUI PMENT
The Contractor shall pr ov i theedBook of Prawingeandipsovide a

all the laboratory equipment, reagents and survey equipment as required by the Engineer. The
Contractor shall be paid under appropriate bill items in the Bills of Quantities or on provision of

receipts as required by thedineer.

The Contractor may be directed to pay for stationery, equipment or reagents that are foresaid &
also pay for servicing and repair of the laboratory equipment being used on the project. The
Contractor shall provide, install and maintain in adystate of repair, such laboratory, survey and
other equipment as listed for the duration of the contract.

Such equipment shall be of approved manufacture, and shall be made available to the Enginee
the Engineer 6s excl us it noeateutbaa threen(3) waels Aftenthie t h
Engineerds order to supply. AII equi pment

The equipment shall revert to the Employer on completion of the Contract Any delays to the
Contractororthe Canr act or 6 s acti vities caused by t hi
work, field or | aboratory tests due to the
equi pment shall be deemed to have iosamdamyau

consequences of such delays shall be interpreted as such.

The payment to comply with this requirement is provided in the Bill of Quantities and ownershif

all equipment shall revert to the Employer after the completion of the Works.

Failure by the Contractor to provide or maintain the equipment shall make him responsible to b
al | costs that may be incurred as a result
communication, including delays in supervision and approval of Wyrkke Engineer. List of
Laboratory and Survey Equipment shall revert to the Employer at the end of the Contract. The
laboratory equipment shall be purpasade for use in highways materials testing laboratories anc
shall comply with the relevant BritisiB§) or American (AASHTO) Standards.

137 ATTENDANCE UPON THE ENGINEER AND HIS STAFF

Provisional sum available for the Engineer for expenses incurred for supervising the
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139

140

142

contract such as allowances, casual wages and transportation within the projecdarea an
shall be reimbursed under Item-8@-030 of the Bill of Quantities.

MISCELLANEOUS ACCOUNTS

The Contractor maybe instructed by the Engineer to make payments of general miscellaneous
accounts for such items as stationary, stores and equipmenisaaiianeous supervision

personnel and claims or the Engineer may direct the Contractor to purchase or pay for the aboy
The Contractor will be paid on a prime cost basis plus a percentage for overheads and profits L

appropriate items in the Bills @uantities.
PAYMENT OF OVERTI ME FOR ENGI NEEROGS JUNI OR

If the Contractor wishes to execute permanent work outside the Engineer's normal working hou
as stated in Clause 108 of this Specification, then the payment for the overtime for Engineer

support staff shall be paid by the Contractor, at the latest Ministry of Labour rate.
ENVIRONMENTAL PROTECTION

The Contractor shall comply with the Statutory Regulations in force in Kenya regarding
environmental protection and waste disposal,sdrall liaise with the National Environmental
Management Agency (NEMA). Within four (4) weeks of the order to commence work, the
Contractor shall prepare and submit a specific Environmental Management Plan for the project

his operations, relating to tla@proved Environmental Impact Assessment.

The Environmental Management Plan shall outline potential environmental hazards and risks,
provide an action plan to deal with the hazards, minimise the risks, and mitigate adverse
environmental impacts, anddlude a general decommissioning plan covering all relevant aspects
of the project. The Environmental Management Plan shall identify monitoring indicators and

reporting requirements.

The Contractor shall be required to submit environmental progresssréptine Engineer every

three (3) months.

The Contractor shall ensure so far as is reasonably practicable and to the satisfaction of the
Engineer; that the impact of the construction on the environment shall be kept to a minimum ar

that appropriate meass are taken to mitigate any adverse effects during the construction.
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(a) The Contractor shall exercise care to preserve the natural landscape and shall conduct |
construction operations so as to prevent any unnecessary destruction, scarring, or defac
of the natural surroundings in the vicinity of the work. Except where clearing is required f
permanent works, all trees, native shrubbery, and vegetation shall be preserved and she
protected from damage by t he d&opmentdlct or
unnecessary destruction, scarring, dama
operations shall be repaired, replanted, reseeded or otherwise corrected as directed by 1
Engineer, and at the Contractorods expen

(b) The Contractor shleensure that measures are in place to control soil erosion and water
pollution, by use of berms, dykes, silt fences, brush barriers, dams, sediment basins, filte
mats, netting, gravel, mulches, grasses, slope drains, contour banks, and other erosion
cortrol devices and methods. Temporary erosion control provisions shall be coordinated
with permanent erosion control features to assure economical, effective and continuous
measures throughout the period of teée w
requirements of Clause 502, in that works need to be progressively finished so that
permanent vegetation can establish quickly to mitigate soil erosion and erosion of drains

(c) The Contractor shall provide all the labour, equipment, materials, and negaired and
shall carry out proper and efficient measures wherever and as often as necessary to mir
the dust nuisance.

(d) The Contractor shall comply with all applicable Kenyan laws, orders and regulations
concerning the prevention, control and abatenoé excessive noise. Blasting, use of
jackhammers, pile driving, rock crushing, or any other activities producingjtighsity
impact noise may be performed at night only upon approval of the Engineer.

(e) Immediately after extraction of materials, alktmavs pits shall be backfilled to the
satisfaction of the Engineer. In particular, borrow pits near the project road shall be
backfilled in such a way that no water collects in them.

(H Spilling of bitumen fuels Oils and other pollutants shall be cleared up.

(g9) The Contractor's attention is drawn to the requirements of the Standard Specification in
regard to the environment and in particular to the following clauses:

Clause 115: Construction Generally

Clause 116: Protection from Water

Clause 136: Removal @amps

Clause 605: Safety and Public Health Requirements
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Clause 607: Site Clearance and Removal of Topsoil and Overburden

(h) Payment in respect of this Clause 142 is included as a Lump Sum in the Bill of Quantitie
Payment of the Lump Sum will be by equabnthly instalments over the period of the
Contract excluding the Period of Maintenance. The total sum of the instalments shall not
exceed the Lump Sum, and payment of the monthly instalment will only be made for tha
month if the Engineer is satisfied thhe Contractor has fully complied with the

requirements of Clause 142, otherwise the Contractor shall forfeit such instalment.
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SECTION 2: MATERIALS AND TESTING OF MATERIALS
205 SOILS AND GRAVEL

All materials testing shall be in @ardance with section 2 of the Standard Specifications
SECTION 3 SETTING OUT & TOLERANCES 301 SETTING OUT

(a) In addition to the provisions of clause 3.01(a) if the traverse points to be used for the setting ou
close to the existing carriageway antenfiere with construction works then the Contractor will
have to relocate them to a location where they will not be disturbed. Tdrelicates and heights of
all traverse points so located shall be listed and provided to the Engineer for checking and/or
approval.

Contractor shall also monument the new centerline every 200m along straight and all salient pc
along curves by a pin in the concrete beacon before commencement of any works. The road re
boundary posts shall have 12mm diameter steelgrmisedded in concrete, 200mm long with
25mm exposed to the air, sticking out form its top surface. This pin shaltdrélioated and
heighted and result of the same shall be provided to the Engineer for approval. Cost of these w
shall be included inhie rates as no separate item has been provided.

Commencement of the works shall not be permitted until this basic survey data has been provi

and approved by the Engineer.

(b) Detailed Setting Out
Reference pegs shall be 50mm by 50mm in section 600mgdiaven 400mm firmly into ground
and painted white above the ground. The offset from centre line shall be indicated by small nail
20mm to 25mm long with its head driven flush with the top of the peg. Chainages, offset and
reference elevation shall be atty indicated to the sides of the peg to the satisfaction of the

Engineer. After cutting of benches and prior to commencement of earthworks or subgrade worl
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Contractor shall take crosections again and submit the copy of the same to Engineer for
agreenent. These cross sections shall then be used as basis of measurement for all subsequer

layers, unless otherwise stated.

SECTION 4 SITE CLEARANCE AND TOP SOIL STRIPPING

401 SITE CLEARANCE
Site Clearance shall be carried out as directed by the Emgine
REMOVAL OF TOPSOIL

Topsoil shall include up to 200mm depth of any unsuitable material encountered in existing or

newly constructed drains, drainage channels, and accesses
SECTION 5: EARTHWORKS
504 PREPARATIONS PRIOR TO FORMING EMBANKMENT

Where enching of the existing pavement is required to accommodate earthworks subgrade or subbas
widening of the road, the rate for compaction of existing ground shall be deemed to cover this activity.
Excavation in the pavement of the existing road shakieps dry.

In the event of water penetrating the underlying layer, construction of the subsequent layers shall be
postponed until the underlying layers are dry enough to accommodate the construction plant without

deforming or otherwise showing distress.

Step construction shall be carried out per layer at the joint where excavating both vertically and
perpendicular to the direction of the travel. The step shall be 500mm perpendicular to the direction of
travel and 150mm vertical unless otherwise ing&d by the Engineer. Special care shall be taken when

compacting the new material at the joint ensuring that specified density is achieved.

505 CONSTRUCTION OF EMBANKMENTS
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Only material approved by the Engineer shall be used for fill in embankmentsidatth high swelling

characteristics or high organic matter content and any other undesirable material shall not be used, ur

specifically directed by the Engineer. Unsuitable material shall include:

508

All material containing more than 5% by weightavganic matter (such as topsoil, material from
swamps, mud, logs, stumps and other perishable material)

All material with a swell of more than 3% (such as black cotton soil)

All clay of plasticity index exceeding 50.

All material having moisture comégreater than 105% of optimum moisture content (Standard
Compaction)

Subgrade: Shall mean upper 300mm of earthworks eithesiia or in fill and subgrade shall be
provided for as part of earthwor ks oeprialfoat i
subgrade shall have a CBR of not less than 8% measured aftixyasdak in a laboratory mix
compacted to a dry density of 100% MDD (AASHTO T99) and a swell of less than 1%.
Subgrade repair: Where directed by the Engineer, any localized failnithe subgrade shall be
repaired by filling in selected soft, hard or natural of minimum CBR 30% and compacted in
accordance with clauses in the specifications applying to normal subgradankment repair:
Where directed by the Engineer, any localifiithg in soft, hard or natural; selected material

requirements shall be executed with Clause 505.
COMPACTION OF EARTHWORKS

At pipe culverts, all fill above ground level around the culverts shall be compacted to density of
100% MDD (AASHTO T.99) upo the level of the top of the pipes or top of the surround(s), if an
and for a width equal to the internal diameter of the pipe on either side of the pipe(s) or surroun

as applicable.

At locations adjacent to structures, all fill above ground lapdib the underside of the subgrade
shall be compacted to density of 105% MDD (AASHTO T.99).

In case of fill around box culverts this should be carried out for the full width of the fill and for a

length bounded by the vertical plane passing througbrte of the wingvalls. Notwithstanding

the provision of clause 503 of the standard Specification, Compaction of subgrade material (i.e
material immediately below formation) in cut areas shall not be carried out by the contractor in

areas where the forman is formed in hard material, unless the Engineer issues specific

instructions to the contrary are issued.
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517

Where improved sulgrade material shall be required, this shall be compacted and finished to the
same standards and tolerances as those regairadrinal subgrade and clauses in the

specifications applying to normal subgrade shall also apply.
BORROW PITS

The first part of the Standard Specification is amended as folldwématerial which is required
in addition to that provided by exeation shall be obtained from borrow pits to be located and

provided by the Contractor but to the approval of the Engineer contrary to what has been statec
MEASUREMENT AND PAYMENT

Notwithstanding the provisions of clause 517 of the standard sywfs, the rate for compaction
of fill in soft material shall allow for the requirements of clause 508 of the special specification a

no extra payment shall be made for compaction around pipe culverts (100% MDD AASHTO T.¢

SECTION 6 - QUARRIES, BORROW PITS, STOCKPILES AND SPOIL AREAS

601

602

GENERAL

Notwithstanding any indications to the contrary in the Standard specification the Engineer will n
make available to the Contractor any land for quarries, borrow pits, stockpiles and spoil areas,

except fo those areas in road reserves specifically approved by him.

The contractor will be entirely responsible for locating suitable sources of materials complying v
the Standard and Special Specifications, and for the procurement, Wining, haulage tihege of

materials and all costs involved therein.

Similarly, the contractor will be responsible for the provision and costs involved in providing
suitable areas for stockpiling materials and spoil dumps. Should there be suitable sites for spoi
dumps or sickpiles within the road reserve forming the site of the works the Contractor may util

these subject to the approval of the Engineer.

No additional payment will be made to the Contractor to cover costs arising from the requireme
for this Clause anthe Contractor must include these costs in the rates inserted into the Bills of

Quantities.

MATERIAL SITES
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The information on possible material sites is given for the general guidance of bidders. Bidders

however advised to conduct their own invgation as the information contained therein is neither

guaranteed nor warranted

603 PROVISION OF LAND

Notwithstanding any indications to the contrary in the Standard specification the Engineer will r

make available to the Contractor any land for gaay borrow pits, stockpiles and spoil areas,

except for those areas in road reserves specifically approved by him.

The contractor will be entirely responsible for locating suitable sources of materials complying v

the Standard and Special Specifioa, and for the procurement, Wining, haulage to site of these

materials and all costs involved therein.

Similarly, the contractor will be responsible for the provision and costs involved in providing

suitable areas for stockpiling materials and spoil psinshould there be suitable sites for spoil

dumps or stockpiles within the road reserve forming the site of the works the Contractor may ut

these subject to the approval of the Engineer.

No additional payment will be made to the Contractor to coests arising from the requirements

for this Clause and the Contractor must include these costs in the rates inserted into the Bills o

Quantities.

605 SAFETY AND PUBLIC HEALTH REQUIREMENTS

In addition to clause 605, the contractor shall allow for m@mals to conduct lectures to the

workers regarding the spread of HIV/Aids.
SECTION 7 - EXCAVATION AND FILLING FOR STRUCTURES

703 EXCAVATION OF FOUNDATIONS FOR STRUCTURES

Unless otherwise instructed by the Engineer, all excavated surfaces in nodteriahan hard

material, on which foundations for structures shall be placed, shall be compacted to 100% MDL

(AASHTO T.99) immediately before structures are constructed. Thus in Standard Specification.

Paragraph 4, last lineReplace "95%" with "100%".

707  BACKFILLING FOR STRUCTURES
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Unless otherwise instructed by the Engineer, all backfilling material shall be compacted to a
minimum of 100% MDD (AASHTO T.99).

709 EXCAVATION FOR RIVER TRAINING AND NEW WATER COURSES

Payments for river training arestablishment of new watercourses shall only be made where suc
work constitute permanent works. Works done for road deviation or other temporary works sha

not qualify for payment.
712 RIP-RAP PROTECTION WORK

Quarry waste or similar approved mateshall be used to backfill scoured and eroded side, outfal
and cutoff drain. The material shall be compacted to form a flat or curved surface preparatory tc

stone [pitching of drainage channels, existing and new scour checks as directed by the Enginet

The surface to receive the pitching shall be compacted and trimmed to slope and the stone har
laid, interlocked and rammed into the material to give an even finished surface. The interstices
the Pitching shall be rammed with insitu material. The imsiéierial immediately behind the
pitching shall be compacted to minimum density of 100% MDD compaction (AASHTO T.99)

714 BACKFILL BELOW STRUCTRURES

Where instructed this shall be carried out in compliance with the requirements of Clause 507 at
804 of tre Standard Specification.

SECTION 8 - CULVERTS AND DRAINAGE WORKS
801 SCOPE OF SECTION

The operations specified in this section apply to the installation of drainage works and reinstate
and improvement of the same. In addition, this Section coveExtending of existing 450mm,
600mm and 900mm diameter pipes to be compatible with the increased road width oraccess.

Desilting and cleaning of existing pipes and outfall drains to make them free flowing.

804 EXCAVATION FOR CULVERTS AND DRAINAGE WO RKS
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In the Standard Specifications, make the following amendments:

(a) In paragraph 6, line 3, and in paragraph 7, line 5 and in paragraph 11, line 6, delete "95%" ¢
insert "100%".

(b) Removal of Existing Pipe Culverts Where instructed by the EngineeC,ahiactor shall
excavate and remove all existing blocked or collapsed culvert pipes of 450mm, 600mm and

900mm diameter including concrete surround, bedding, inlet and outlet structure.

The void left after removal of culvert pipes shall be widened esssary to accommodate new
concrete bedding, pipe and haunching. The payment of this work shall be per linear metre c

pipes removed, and the volume in m3 of inlet/outlet structure removed.

The void left by removal of these pipes shall be carefully preddan order to accommodate
replacement of 450mm, 600mm or 900mm diameter pipe culverts as shall be directed by th

Engineer.

(c) Removal of Other Existing Drainage Structures When instructed by the Engineer, the
Contractor shall demolish or remove any otsteucture and payment for this shall be made on

day work basis.

(d) Excavation for Culverts and Drainage Works the Contractor shall carry out all excavations fe
new culverts and drainage works to the lines, levels, inclinations, and dimensions shogn on

drawings or as instructed by the Engineer.

EXCAVATION IN HARD MATERIAL
In the Standard Specifications, Scluses 805(a) and 805 (b) delete "95%" and insert "100%".
In subclause 809(a), paragraph 1, line 1, substitute "95%" with "100%".

In subclause 809(c), paragraph 2, line 4, between the words "compacted” and "and shaped” in:
the words "to 100% MDD (AASHTO T.99)". Hard material is material that can be excavated onl
after blasting with explosives or barring and wedging or the use of lsameal breaker fitted with

a rock point in good condition and operated correctly. Boulders of more than 0.2m3 occurring ir

soft material shall be classified as hard material.
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810

812

814

815

817

BEDDING AND LAYING OF PIPE CULVERTS

Concrete pipes shall be laid on a 1%0rhick concrete bed of class 15/20 and the pipes shall be
bedded on a 1:3 cement: sand mortar at least 50mm thick, 150mm wide and extending the full
length of the barrel. The rates inserted shall allow for compaction of the bottom of excavation tc
100% MDD (AASHTO T.99).

JOINTING CONCRETE PIPES

The concrete pipes for the culverts shall have ogee joints and will be jointed by 1:2 cement: sar
mortar and provided with fillets on the outside as described in clause 810 of the Standard

Specification.
BACKFILLING OVER PIPE CULVERTS

In the Standard Specifications, clause 812 a) Wherever the expression "dry density of 95% MD
(AASHTO T. 99)" occurs delete and replace with "dry density of 100% MDD (AASHTO T.99)".
The rates entered for laying of pipe\eits shall allow for backfilling to pipe culverts and
compacting to 100% MDD (AASHTO T.99) and these works shall not be measured and paid fo

separately.
SUBSOIL DRAINS

In the event of excavation for repairs exposing local seepage, springs ceptabbchigh water
table, the Engineer may instruct the provision of counter fort or French drains. These drains sh:
consist of a trench excavated to the alignment, width, depth and gradient instructed by the Eng
and backfilled with approved compad clean hard crushed rock material as specified in clause 8
of the standard specification. Where these drains lie within the carriageway the carriageway sh.
reinstated with compacted stabilised gravel and surfaced with hot asphalt or a sugsiog die

instructed by the Engineer.
INVERT BLOCK DRAINS AND HALF ROUND CHANNELS

Invert Block Drains and Half Round Channels shall be constructed as shown in the drawings

provided in accordance with the Standard Specifications where directed bygithedtn

REPAIRS TO DRAINS

817.1 Cleaning, construction and Repair of Existing Drains
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817.2

817.3

In areas of existing side drains, mitre or outfall drains where such are blocked, the Engineer shall instru

Contractor to clean and clear the drains to fi@ging condition.
The work shall consist of:

a) Stripping and removal of any extraneous material to spoil including vegetation and roots
the drains to the satisfaction of the engineer.
b) Spreading of any spoil to the satisfaction of the Engineer. Shtprdrains to free flowing
condition as directed by the Engineer and:
i.  Removing any broken side slabs for inverted block drains and replacing with new
ones.
ii.  Or removing any broken inverted block drains and replacing with Concrete class
20/20 and A142 BR reinforcement.

Measurement and Payment for cleaning drains shall be by linear metre of drain cleaned meast
as the product of plan area and vertical depth of extraneous material instructed to be removed.

Where insitu concrete is used measurementbeilbn cubic metre of concrete and BRC area or

weight in relevant unit e.g. Kg, Tonnes etc.
No extra payment will be made for removal of vegetation and roots.
Channels

The Engineer may instruct that the Contractor provides open channels in pdacsting sub
drains where the latter may be damaged or in any other place. The rates entered by the Contra
the bills of quantities must include for removal and disposal of any sub drain material, excavatic

line and level, backfilling and comp#an as directed by the engineer.

The channels shall be constructed of precast class 20/20 concrete of minimum 80mm thicknes:
lengths or widths not exceeding 1000mm. Joints shall be at least 15mm wide filled with 1:2 cen

sand mortar.
Rubble fills for protection work

Quarry waste or similar approved material shall be used to back fill scoured and eroded side,
outfall and cuoff drains. The material shall be compacted to form a flat or curved surface
preparatory to stone pitching of drainagannels, existing and new scour checks as directed by t

Engineer.
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817.5

817.6

818

819

Gabions
Gabions shall be constructed in accordance with clause 711 of the standard Specification.
Spoil Material

The Contractor shall be responsible for removal fromafitdl materials excavated in the course of
undertaking works in this section of the specifications, unless suitabledserand deposit of the

material in a spoil dump to be approved by the Engineer.
SCOUR CHECKS

Scour checks are to be consted in mass concrete in accordance with clause 818 of the standat

Specifications and the drawings as shall be provided.

CLEANING AND MAINTENANCE

819.1 Desilting of Pipe Culverts

Where instructed, Contractor shall desilt the existing pipe cslogrtemoving all the material
from the pipe to make them clean and free flowing. Measurement and payment shall be by the

linear metres of pipes dwlted, regardless of diameter size.

SECTION 9 - PASSAGE OF TRAFFIC

903

904

MAINTENANCE OF EXISTING ROADS

The Contractor shall maintain the existing project road ahead of works using compacted aspha
concrete type | in accordance with the provisions in clause 16A8B7B of the Special

Specifications or gravel material depending on the nature of the weatngg surface.
CONSTRUCTION OF DEVIATIONS
(a)General

In addition to requirement of this clause, the Contractor shall construct and complete
deviations to the satisfaction of the Engineer before commencing any permanent work c
the existing road. Alsduring these works the contractor is supposed to provide a detour

adequate pipe culverts for pedestrian and traffic crossing where there is bridge works.
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906

907

Subject to the approval by the Engineer, the Contractor may maintain and use existing r
for deviation. Payment for this, made in accordance with clause 912 (a) (i), shall be by tf
Kilometer used depending on the type of road used, whether bituminous or earth/gravel

The rates shall include for the provision of materials and the works involved.

(b)Geametry

i The carriageway width of the deviations shall not be less than 6m wide and suital

for 2-way lorry traffic unless otherwise specified.

i The carriageway width of the deviations shall not be less than 3.5 m wide and

suitable for way lorry traffic unless otherwise specified.
(c) Construction

Unless otherwise instructed gravel wearing course for the deviation shall be 150 mm

compacted thicknesses complying with section 10 of the Standard Specification.

The CBR at 4ay soak shall not be less than 28 #me Pl range shall be 180. The
Contractor shall allow in his rate for removal of any unsuitable material before placing of
gravel wearing course, as this will not be paid for separately. In addition to provision of t
clause, Contractor is requirénl sprinkle water at least 4 times a day at the rate ofl to 1.4
litres/Square meter in regular interval to minimise the effects of dust. Latest sprinkling ti
shall be one hour before the sunset. Where existing neighboring roads are used as devi
Cortractor shall carry out repairs and maintenance in parent materials used for the exist

base and surfacing of the road being used.
PASSAGE OF TRAFFIC THROUGH THE WORKS

The Contractor shall arrange for passage of traffic through the works dunsiguztion whenever
it is not practicable to make deviations. Any damage caused by passing traffic through the worl

shall be made good at the contractor's own cost.
SIGNS, BARRIERS AND LIGHTS

Contractor shall provide signs, barriers and lightshasva in the drawing in Book of Drawings at
the locations where the traffic is being carried off the existing road to the deviation and back ag
to existing road. The Contractor shall provide ramps and carry out any other measures as instri

by the Engneer to safely carry traffic from the road to deviation. Contrary to what has been
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specified in this clause the road signs provided shall be fully reflectorized and in conformity witt

clause 9.1 of the "Manual for Traffic Signs in Kenya Part I1".
909 ASSISTANCE TO PUBLIC

In addition to provision of clause 909, Contractor shall maintain close liaison with the relevant
authorities to clear any broken down or accident vehicles from the deviations and the main roac

order to maintain smooth and safe flolthe traffic.

Further, the Contractor shall provide a traffic management plan to be approved by the Enginee
before the commencement of any construction works and execute the same, to the satisfaction

the Engineer, during the entire period of projegplementation.

A draft traffic management plan shall be submitted with Bid.
912 MEASUREMENT AND PAYMENT

Construct Deviation

Road Deviation

The Contractor shall be paid only 50% of the rate when he completes deviation road to the
satisfaction of th Engineer. The balance shall be paid in equal monthly instalments over the
contract period, as he satisfactorily maintains the deviation (as per clause 904 and 905 above)

it is in operation.

Where existing neighboring road has been used as deviptigment shall be by the kilometre rate
and shall include the cost of repairs and maintenance of the road carried out in parent base ant
subbase materials.

Maintain existing road

Asphalt Concrete or gravel for maintaining the existing road shall beuneeldsy the cubic metre

placed and compacted upon the road
Passage of traffic through the works
Payment shall be made on Lump Sum basis.

Assistance to Public
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The Contractor will be deemed to have included cost of this item in other items and naseparat

payment shall be made.

SECTION 10: GRADING AND GRAVELLING
1001 SCOPE

Grading covers the works involved in the reinstatement of the carriageway to the cambe
removing the high points and filling up gullies corrugations and wheel ruts to restmoéhsm
running surface. Gravelling consists of excavation, loading hauling and spreading of gra:
wearing course material on the formation of carriageway. Gravel shall include lateritic
gravel, quarzitic gravel, calcareous gravel, decomposed rock, sadtiaal rag, clayey

sand and crushed rock.

The material may be obtained from borrow pits or excavation in cuttings. Gravel materia

shall conform to the requirement givenTiable 10.1

TABLE 10.1

GRADING REQUIREMENTS

AFTER COMPACTION PLASTICITY INDEX
REQUIREMENTS PI

Sieve % byWeight

(mm) Passing Zone Min Max

40 100

28 957 100 WET 5 20

20 851 100
DRY 15 20
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14 651 100

o 57100 BEARING STRENGTH
- Traffic DCP

> 351 92 VPD CBR Equivalent

2 23.'. L mm/Blow

L 18,'_ 62 Greater than 15 | 25 11

0.425 14_'_ 50 Lessthan 15 |20 14

0.075 101 40 CBR at 95 % at MDD, Modified AASHT!

and 4 days soak

Lower quality material (CBR 15) may
accepted if no better aterial can be found

NB:  Wet Zone- mean annual rainfall greater than 500 mm.

Dry zone- mean annual rainfall less than 500 mm.

The Engineer shall approve quarries and their extent of exploitation. The quarries shall be sho
the Contractor par to commencement of the Works. The Contractor shall be responsible for
acquisition of the quarry rights and shall therefore conduct respective negotiations with landow
and affected communities.

Alternative sources of gravel material whose gyatan be shown to be in compliance with the
specification requirements may be used, with the proviso that the Employer is not to ir
additional expenses in connection with its winning and haulage. Contractor is deemed to
included in his rates fdhe provision of the gravel material to have included the cost of complyir
with the testing requirements.

1002 Removal of Overburden

The Item consists of excavation of overburden including loading, hauling and stockpiling at
approved locations. Thinickness of the overburden layer to be removed shall be determined fr
the depths of the trial pits dug at a 30m grid within the quarry area.

The overburden shall be removed and deposited neatly in order to use it again to reinstate the
qguarry at the ed of improvement work.

Work Method:
The contractor shall ugabour or equipmentto carry out this item of work
Quiality Control

The location and manner of stock piling of the overburden for the reinstatement of the quarry
be visually checked

Measurement and Payment

No separate measurement and payment shall be made for removal of overburden and contrac
shall be deemed to have allowed in his rates and prices for the cost.
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1003 Excavation of Gravel

The gravel shall be excavatetbrin quarries approved by the Engineer. It is the Contracto
obligation to inform the Engineer in the case that the quality / availability of the gravel chan
during the course of excavation.

Oversize stones and boulders shall be removed from theaggdagravel and deposited outside the
quarry at locations approved by the Engineer. Such stones and boulders may be reuse
structures and scour checks

Work Method

i Labour based methods

The contractor shall excavate and stockpile the gravel in bagdficient loading by
labour.

il Equipment methods

The Contractor shall excavate the gravel and stockpile in heap(s) for the efficient loading
equipment.

Quiality Control
A The widths of the loading bays shall be checked before excavation can commence
A The loading bays shall be checked to ensure it is free draining.

Measurement and Payment

No separate measurement and payment shall be made for excavation of gravel and contractor
be deemed to have allowed in his rates and prices for the cost.

1004 Haulage

This activity involves loading of excavated gravel, haulage by appropriate equipment-and off
loading of the same as specified in the drawings or as directed by the Engineer. Where the loat
delivered in any load falls short of agreed @guent capacity, dumping shall not be permitted
unless the agreed spacing is adjusted accordingly.

Where loads supplied are found to contain material other than from the approved quarry and th
unacceptable quality, the Engineer shall cause themrent@ved from site at the contractor's
expense.

Work Method
The Contractor shall use a combination of both Labour and equipment to carry out this ltem w

Quiality Control
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1

No haulage equipment shall be used unless its capacity has been asciwatiregineer.

The quality of gravel dumped on the carriageway/carriageway shall be visually checked
daily.

The quantity of material delivered in each load shall be checked before dumping is allow

The distance between the stacks shall be checkedtap@agneasure.

Measurement and Payment

No separate measurement and payment shall be made for haulage of gravel and contractor sh
deemed to have allowed in his rates and prices for the cost.

1005 Spreading and compaction of gravel

Labour methods il. Equipment methods

This activity involves spreading gravel material, shaping to ensure uniform thickness of the lay
across the full width of the carriageway and to the specified camber. Spreading also includes,
removing any oversizedaes or boulders which cannot be broken down to required size, spoil

dump.

Where water needs to be added, it shall be applied in an even manner and the rate of applicat
shall be such that no transverse or longitudinal flows occur. Unless otherstrsetied by the
Engineer, the moisture content shall be within the range- @%/of the optimum moisture

content. Compaction will be carried out as specified in 5.05.

Work Method

The Contractor shall useabour or Equipmento carry out this Item wnd.

Quiality Control

1

Measurement: m

The gravel surface width shall be checked at every 100m interval using tape measure at
shall have tolerance of + 50mm.

Trial holes at every 100m shall be used to check the gravel surface thickness and shall |
a tolerance of 5mm /- Omm.

The camber cross fall shall be checked at every 50m and the maximum tolerances shall
/1-1%

The longitudinal profile shall be checked with every load to ensure a smooth surface witt
corrugations or depressions

3

The unit of measurement shall be in cubic metres of compacted material on carriageway

Payment
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The unit rate shall be the full compensation for labour, tools, equipment and any incidental cos
required for carrying out the work.

Carriageway Grading
(i) Light Grading

This activity shall consist of trimming of the carriageway to control roughness and
corrugations using either a towed grader or a motorized grader. The width of the
carriageway shall be as specified in the drawings or as dirbgtthe Engineer.

Pegs 200 to 300mm shall be placed at 10 to 20 m intervals to mark edge of the carriage

The material shall be bladed toward the center of the carriageway starting from both edc
to the specified camber.

Work Method
The contrator shall use equipment to carry out this item work.

Quiality Control

1 The width of the carriageway shall be checked using tape measure at every 10m with
tolerance of +50mm o20mm.

1 The camber shall be checked using camber board at every 5m wihahkave a
tolerance of +/1%
Measurement: m?
The unit of measurement shall be square meters of carriageway graded.
Payment

The unit rate shall be the full compensation for labour, equipment and any incidental costs req
for carrying aut the work.

1)) Heavy Grading and Compaction

This activity shall consist of scarifying of the existing carriageway/carriageway surface, cutting
high spots and moving materials to fill potholes, corrugations and wheel ruts and reshaping of
surfaceto the specified camber, using either towed or motorized grader. All loose rocks, roots
grasses shall be removed and disposed well clear of the drains.

Pegs 300 to 400mm shall be placed at 10 to 20 m intervals to mark edge of the carriageway.

The mateal shall be bladed toward the center of the carriageway starting from both edges unt
the specified camber is achieved. Compaction will be carried out as specified in 5.05.

Work Method
The contractor shall use equipment to carry out this item.work

Quality Control
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1 The width of the carriageway shall be checked using tape measure at every 10m with
tolerance of + 50mm e20mm.

1 The camber shall be checked using camber board at every 5m with and shall have a
tolerance of +/1%

Measurement: m?

The unit of measurement shall be square meters of carriageway graded.

Payment

The unit rate shall be the full compensation for labour equipment and any incidental costs require
carrying out the work.

1007 Restoration of Quarries and Borrow pits

The ground shall be levelled, topsoil hauled back and uniformly spread over the entire
exposed/excavation area.

Adequate drainage provisions shall be made to protect excavation areas. Where nece
appropriate protection measures may be takeswvtad erosion of the spread topsoil layer. Grass
and trees may be replanted as directed by the Engineer.

SECTION 17 - CONCRETE WORKS

1703 MATERIALS FOR CONCRETE

This work shall consist of placing selected approved material of 250mm minimumteliame
on the foundation put after excavation to receive levelling concrete in accordance with t
specifications and in conformity with the lines, grades and cross sections shown on
Drawings as directed by the Engineer.

(@) Materials

Selected rockThe selected rock builders to be placed for this work shall be hard, sound,
durable quarry stones as approved by the Engineer. Samples of the stone to be used sl
submitted to and approved by the Engineer before any stone is placed.

The maximum gie of the stone boulders shall be 300mm.

(b) Construction Method

After completion of the structural excavation the surface of the loose soil shall be
levelled and compacted. Then the stone of the above sizes shall be placed in on
layer of 250mm ovethe compacted bed where the bottom slab will rest. Coarse

sand shall be spread to fill up the voids in the stone boulders, and compaction wit
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1703(A)

vibratory compactors should be performed to make this layer dense whereon a
concrete of levelling course shak placed.

(c) Measurement and payment

Measurement for the bedding materials shall be made in cubic metres for
completed and accepted work, measured from the dimension shown on
Drawings, unless otherwise directed by the Engineer.

Paymenfor the bedding Materials for Levelling Concrete Works shall be full
compensation for furnishing and placing all materials, all labour equipment, tools
and all other items necessary for proper completion of the work in accordance wit
the Drawings and spiications and as directed by the Engineer.

LEVELLING CONCRETE (CLASS 15/20) FOR BOTTOM SLAB INCLUSIVE OF
COST OF FORM WORKS

This work shall consist of placing and levelling lean concrete class 15/20 over the
prepared bed of stone boulderghe foundation for bottom slab and wing walls in
accordance with these specifications and which conformity with the lines, grades, thicki
and typical crossections shown on the drawings unless otherwise directed by the
Engineer.

@) Materials for Levelling Concrete
Requirement for the concrete class 15/20 is specified as folows:

Design compressive strength (28) days : 15N/mm

Maximum size of coarse aggregate : 20mm
Maximum cement content - 3000Kg/
Maximum water/cement ration of 50% with slump of 80mm.

(b) Construction Method
The bed of stone boulders upon which the levelling concrete will be placed shall
smooth, compacted and true to the grades and-sem$®n shall be set tthe
required lines and grades.

(c) Measurement and payment

Measurement for levelling concrete (class 15/20) shall be made in cubic metres compl
and accepted levelling concrete work measured in place which is done in accordance
the Drawings ath the Specifications.
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1703 (C)

1703(D)

Payment for this work shall be the full compensation for furnishing and placing all
materials, labour, equipment and tools, and other incidentals to Specifications and as
directed by the Engineer.

Pay item No. 17/02 Levelling Cont¢eeWorks (Class 15/20) for Box Culvert and wing
walls inclusive of Cost of Form works.

FORMWORK FOR CULVERT WALLS

This work shall consist of all temporary moulds for forming the concrete for culvert walls
and slabs together with all tempora&ognstruction required for their support. Unless
otherwise directed by the Engineer all formworks shall be removed on completion of the
walls and slabs.

(@) Materials

Forms shall be made of wood or metal and shall conform to the shape, lines and
dimersions shown on the Drawings.

All timber shall be free from holes, loose material, knots, cracks, splits and warps
other defects affecting the strength or appearance of the finished structure.

Release Agents Release agents shall be either neat @itgaining a surface
activating agent, cream emulsions, or chemical agents to be approved by the
Engineer.

(b) Construction Method

(1 Formworks

Formworks shall be designed to carry the maximum loads that may be imposed, :
so be rigidly constructeas to prevent deformation due to load, drying and wetting,
vibration and other causes. After forms have been set in correct location, they sh
be inspected and approved by the Engineer before the concrete is placed.

If requested, the contractor shalibmit to the Engineer working drawings of the
forms and also, if requested, calculations to certify the rigidity of the forms.

CONCRETE WORKS (CLASS 20/20)

This work shall consist of furnishing, mixing, delivering and placing of the conicretiee
construction of culvert walls and slabs, in accordance with these Specifications and in
conformity with the requirements shown on the Drawings.

Concrete class 20/20 shall be used as directed by the Engineer.

(@ Concrete Materials
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() Cament: Cement shall be of Portland type and shall conform to the
requirements of BS 12 or equivalent.

The contractor shall select only one type or brand of cement or others. Changing
type or brand of cement will not be permitted without a new mixgdespproved by
the Engineer. Al'l cement i s subject
cement by the Engineer shall not relieve the Contractor of the responsibility to
furnish concrete of the specified compressive strength.

Conveyance of ceant by jute bags shall not be permitted. Storage in the
Contractords silo or storehouse shal
of cement after manufacture at mill shall not exceed more than four (4) months. -
Contractor shall submit to tiengineer for his approval the result of quality
certificate prepared by the manufacturer.

Whenever it is found out that cement have been stored too long, moist, or caked,
cement shall be rejected and removed from the project.

(b) Aggregates

Fine and coarse aggregates must be clean, hard, strong and durable, and free fr
absorbed chemicals, clay coating, or materials in amounts that could affect
hydration, bonding, strength and durability of concrete.

Grading of aggregates shall conform to fibieowing requirements:

Sieve Size Percentage by Weight Passing
10 mm 100
5mm 89-100
2.5 mm 60-100
1.2 mm 30-100
0.6 mm 15 54
0.3 mm 5 40
0.15 mm 0-15

(ii)

Grading of Coarse Aggregates
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Size  of Amounts finer than each standard sieve percentage by weight
Coarse Agregat

40 30 25 20 15 10 5

100 - - 90-100 - 30-69 010 -

Other requirements for aggregates are as follows:

(i)  Fine Aggregates

(iv)

(v)

(vi)

Fitness Modulus, AASHTO M6 : 23131

Sodium Sulphate Soundness, AASHTO T104 : Max. 10% loss
Content of Friable Particles AASHTO 112 Max 1% by weight
Sand Eqivalent, AASHTO T176 : Min. 75

Coarse Aggregate

Abrasion, AASGTO T96 : Max. 405 loss

Soft Fragment and shale, AASHTO M80: Max. 5% by weight
Thin and elongated Pieces, AASHTO M80 : Max. 15%

Water

All sources of wateto be used with cement shall be approved by th
Engineer. Water shall be free from injurious quantities of oil, alkall

vegetable matter and salt as determined by the Engineer.

Admixture

Only admixture, which have been tested and approvéukisite laboratory
through trial mixing for design proportion shall be used.

Before selection of admixture, the Contractor shall submit to the Engine
the specific information or guarantees prepared by the admixture supplier

The contractor shallat exclude the admixture from concrete proportions.
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Concrete class 20/20

Concrete class 20/20 shall be used as directed by the Engineer. The requiremel
Concrete class 20/20 are provided as follows unless otherwise the Engineer
desigrate any alteration.

Design compressive strength (28 days) : 20N/mnf

Maximum size of coarse aggregates : 20mm
Maximum water/cement ratio of 45% with slump of 80mm

(d) Proportioning Concrete

The Contractor shall consult withelengineer as to mix proportions at least
thirty (30) days prior to beginning the concrete work. The actual mix
proportions of cement, aggregates, water and admixture shall be determin
by the Contractor under supervision of the Engineer in the sitealalop.

The Contractor shall prepare the design proportions which has 120% of the strength
requirement specified for the designated class of concrete.

No class of concrete shall be prepared or placed until itejglproportions have been
approved by tb Engineer.

(e) Concrete Work
BATCHING

Batching shall be done by weight with accuracy of:

Cement : ¥ percent
Aggregate : ¥ percent
Water and Admixture : 1 percent.

. EQUIPMENT SHOULD BE CAPABLEOF MEASURING QUANTITIES
WITHIN THESE TOLERANCES FOR THE SMARTEST BATCH
REGULARLY USED, AS WELL AS FOR LARGER BATCHES.

The accuracy of batching equipment should be checked every month in
presence of the Engineer and adjusted when necessary.
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iii. Mixing and delivery
Slump of mixed concrete shall be checked and approved at an accurac
+25mm against designated slump in these specifications.

iv. Concrete in hot weather
No concrete shall be placed when the ambient air temperature is expecte

exceed tirty-three degrees Celsius (83 during placement operations). V.
Concreting at night

No concrete shall be mixed, placed or finished when natural light
insufficient, unless an adequate approved artificial lighting system
operated, such night work subject to approval by the engineer.

vi.  Placing

In preparation of the placing of concrete, the interior space of forms shall
cleaned and approved by the engineer prior to placing concrete. .
temporary members except tie bars to support foshl be removed
entirely from the forms and not buried in the concrete. The use of open ¢
vertical chute shall not be permitted unless otherwise directed by t
engineer.

The Contractor shall provide a sufficient number of vibrators to proper
compact each batch immediately after it is placed in the forms.

M Measurement and Payment

Measurements for the Concrete Works Class 20/20 of culvert walls and slabs <
be made in cubic metres for the walls and slabs actually constructed, mdesured

their dimensions shown on the Drawings. Payment for the Concrete Works (Cl
20/20) of culvert walls and slabs shall be the full compensation for furnishing

materials of the concrete mixing, delivering, placing and curing the concre
equipmen and tools, labour and other incidental necessary for the completion of
work in accordance with the Drawings and these Specifications and as directec
the Engineer.

SECTION 20 - ROAD FURNITURE
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2001

2003

2004

ROAD RESERVE BOUNDARY POSTS

Road reserve bawlary posts shall be provided as directed by the Engineer as per the attached
drawings and in compliance with Standard Specification clause 2001.

The road shall be referenced at an interval of 250m or as instructed by the Engineer and at
angles tahe center line.

The concrete mix used for reference markers shall be of class 20/20.

The monument shall be IPC (Iron Pin in Concrete) of 4 No. TLOmm having a total length of 1.¢
with 1.35m and 0.45m above and below the ground level respectively.

Thepart above the ground level shall be square top of width 300mm and height of 1.35m. The |
below the ground level shall be conical in shape with the top base diameter of 300mm and bas:
diameter of 600mm and depth 0.45m.

The monument shall be precastoa®e piece. The inscription KeNHA shall be done on one side «
each reference marker.

After erecting the monument, the bottom part shall be concreted with concrete of class 15/20.
there after curing done for 7 days.

EDGE MARKER POST

Edge maker post shall be provided as directed by the Engineer and in compliance with Stan
Specification clause 2003

PERMANENT ROAD SIGNS

Permanent Road Signs shall be provided as directed by the Engineer and in compliance with tt
requirements of thtManual for Traffic Signs in Kenya" Part Il and standard Specification clause
2004.

2004B EXISTING ROAD SIGNS

2005

Where directed by the Engineer, the Contractor shall take down road signs including all posts,
bolts and fittings, and remove and dispo&éhe concrete foundation and backfill the post holes.
The signs shall be stored as directed by the Engineer.

Measurement and payment for taking down road signs shall be made by the number of signs ¢
type and size taken down, cleaned and stosadiracted.

ROAD MARKING

Paint for road marking shall be internally reflectorized hot applied thermoplastic material in
accordance with Clause 219 of the Standard Specification.
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The rates inserted in the Bills of Quantities for road marking siaude for prior application of
approved tack coat.

2005A RAISED PAVEMENT MARKERS 1 ROAD STUDS MATERIAL

Road studs are moulded of acrylonitrile butadiene styrene (ABS) conforming to ASTM
Specification D1788 68, class 2-2 shell filled with inertthermosetting compound and filler.
The lens portion of the marker of the marker is of optical menthlymethacrylic.

CONSTRUCTION

The road studs shall be constructed of high impact ABS containing almeoltivex glass lens
reflector system. It shall bef monolithic construction, and not less than 98.%. Fhe height of the
marker shall not exceed 17mm and the underside shall contairtoneycomb base (flat).

REQUIREMENTS
The markers shall conform to the following requirements
Colour

Shallbe white, yellow or red as specified and the Rétreflectance values should conform to the
testing procedures of ASTME 809.

Impact Resistance

The market shall not crack or break when tested using a@@dd weight from a height of 1
metre. (ASTM D 244) or BS 3900 Part E3.

Resistance to Water Penetration

Shall not have water penetration behind the lens after submerged in a water bath at °F70 +
for 10 minutes. And it should still meet the reflectance Requirement. BS 998.

Heat Resstance
Shall comply with the initial brightness as per BS 873 Part IV of 1978
Night Visibility

The marker shall be bright as per BS 873 Part IV of 1978
Compression Resistance
There shall be no cracking sound at a pressure lower than 25 tqressB£3 873 Part IV of 1978.

Corrosion Resistance
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After immersing a sample of Road stud in a solution containing 30g/1 of sodium chloride for 3C
days, there shall not be any signs of corros{Bi$998).

NOTE: These markers are intended for applicatdoectly to pavement surfaces and are
compatible with raised pavement makers. These adhesives should be of high quality and testet
conformance to customer requirements.

ADHESIVES

They shall be of Resin TypEpoxy of 2 different components partidda? i.e Adhesive and
Reactor without any volatile solvents in both.

Pot life: not less than 20 minutes at 2D
Rotational cure time: between 20 and 30 minutes at°ZDd
Hard cure: Between 40 and 60 minutes at%ZD

APPLICATION INSTR UCTION
Preparation of Pavements

Make sure that the road surface is absolutely dry and free of oil and.grease

Mixing of Adhesive

Pour component B into the container of component A. Stir mixture by hand with a wooder
metal stick until unifam Grey Tint without a strike is obtained.

Installation

Pour the mixture on to the underside of the road stud. Then place the road stud firmly on the re
surface. Adhesive should stand out for about 5mm to 10 mm over the edges of the stud.

Protection from the Traffic

Protect studs from traffic for 2 hours until the adhesive has properly hardened. Try by touching
adhesive.

NUMBER OF STUDS NEEDED FOR LABORATORY TESTS.

In order to approve a particular type of road stud, 4 sample radglateach colour shall be
submitted.
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2006 GUARDRAILS

Contrary to the Standard Specification, guardrail posts shall be concrete 200 mm diameter set
vertically at least 1.2m into the shoulder as directed by the Engineer. Spacer blocks shall also |
mace of concrete.

Beams for guardrails shall be "Armco Flexbeam" or similar obtained from a manufacturer appre
by the Engineer.

2007 KERBS

a) Vertical Joints

Vertical joints between adjacent Kerbs shall not be greater than 5 mm in width drmksha
filled with a mortar consisting of 1:3 cement: sand by volume.

b) Transition between flush and raised kerbs

The transition between flush and raised kerbs (e.g. at bus bays) shall be termed as ra
kerbs. The transition between flush and raisexths shall occur within a length of 2.0 m.

2008 EDGE MARKER POSTS

Edge marker posts shall be provided as directed by the Engineer and in compliance with Stanc
Specification clause 2008.

2009 RUMBLE STRIPS

Where directed by the Engineer, the @aator shall provide, place, trim, shape and compact to lin
and level asphalt concrete rumble strips on the finished shoulders. This shall be done t
satisfaction of the Engineer

2010 BOLLARDS

Where directed by the Engineer, the Contractor gtralvide, and install 150mm diameter steel
encased bollards. The Bollards shall be concreted 300mm into the ground and 900mm aboy
ground, they shall be painted and marked with two strips of retro reflective yellow tape arounc
post. Concrete shdbe class 15/20.

2011 MEASUREMENT AND PAYMENT

Road reserve boundary posts
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Road reserve boundary posts shall be measured by the number erected

Permanent road signs

Permanent road signs shall be measured by the number of each paitieular srected.

Road marking

Road markings in yellow or white material shall be measured in square metres calculated as th
plan area painted.

Road Studs

Road studs shall be measured by the number of each particular size erected.
Guardrail

Guardail shall be measured by the metre as the length of the guardrail constructed.
Kerbs

Kerbs shall be measured by the metre as the length of kerb constructed

SECTION 22-DAYWORKS

2202 MEASUREMENTS AND PAYMENT

(a) Plant
Where items of major platisted in the schedule of Day works are specified by type (e.g. Concr
mixer etc.) the power rating if such items of plant are provided by the Contractor shall not be Ic
than the power ratings of such plant manufactured within the last two yearggthe date of
BID. Any item of major plant employed upon Dayworks that has a power rating lower tr
specified above shall be paid for at rates lower than those in the schedule of Dayworks.
reduction in the rate payable shall be in proportionht reduction in power rating below that
specified above.

SECTION 23: CONCRETE PAVING BLOCKS

This works shall consist of providing, laying and fixing of concrete paving blocks and concrete

paving slabs on a sand base on the driveway and walkwaysherdhatas as directed by the
Engineer.

a. Concrete Paving Blocks
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The paving blocks shall be of type S of any shape fitting within a 295 mm square coording
space and a work size thickness of at least 30 mm. The blocks shall confirm to thenefsief
BS 6717: Pt. 1:1986 or Kenya standard equivalent.

The laying shall be broken at intervals of 50 m by concrete ribs of class 25 concrete.

The blocks shall be laid on a 40 mm minimum sand base whose specifications are as in sectic
of this specification.

b. Sand for Sand Base

Sand used as bedding for paving blocks and slabs shall be natural sand either pit or river sanc
grading shall conform and be parallel as much as possible to I K$®Parts 1 &2: 1984 for zones
1,2 or 3. Tl other requirements shall be as specified in section 1703 (c ) of Stanc
Specifications.

c. Measurement and Payment

Payment for paving blocks and paving slabs shall be by square metre laid. The rate quoted \
include the cost of haulage toesidf the blocks, slabs and sand, as no extra payment shall be m
for haulage

SECTION V - DRAWINGS
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SECTION Vi DRAWINGS
List of Drawings

i.  FigureC.1-CrossSectionA (Minor StandardCrossSection)
ii.  FigureC2- CrossSectionB (ReducedCrossSectian)
lii.  FigureC3-Cross SectionC (Black CottonSoil)
iv.  FigureC4-Cross SectionD (SidelongGround)
v. FigureC5- Standard CrossSection (Supeelevation)
vi.  FigureC6 -Mitre Drains
vii.  FigureC7-ScourChecks
viii.  FigureC8-DimensionOf ScourChecks-or Standardrain
iX.  Figure C9aMasonryScourChecks
X.  FigureC9b Concrete ScouChecks
xi.  FigureC10 CulvertEntry/Exit StructureTypes
xii.  FigureCllHeadwallTypel (HeadAnd Wing walls)
xiii.  FigureC12.HeadwallType?2 (Drop Inlet)
xiv.  FigureC.13HeadwallType 3a(ConcreteBlock Headwalls)
xv.  FigureCl4Headwall Type3b (StoneMasonryHeadwalls)
xvi.  FigureC15HeadwallTypeFor AccessCulverts)
xvii.  FigureC16-BeddingAnd Haunch Profil&ypesl & I
xviii.  FigureC17-BeddingAnd SurroundProfile Typeslil & IV
xix.  FigureC18AccessDrift
xX.  FigureC19Level Drift
xxi.  FigureC20-VentedDrift
xxii.  FigureC2l-HandPackedStonePavement
xxiii.  FigureC22-Traffic Signs
xxiv.  FigureC23-Publicity Signboard
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FIGURE C2- CROSS SECTION B ( REDUCED CROSS-SECTION)
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Drawings & Bills ol Quantitics

pot Improvement Works- Level 2

Labour Based Rehabilitation and S

FIGURE C3-CROSS- SECTION C (BLACK COTTON SOIL)
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Drawings & Bills of Quantitics

Labour Based Rehabilitation and Spot Improvement Works- Level 2

FIGURE C4-CROSS- SECTION D (SIDELONG GROUND)
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Drawings & Bills of Quantities

FIGURE C5- STANDARD CROSS- SECTION (SUPERELEVATION)

Labour Based Rehabilitation and Spot Improvement Works- Level 2
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Drawings & Bills of Quantities

Labour Based Rehabilitation and Spot Improvement Works- Level 2

FIGURE C6 MITRE DRAINS
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FIGURE C.7 SCOUR CHECKS
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FIGURE C8-DIMENSIONS OF SCOUR CHECKS FOR STANDARD DRAIN
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Labour Based Rehabilitation and Spot Improvement Works- Level 2

Drawings & Bills of Quantities

_Figure C9a-Masonry Scour Checks
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Labour Based Rehabilitation and Spot Improvement Works- Level 2

Drawings & Bills of Quantities

FIGURE C9b- CONCRETE SCOUR CHECKS
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Labour Based Rehabilitation and Spot Improvement Works- Level 2 Drawings & Bills of Quantities
FIGURE C10- CULVERT ENTRY/EXIT STRUCTURE TYPES

TYPEI(ENTRY AND EXIT) TYPE3(ENTRY AND EXIT)
Bl B1
TYPE 2(ENTRY ONLY) TYPE 4(ENTRY AND EXIT ON
ACCESS)
_/
\

B2 B1 ﬁ

NOTE

1. The code numbers specify the shape and function and the code letter denotes the material;
=Concrete block

=Stone masonry

=Concrete
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& Bills of Quantities

Drawings

Labour Based Rehabilitation and Spot Improvement Works- Level 2

FIGURE C11- HEADWALL TYPE 1 (HEAD AND WINGWALLS)
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FIGURE C12-HEADWALL TYPE 2(DROP INLET)
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Drawings & Bills of Quantities

Labour Based Rehabilitation and Spot Improvement Works- Level 2

FIGURE C.13-HEADWALL TYPE 3A (CONCRETE/ BLOCK HEADWALLS
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Drawings & Bills of Quantities

Labour Based Rehabilitation and Spot Improvement Works- Level 2

FIGURE C14-HEADWALL TYPE 3B(STONE MASONRY HEADWALLS)
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